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	Reason for change:
	Based on TS 23.203 subclause 6.1.18.2, there is the following definition:

“-
Indication that an access becomes unusable / usable again or indication of move-to-WLAN / move-from-WLAN (Network-initiated NBIFOM mode).


The PCEF initiates an IP-CAN Session Modification procedure to notify the PCRF about the change of usability of an access to the PCRF. For every PCC rule that is currently bound to this access, the PCRF shall either change the Allowed Access Type and provide the updated PCC rule to the PCEF or remove this PCC rule. This triggers the sending of Routing Rules modification to the UE. If the PCRF receives an indication that an access become usable again, the PCRF may update the PCC rules, e.g. by changing the Allowed Access Type and provide the updated PCC rules to the PCEF. This triggers the sending of Routing Rules modification to the UE.”
 However, in the TS 29.212, it only covers the case that the PCRF updates the PCC rules when it received the access not available indication.  

	
	

	Summary of change:
	Add the new behaviour for the PCRF when it received the access not available indication.  

	
	

	Consequences if not approved:
	Not align with SA2 definition. The PCRF can not remove the PCC rules when it received the access not available indication.
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	Other comments:
	


*** 1st Change ***

4.5.25.2.7
An access becomes not available/available again

When the PCEF receives an indication that an access becomes not available as defined in 3GPP TS 29.274 [22], PCEF shall send a CCR command to the PCRF including the Event-Trigger AVP set to UNAVAILABLITY_OF_ ACCESS to the PCRF. The access type information of the unavailable access shall be provided within the IP-CAN-Type AVP and the reason causing the access to be unavailable shall be provided within the Access-Availability-Change-Reason AVP in the same CCR command. The PCRF may update or remove the PCC rule by sending a CCA command including the Charging-Rule-Install AVP with one or more Charging-Rule-Definition AVP containing the new allowed access type within the IP-CAN-Type AVP or by including the Charging-Rule-Remove AVP with one or more Charging-Rule-Name AVP(s) containing the identity of the PCC rule(s) to be removed.
When the PCEF receives an indication that an access becomes available again as defined in 3GPP TS 29.274 [22], PCEF shall send a CCR command to the PCRF including the Event-Trigger AVP set to AVAILABLITY_OF_ACCESS to the PCRF. The access type information on available again access shall be provided within the IP-CAN-Type AVP and the reason causing the access to be available again shall be provided within the Access-Availability-Change-Reason AVP in the same CCR command. The PCRF may update the PCC rule and send a CCA command including the Charging-Rule-Install AVP with one or more Charging-Rule-Definition AVP contains the new allowed access type within the IP-CAN-Type AVP.

NOTE:
This procedure can be triggered by the procedure "Access becomes Unusable and Usable" and by the procedure "IP flow mobility triggered by RAN Rule indication" defined in 3GPP TS 23.161 [51].

*** End of Changes ***

