3GPP TSG CT Meeting #74
CP-160721
Vienna, AUSTRIA; 5th – 6th December 2016
Source:
CT1
Title:
CR pack on CIoT-CT - pack 2
Document for:
APPROVAL
	TS
	CR
	Rev
	Rel
	Title
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	TD#
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	Clauses affected
	Other Aff Specs

	24.301
	2593
	2
	Rel-13
	Correction of the use of broadcasted CIoT optimization support indications
	F
	13.7.0
	C1-165304
	Intel, ZTE, NTT DOCOMO, LG Electronics
	CIoT-CT
	5.3.1.3, 5.3.15, 5.5.1.2.2, 5.5.3.2.2, 5.5.3.3.2
	 

	24.301
	2594
	2
	Rel-14
	Correction of the use of broadcasted CIoT optimization support indications
	A
	14.1.0
	C1-165305
	Intel, ZTE, NTT DOCOMO, LG Electronics
	CIoT-CT
	5.3.1.3, 5.3.15, 5.5.1.2.2, 5.5.3.2.2, 5.5.3.3.2
	 

	24.301
	2632
	2
	Rel-13
	Correction on CPSR usage for user plane establishment
	F
	13.7.0
	C1-164729
	Ericsson, Intel
	CIoT-CT
	5.6.1.2.2
	 

	24.301
	2633
	2
	Rel-14
	Correction on CPSR usage for user plane establishment
	A
	14.1.0
	C1-164730
	Ericsson
	CIoT-CT
	5.6.1.2.2
	 

	24.301
	2722
	-
	Rel-13
	Correction on NAS timer usage condition for CE mode B
	F
	13.7.0
	C1-165076
	Nokia, Alcatel-Lucent Shanghai Bell
	CIoT-CT
	10.2
	 

	24.301
	2723
	-
	Rel-14
	Correction on NAS timer usage condition for CE mode B
	A
	14.1.0
	C1-165077
	Nokia, Alcatel-Lucent Shanghai Bell
	CIoT-CT
	10.2
	 

	24.301
	2657
	-
	Rel-13
	Correction on the length of Header Compression Configuration IE
	F
	13.7.0
	C1-164406
	Huawei, HiSilicon
	CIoT-CT
	8.3.6.1, 8.3.10.1, 8.3.18.1, 8.3.20.1, 9.9.4.22
	 

	24.301
	2658
	-
	Rel-14
	Correction on the length of Header Compression Configuration IE
	A
	14.1.0
	C1-164407
	Huawei, HiSilicon
	CIoT-CT
	8.3.6.1, 8.3.10.1, 8.3.18.1, 8.3.20.1, 9.9.4.22
	 

	24.301
	2680
	1
	Rel-13
	Correction to encoding of UE network capability IE and TAU initiation
	F
	13.7.0
	C1-164764
	Huawei, HiSilicon
	CIoT-CT
	5.5.3.2.2, 9.3.34
	 

	24.301
	2681
	1
	Rel-14
	Correction to encoding of UE network capability IE and TAU initiation
	A
	14.1.0
	C1-164765
	Huawei, HiSilicon
	CIoT-CT
	5.5.3.2.2, 9.3.34
	 

	24.301
	2662
	1
	Rel-13
	Correction to EPS MM and SM timers in NB-S1 mode
	F
	13.7.0
	C1-164507
	Huawei, HiSilicon
	CIoT-CT
	4.7, 10.2
	 

	24.301
	2663
	1
	Rel-14
	Correction to EPS MM and SM timers in NB-S1 mode
	A
	14.1.0
	C1-164508
	Huawei, HiSilicon
	CIoT-CT
	4.7, 10.2
	 

	24.301
	2628
	2
	Rel-13
	Correction to the definitions related to CIOT
	F
	13.7.0
	C1-164723
	Qualcomm Incorporated
	CIoT-CT
	3.1
	 

	24.301
	2629
	2
	Rel-14
	Correction to the definitions related to CIOT
	A
	14.1.0
	C1-164724
	Qualcomm Incorporated
	CIoT-CT
	3.1
	 

	24.301
	2624
	5
	Rel-13
	Correction to the implementation of the PNB/SNB framework
	F
	13.7.0
	C1-165448
	Qualcomm Incorporated, SHARP Corporation
	CIoT-CT
	5.3.15, 5.5.1.2.4, 5.5.3.2.4, 9.9.3.0A
	 

	24.301
	2625
	5
	Rel-14
	Correction to the implementation of the PNB/SNB framework
	A
	14.1.0
	C1-165449
	Qualcomm Incorporated, SHARP Corporation
	CIoT-CT
	5.3.15, 5.5.1.2.4, 5.5.3.2.4, 9.9.3.0A
	 

	24.301
	2644
	4
	Rel-13
	Correction to the setting of the Control plane only indication
	F
	13.7.0
	C1-164880
	Qualcomm Incorporated
	CIoT-CT
	9.9.4.23
	 

	24.301
	2645
	4
	Rel-14
	Correction to the setting of the Control plane only indication
	A
	14.1.0
	C1-164881
	Qualcomm Incorporated
	CIoT-CT
	9.9.4.23
	 

	24.301
	2708
	2
	Rel-13
	Enabling SMS over SGs for NB-IoT only UEs
	F
	13.7.0
	C1-165451
	Huawei, HiSilicon, China Mobile, Telecom Italia S.p.A., China Unicom, Nokia, Alcatel-Lucent Shanghai Bel
	CIoT-CT
	5.5.1.2.4, 5.5.3.2.4
	 

	24.301
	2709
	2
	Rel-14
	Enabling SMS over SGs for NB-IoT only UEs
	A
	14.1.0
	C1-165452
	Huawei, HiSilicon, China Mobile, Telecom Italia S.p.A., China Unicom, Nokia, Alcatel-Lucent Shanghai Bel
	CIoT-CT
	5.5.1.2.4, 5.5.3.2.4
	 


