Page 1



3GPP TSG-CT WG6 Meeting #82 
C6-160622
Reno, U.S., 15 - 18 November 2016
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	31.111
	CR
	0638
	rev
	4
	Current version:
	14.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	X
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:

	URI support by USAT SMS-PP-Download

	
	

	Source to WG:
	Gemalto

	Source to TSG:
	C6

	
	

	Work item code:
	TEI14
	
	Date:
	2016-11-17

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	3GPP stage 3 has worked on support of URI in Release 12. In particular, 3GPP TS 24.341 provide the specifications for the support of SMS Over IP networks without MSISDN (clauses 5.3.1.4, 5.3.2.6, 5.3.3.5 and B.7). According to this specification, the SMS over IP networks sender and receiver may use URIs to identify the sender and receiver of the SMS.

The USAT SMS-PP-Download feature need be aligned to TS 24.341 in order to support the new addressing mechanism based on URI.

	
	

	Summary of change:
	The proposed CR provides the following changes to the structure of the ENVELOPE command for (SMS-PP DOWNLOAD):
· Additional address data object to hold the Sender URI of the SMS

	
	

	Consequences if not approved:
	The USAT does not support the use of URI for MSISDN-Less subscription and would not be aligned with 3GPP TS 24.341.

	
	

	Clauses affected:
	7.1.1.2

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications

	TS 31.103 CR 0101 
TS 31.102 CR 0702... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


-------------------------------------------------------------------- Start of Change -----------------------------------------------------------------
7.1.1.2
Structure of ENVELOPE (SMS-PP DOWNLOAD)

Direction: ME to UICC.

The command header is specified in TS 31.101 [13].

Command parameters/data.

	Description
	Clause
	M/O/C
	Min
	Length

	SMS-PP download tag
	9.1
	M
	Y
	1

	Length (A+B+C)
	-
	M
	Y
	1 or 2

	Device identities
	8.7
	M
	Y
	A

	Address
	8.1 or 8.108
	M
	N(see note
	B

	URI truncated
	8.135
	C
	N
	2

	SMS TPDU (SMS-DELIVER)
	8.13
	M
	Y
	C

	Originating Address
	8.108
	C
	N (see note)
	D

	Note:
The UICC shall be able to manage the situation when the address field is not present, in order to ensure backwards compatibility with previous releases of this specification.


-
Device identities: the ME shall set the device identities to:

-
source:

Network;

-
destination:
UICC.

-
Address: The address data object holds the RP_Originating_Address of the Service Centre (TS‑Service-Centre-Address), as defined in TS 24.011 [10]. If the USIM or the ISIM Service Table indicates URI support for SMS-PP DOWNLOAD, then this address data object may contain the Public Service Identity of the Service Center. If the URI is longer than the maximum length that can be transmitted to the UICC, then the URI shall be truncated to the maximum length that can be transmitted to the UICC and the request shall contain a URI truncated tag.
-
Originating Address: If the USIM or the ISIM Service Table indicates URI support for SMS-PP DOWNLOAD, then the Originating Address data object may be present and contain the Public Identity (IMPU) of the sender of the short message. If the URI is longer than the maximum length that can be transmitted to the UICC, then the Originating Address data object shall not be sent.
Response parameters/data.

It is permissible for the UICC not to provide response data. If the UICC provides response data, the following data is returned.

	Byte(s)
	Description
	Length

	1‑X (X(128)
	UICC Acknowledgement
	X


-------------------------------------------------------------------- End of Change --------------------------------------------------------------------
