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* * * First Change * * * *

8.2.3.16
Feature-List AVP

The syntax of this AVP is defined in 3GPP TS 29.229 [24]. A null value indicates that there is no feature used by the SWx application. The meaning of the bits shall be as defined in table 8.2.3.16/1.
Table 8.2.3.16/1: Features of Feature-List-ID 1 used in SWx
	Feature bit
	Feature
	M/O
	Description

	0
	HSS Restoration
	O
	HSS Restoration

This feature is applicable for the MAR/MAA, PPR/PPA and SAR/SAA command pairs.

If the 3GPP AAA Server does not indicate support for this feature in a former MAR or SAR command, the HSS shall not send a PPR command to indicate a restart event to the 3GPP AAA Server.

	1
	Access-Network-Information-Retrieval
	O
	Access Network Information Retrieval

This feature is applicable for the MAR/MAA and PPR/PPA and SAR/SAA command pairs.

If the 3GPP AAA Server does not indicate support for this feature in a former MAR or SAR command, the HSS shall not send a PPR command to request access network information from the 3GPP AAA Server.

	2
	UE Local Time Zone Retrieval
	O
	UE Local Time Zone Retrieval

This feature is applicable for the MAR/MAA and PPR/PPA and SAR/SAA command pairs.

If the 3GPP AAA Server does not indicate support for this feature in a former MAR or SAR command, the HSS shall not send a PPR command to request the local time zone of the UE from the 3GPP AAA Server.

	3
	P-CSCF Restoration for WLAN
	O
	Support of P-CSCF Restoration for WLAN

This feature is applicable to the MAR/MAA and PPR/PPA and SAR/SAA command pairs over the SWx interface, when the 3GPP AAA Server supports the execution of the P-CSCF restoration procedures for WLAN as described in 3GPP TS 23.380 [52] subclause 5.6.

If the 3GPP AAA Server does not indicate support of this feature in a former MAR or SAR command, the HSS shall not send a PPR command requesting the execution of HSS-based P-CSCF restoration procedures for WLAN,

	4
	Emergency Services Continuity 
	O
	Support of Emergency Services Continuity
This feature is applicable to the PPR/PPA and SAR/SAA command pairs over the SWx interface, when the HSS and the 3GPP AAA Server support the continuity of emergency services upon mobility between 3GPP and WLAN accesses, as specified in subclause 4.5.7.2 of 3GPP TS 23.402 [3].

If the 3GPP AAA Server does not indicate support of this feature in a former SAR command, the HSS shall not include the Emergency Info in a SAA command and shall not send a PPR command to update the Emergency Info.

If the HSS does not indicate support of this feature in a former SAA command (e.g. during the registration of the non-3GPP user), the 3GPP AAA Server shall not send a SAR command to update the Emergency Info.

If the HSS supports this feature on SWx, it shall also support the Emergency Service Continuity feature on S6a, see 3GPP TS 29.272 [29].



	Feature bit: The order number of the bit within the Supported-Features AVP, e.g. "1".

Feature: A short name that can be used to refer to the bit and to the feature.

M/O: Defines if the implementation of the feature is mandatory ("M") or optional ("O"). 

Description: A clear textual description of the feature.


Features that are not indicated in the Supported-Features AVPs within a given application message shall not be used to construct that message.

* * * End of Changes * * * *

