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*** 1st Change ***

4.2.3.1
AF located in the HPLMN

This clause is applicable if an IP-CAN Session is being released by the PCRF and the AF is located in the HPLMN.
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Figure 4.2.3.1.1: PCRF-initiated IP-CAN Session Termination – AF located in HPLMN

In the following procedures, the V-PCRF is included to depict the roaming scenarios. H-PCRF acts as the PCRF for non-roaming Ues.
1.
The H-PCRF detects that the termination of an IP-CAN Session is required.

2.
For the non-roaming case, and for the case when the UE is roaming in a Home Routed scenario, the H-PCRF sends a RAR including the Session-Release-Cause AVP to request that the PCEF terminates the IP CAN session.
For the case when the UE is roaming in a Visited Access scenario, steps 2a~2b are executed instead of step 2:
2a.
If case 2b or case 1 applies and the subsession being terminated is the last subsession over S9, the H-PCRF sends a RAR including the Session-Release-Cause AVP to the V-PCRF to indicate the termination of the S9 session. Otherwise, the H-PCRF sends a RAR to the V-PCRF including the Subsession-Decision-Info AVP with the Session-Release-Cause AVP to indicate the request for terminating the S9 subsession corresponding to the IP-CAN session.
2b. The V-PCRF sends a RAR including the Session-Release-Cause AVP to the PCEF.
3.
The PCEF removes all the PCC Rules which are applied to the IP-CAN session.

4.
For the non-roaming case, and for the case when the UE is roaming in a Home Routed scenario, the PCEF sends a RAA to acknowledge the RAR.

For the case when the UE is roaming in a Visited Access scenario, steps 4a~4b are executed instead of step 4:
4a.
The PCEF sends a RAA to the V-PCRF.

4b. The V-PCRF sends a RAA to the H-PCRF and acknowledges the request for terminating the S9 session or the S9 subsession corresponding to the IP-CAN session.

5.
The PCEF applies IP CAN specific procedures to terminate the IP CAN session.

6. – 21.
Same as Steps 3-18 in figure 4.2.2.1.1.
*** End of Changes ***
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