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	Reason for change:
	GSMA RILTE LS C1-163622 asked 3GPP CT1 to define the following configuration parameter:
· Local number type for voice and video calls 

· Purpose: control whether the UE assumes Geo-Local or Home-Local numbers for dialed numbers for originated voice and video calls in non-international format, despite of whether the UE is in HPLMN or in VPLMN. This parameter applies unless the user decides that the dialed number in non-international format is a Geo-Local number or a Home-Local number.
· Possible values: Geo-Local / Home-Local

Changes from revision agreed in Jan 2017 CT1 meeting:

- the EFIMSConfigData file is a container and can contain only parameters other than the Policy_on_local_numbers node. In such case, the Policy_on_local_numbers node in the MO in the ME needs to be considered.
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***** change *****
5.1.2A.1.5
Setting the "phone-context" tel URI parameter
When the UE uses home-local number, the UE shall include in the "phone-context" tel URI parameter the home domain name in accordance with RFC 3966 [22].

When the UE uses geo-local number, the UE shall:

-
if access technology information available to the UE (i.e., the UE can insert P-Access-Network-Info header field into the request), include the access technology information in the "phone-context" tel URI parameter according to RFC 3966 [22] as defined in subclause 7.2A.10; and

-
if access technology information is not available to the UE (i.e., the UE cannot insert P-Access-Network-Info header field into the request), include in the "phone-context" tel URI parameter the home domain name prefixed by the "geo-local." string according to RFC 3966 [22] as defined in subclause 7.2A.10.

When the UE uses other local numbers, than geo-local number or home local numbers, e.g. private numbers that are different from home-local number or the UE is unable to determine the type of the dialled number, the UE shall include a "phone-context" tel URI parameter set according to RFC 3966 [22], e.g. if private numbers are used a domain name to which the private addressing plan is associated. The "phone-context" value used in the case of other local numbers shall be different from "phone-context" values used with geo-local numbers and home-local numbers.
NOTE 1:
The "phone-context" tel URI parameter value can be entered or selected by the subscriber, or can be a "pre-configured" value (e.g. using OMA-DM with the management object specified in 3GPP TS 24.167 [8G]) inserted by the UE.

NOTE 2:
The way how the UE determines whether numbers in a non-international format are geo-local, home-local or relating to another network in absence of matching UE configuration in subclause 5.1.2A.1.5A, is implementation specific.

NOTE 3:
Home operator's local policy can define a prefix string(s) to enable subscribers to differentiate dialling a geo-local number and/or a home-local number.

***** change *****
5.1.2A.1.5A
Policy on local numbers
Policy on local numbers consists of zero or more parts of policy on local numbers 

A part of policy on local numbers indicates an IMS communication service (identified by an ICSI) in which the UE is to use a number in non-international format without associated "phone-context" value as:

1)
a geo-local number; or
2)
a home-local number.
The UE may support the policy on local numbers.

If the UE supports the policy on local numbers:

1)
if:

a)
the upper layers provide a number in non-international format to be included in Request-URI of a SIP request;

b)
the upper layers do not provide a "phone-context" value associated with the number;
c)
the UE is not configured to associate a particular "phone-context" value with the number; and
d)
the SIP request is related to an IMS communication service (identified by an ICSI) indicated in a part of the policy on local numbers such that:
i)
the part of the policy on local numbers indicates to use the number as a geo-local number, then the UE shall use the number as a geo-local number in subclause 5.1.2A.1.5; and

ii)
the part of the policy on local numbers indicates to use the number as a home-local number, then the UE shall use the number as a home-local number in subclause 5.1.2A.1.5; and

2)
the UE may support being configured with the policy on local numbers using one or more of the following methods:
a)
the Policy_on_local_numbers node of the EFIMSConfigData file described in 3GPP TS 31.102 [15C];
b)
the Policy_on_local_numbers node of the EFIMSConfigData file described in 3GPP TS 31.103 [15B]; and

c)
the Policy_on_local_numbers node of 3GPP TS 24.167 [8G].


If the UE is configured with both the Policy_on_local_numbers node of 3GPP TS 24.167 [8G] and the Policy_on_local_numbers node of the EFIMSConfigData file described in 3GPP TS 31.102 [15C] or the Policy_on_local_numbers node of the EFIMSConfigData file described in 3GPP TS 31.103 [15B], then the Policy_on_local_numbers node of the EFIMSConfigData file shall take precedence.
NOTE:
Precedence for files configured on both the USIM and ISIM is defined in 3GPP TS 31.103 [15B].
