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***** First change *****
6.2.8
Priority call conditions
6.2.8.0
General
The subclauses of the parent subclausecontain common procedures to be used for MCPTT emergency group calls and MCPTT imminent peril group calls.
***** Next change *****
6.3.2.1.8
Priority call conditions
6.3.2.1.8.0
General
The subclauses of the parent subclause contain common procedures to be used for MCPTT emergency group calls and MCPTT imminent peril group calls.
***** Next change *****
6.6.2
Confidentiality Protection
***** Next change *****
6.6.3
Integrity Protection of XML documents
***** Next change *****
9.3.1.1
Introduction
The subclauses of the parent subclause describe an extension of the application/pidf+xml MIME body specified in IETF RFC 3863 [52]. The extension is used to indicate:

-
per-user affiliation information; and
-
per-group affiliation information.

***** Next change *****
9.3.2.1
Introduction
The subclauses of the parent subclause describe an extension of the application/simple-filter+xml MIME body specified in IETF RFC 4661 [63].

The extension is used to indicate per-client restrictions of presence event package notification information and per-user restrictions of presence event package notification information.
***** Next change *****
10.2.3.4.8.4
Originating user downgrading imminent peril group call

When in the "T3: in-progress imminent peril group call" state, upon receiving an indication from:

1)
the MCPTT user who upgraded the call; or

2)
an authorized user with the value of "/<x>/<x>/Common/MCPTTGroupCall/ImminentPerilCall/Cancel" leaf node present in the user profile as specified in 3GPP TS 24.383 [45] is set to "true",

to downgrade "IMMINENT PERIL GROUP CALL", the MCPTT client:

1)
shall set the stored current call type to "BASIC GROUP CALL";

2)
shall set the stored current ProSe per-packet priority to value corresponding to MCPTT off-network basic group call as described in 3GPP TS 24.383 [45];

3)
shall set current UTC time as last call type change time of the call;

4)
shall store own MCPTT user ID as last user to change call type of the call;

5)
shall generate a GROUP CALL IMMINENT PERIL END message as specified in subclause 15.1.14. In the GROUP CALL IMMINENT PERIL END message, the MCPTT client:

a)
shall set the Call identifier IE to the stored call identifier of the call associated with the basic call control state machine;

b)
shall set the Originating MCPTT user ID IE to the stored originating MCPTT user ID of the call associated with the basic call control state machine;
c)
shall set the MCPTT group ID IE to the stored MCPTT group ID of the call associated with the basic call control state machine;

d)
shall set the Last call type change time IE to the stored last call type change time of the call; and

e)
shall set the Last user to change call type IE to the stored last user to change call type of the call;

6)
shall send the GROUP CALL IMMINENT PERIL END message as specified in subclause 10.2.1.1.1;
7)
shall stop timer TFG14 (implicit downgrade imminent peril);
8)
shall initialize the counter CFG12 (imminent peril end retransmission) with value set to 1;

9)
shall start timer TFG12 (imminent peril end retransmission); and

10)
shall enter the "T2: in-progress basic group call" state.
***** Next change *****
15.2.7
Commencement mode

The purpose of the Commencement mode information element is to identify the type of the commencement mode of the private call.

The value part of the Commencement mode information element is coded as shown in Table 15.2.7-1.

The Commence mode information element is a type 3 information element with a length of 1 octet.

Table 15.2.7-1: Commencement mode

	Bits
	
	

	8
	7
	6
	5
	4
	3
	2
	1
	
	

	
	
	
	
	
	
	
	
	
	

	0
	0
	0
	0
	0
	0
	0
	0
	
	AUTOMATIC COMMENCEMENT MODE

	0
	0
	0
	0
	0
	0
	0
	1
	
	MANUAL COMMENCEMENT MODE

	All other values are reserved.


***** Next change *****
I.2.2.6
Imperative part of a standard MONP message
I.2.2.6.0
General
The imperative part of a standard MONP message is composed of a header possibly followed by mandatory standard IEs having the format V, LV or LV-E.

The header consists of a message type information element as specified in subclause 15.2.1. 

***** End changes *****
