Page 1



3GPP TSG-CT WG1 Meeting #107
C1-175350
Reno (USA), 27 November - 1 December 2017
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	24.302
	CR
	0642
	rev
	3
	Current version:
	14.5.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correct MCC information usage and storage of Local Emergency Numbers List in Annex J

	
	

	Source to WG:
	BlackBerry UK Ltd.

	Source to TSG:
	C1

	
	

	Work item code:
	SEW2-CT
	
	Date:
	2017-10-13

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	The DNS server provides MCC information of the country for which the emergency numbers are considered valid. It is unclear that the UE needs to consider the MCC information embedded in the FQDN in order to determine the country in which the numbers are valid.
It is unclear what it means when “UE shall consider that no additional emergency call numbers exist”.



	
	

	Summary of change:
	It is clarified the Local Emergency Numbers List is cleared when there are no records containing the replacement field of the form "<emergency-number>.<emergency-type>.sos.en.epc.mcc<MCC>.visited-country.pub.3gppnework.org".

The Visited Country Emergency Numbers FQDN and Visited Country Emergency Numbers replacement field have been renamed.
Reworded J.1 to improve the flow. 

Colored some text black.

Subclause J.3 was made Void. 
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	Other comments:
	


***** First change *****
J.1
General

This subclause describes the retrieval of the Emergency Call Numbers field using DNS procedures.

The UE performs this procedure with a DNS server only, if the DNS server address is acquired from the ePDG using procedures in 3GPP TS 24.302 [156] subclause 7.2.2.1 and subclause 7.4.1, contained in the CFG_REPLY Configuration payload, and after mutual authentication of the UE and the network.

NOTE:
The message carrying the emergency information is sent through the established IPsec tunnel to the 3GPP network.

The related Country based Emergency Numbers FQDN is specified in 3GPP TS 23.003 [3].
***** Next change *****
J.2
Retrieval of emergency call numbers 

When a UE is connected to WLAN access, the UE may support the DNS mechanisms specified in this Annex to retrieve emergency call numbers and service types for use within the country indicated by the MCC information.

The UE shall construct an emergency number FQDN based on the Country based Emergency Numbers FQDN format as specified in 3GPP TS 23.003 [3] and then perform the DNS NAPTR query using the constructed emergency number FQDN as input.

If the result of this query is:

-
a set of one or more records containing the replacement field of the form "<emergency-type>.<emergency-number>.sos.en.epc.mcc<MCC>.visited-country.pub.3gppnework.org", the UE shall consider the list of emergency-number(s) and type(s) as valid additional emergency call number(s) for the country indicated by the MCC information and store the emergency call number(s) and type(s) received;
NOTE:
Even though a label named "visited-country" is present in the replacement field, the UE can use the mechanism to obtain emergency numbers and associated type(s) even when the UE is in its home country.
-
no records containing the replacement field of the form "<emergency-number>.<emergency-type>.sos.en.epc.mcc<MCC>.visited-country.pub.3gppnework.org", the UE shall replace a Local Emergency Numbers List storing emergency call number(s) and type(s) received over WLAN with an empty Local Emergency Numbers List.

***** Next change *****
J.3
Void

***** No more changes *****
