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	Other comments:
	


27.22.4.23
RUN AT COMMAND

[...]
27.22.4.23.1.4.2
Procedure

Expected Sequence 1.1(RUN AT COMMAND, no alpha identifier presented, request IMSI)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: RUN AT COMMAND 1.1.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND: RUN AT COMMAND 1.1.1
	[no alpha identifier, request IMSI]

	4
	ME (( User)
	The ME may give information to the user concerning what is happening
	

	5
	ME ( SIM
	TERMINAL RESPONSE: RUN AT COMMAND 1.1.1
	[Command performed successfully, AT Response containing IMSI]


PROACTIVE COMMAND: RUN AT COMMAND 1.1.1

Logically:

Command details


Command number:
1


Command type:
RUN AT COMMAND


Command qualifier:
"00"

Device identities


Source device:
SIM


Destination device:
ME

AT Command


AT Command string:
"AT+CIMI<CR>"

Coding:

	BER-TLV:
	D0
	13
	81
	03
	01
	34
	00
	82
	02
	81
	82
	A8

	
	08
	41
	54
	2B
	43
	49
	4D
	49
	0D
	
	
	


TERMINAL RESPONSE: RUN AT COMMAND 1.1.1

Logically:

Command details


Command number:
1


Command type:
RUN AT COMMAND


Command qualifier:
"00"

Device identities


Source device:
ME


Destination device:
SIM

Result


General Result:
Command performed successfully

AT Response


AT Response string:
<CR><LF>IMSI<CR><LF><CR><LF>OK<CR><LF>
Coding:

	BER-TLV:
	81
	03
	01
	34
	00
	82
	02
	82
	81
	83
	01
	00

	
	A9
	19
	0D
	0A
	30
	30
	31
	30
	31
	30
	31
	32

	
	33
	34
	35
	36
	37
	38
	39
	0D
	0A
	0D
	0A
	4F

	
	4B
	0D
	0A
	
	
	
	
	
	
	
	
	


Expected Sequence 1.2 (RUN AT COMMAND, null data alpha identifier presented, request IMSI)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: RUN AT COMMAND 1.2.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND: RUN AT COMMAND 1.2.1
	[null data alpha identifier, request IMSI]

	4
	ME
	The ME should not give any information to user on the fact that the ME is performing an AT command
	

	5
	ME ( SIM
	TERMINAL RESPONSE: RUN AT COMMAND 1.1.1
	[Command performed successfully, AT Response containing IMSI]


PROACTIVE COMMAND: RUN AT COMMAND 1.2.1

Logically:

Command details


Command number:
1


Command type:
RUN AT COMMAND


Command qualifier:
"00"

Device identities


Source device:
SIM


Destination device:
ME

Alpha Identifier
null data object

AT Command


AT Command string:
"AT+CIMI<CR>"

Coding:

	BER-TLV:
	D0
	15
	81
	03
	01
	34
	00
	82
	02
	81
	82
	85

	
	00
	A8
	08
	41
	54
	2B
	43
	49
	4D
	49
	0D
	


Expected Sequence 1.3 (RUN AT COMMAND, alpha identifier presented, request IMSI)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: RUN AT COMMAND 1.3.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND: RUN AT COMMAND 1.3.1
	[alpha identifier, request IMSI]

	4
	ME ( USER
	Display "Run AT Command"
	

	5
	ME ( SIM
	TERMINAL RESPONSE: RUN AT COMMAND 1.1.1
	[Command performed successfully, AT Response containing IMSI]


PROACTIVE COMMAND: RUN AT COMMAND 1.3.1

Logically:

Command details


Command number:
1


Command type:
RUN AT COMMAND


Command qualifier:
"00"

Device identities


Source device:
SIM


Destination device:
ME

Alpha Identifier


Alpha Identifier
"Run AT Command"

AT Command


AT Command string:
"AT+CIMI<CR>"

Coding:

	BER-TLV:
	D0
	23
	81
	03
	01
	34
	00
	82
	02
	81
	82
	85

	
	0E
	52
	75
	6E
	20
	41
	54
	20
	43
	6F
	6D
	6D

	
	61
	6E
	64
	A8
	08
	41
	54
	2B
	43
	49
	4D
	49

	
	0D
	
	
	
	
	
	
	
	
	
	
	


***** Next change *****
27.22.4.23.2.4.2
Procedure

Expected Sequence 2.1A (RUN AT COMMAND, basic icon self explanatory, request IMSI, successful)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: RUN AT COMMAND 2.1.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND: RUN AT COMMAND 2.1.1
	[BASIC-ICON, self-explanatory, request IMSI]

	4
	ME ( USER
	Display BASIC ICON without the alpha identifier


	

	5
	ME ( SIM
	TERMINAL RESPONSE: RUN AT COMMAND 2.1.1A


	[Command performed successfully, AT response containing IMSI]




PROACTIVE COMMAND: RUN AT COMMAND 2.1.1

Logically:

Command details


Command number:
1


Command type:
RUN AT COMMAND


Command qualifier:
"00"

Device identities


Source device:
SIM


Destination device:
ME

Alpha Identifier


Alpha identifier:
"Basic Icon"
AT Command


AT Command string:
"AT+CIMI<CR>"

Icon identifier:


Icon qualifier:
icon is self-explanatory


Icon identifier:
record 1 in EF(IMG)
Coding:

	BER-TLV:
	D0
	23
	81
	03
	01
	34
	00
	82
	02
	81
	82
	85

	
	0A
	42
	61
	73
	69
	63
	20
	49
	63
	6F
	6E
	A8

	
	08
	41
	54
	2B
	43
	49
	4D
	49
	0D
	9E
	02
	00

	
	01
	
	
	
	
	
	
	
	
	
	
	


TERMINAL RESPONSE: RUN AT COMMAND 2.1.1A

Logically:

Command details


Command number:
1


Command type:
RUN AT COMMAND


Command qualifier:
"00"

Device identities


Source device:
ME


Destination device:
SIM

Result


General Result:
Command performed successfully

AT Response


AT Response string:
<CR><LF>IMSI<CR><LF><CR><LF>OK<CR><LF>
Coding:

	BER-TLV:
	81
	03
	01
	34
	00
	82
	02
	82
	81
	83
	01
	00

	
	A9
	19
	0D
	0A
	30
	30
	31
	30
	31
	30
	31
	32

	
	33
	34
	35
	36
	37
	38
	39
	0D
	0A
	0D
	0A
	4F

	
	4B
	0D
	0A
	
	
	
	
	
	
	
	
	


Expected Sequence 2.1B (RUN AT COMMAND, basic icon self explanatory, request IMSI, requested icon could not be displayed)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: RUN AT COMMAND 2.1.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND: RUN AT COMMAND 2.1.1
	[BASIC-ICON, self-explanatory, request IMSI]

	4
	ME ( USER
	Display  “Basic Icon” without the BASIC-ICON
	

	5
	ME ( SIM
	TERMINAL RESPONSE: RUN AT COMMAND 2.1.1B
	[Command performed but requested icon could not be displayed, AT response containing IMSI]


TERMINAL RESPONSE: RUN AT COMMAND 2.1.1B

Logically:

Command details


Command number:
1


Command type:
RUN AT COMMAND


Command qualifier:
"00"

Device identities


Source device:
ME


Destination device:
SIM

Result


General Result:
Command performed successfully, but requested icon could not be displayed

AT Response


AT Response string:
<CR><LF>IMSI<CR><LF><CR><LF>OK<CR><LF>
Coding:

	BER-TLV:
	81
	03
	01
	34
	00
	82
	02
	82
	81
	83
	01
	04

	
	A9
	19
	0D
	0A
	30
	30
	31
	30
	31
	30
	31
	32

	
	33
	34
	35
	36
	37
	38
	39
	0D
	0A
	0D
	0A
	4F

	
	4B
	0D
	0A
	
	
	
	
	
	
	
	
	


Expected Sequence 2.2A (RUN AT COMMAND, colour icon self explanatory, request IMSI, successful)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: RUN AT COMMAND 2.2.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND: RUN AT COMMAND 2.2.1
	[COLOUR-ICON, self-explanatory, request IMSI]

	4
	ME ( USER
	Display COLOUR-ICON without the alpha identifier


	

	5
	ME ( SIM
	TERMINAL RESPONSE: RUN AT COMMAND 2.1.1A


	[Command performed successfully, AT response containing IMSI]




PROACTIVE COMMAND: RUN AT COMMAND 2.2.1

Logically:

Command details


Command number:
1


Command type:
RUN AT COMMAND


Command qualifier:
"00"

Device identities


Source device:
SIM


Destination device:
ME

Alpha Identifier


Alpha identifier:
"Colour Icon"
AT Command


AT Command string:
"AT+CIMI<CR>"

Icon identifier:


Icon qualifier:
icon is self-explanatory


Icon identifier:
record 2 in EF(IMG)
Coding:

	BER-TLV:
	D0
	24
	81
	03
	01
	34
	00
	82
	02
	81
	82
	A8

	
	0B
	43
	6F
	6C
	6F
	75
	72
	20
	49
	63
	6F
	6E

	
	A8
	08
	41
	54
	2B
	43
	49
	4D
	49
	0D
	9E
	02

	
	00
	02
	
	
	
	
	
	
	
	
	
	


Expected Sequence 2.2B (RUN AT COMMAND, colour icon self explanatory, request IMSI, requested icon could not be displayed)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: RUN AT COMMAND 2.2.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND: RUN AT COMMAND 2.2.1
	[COLOUR-ICON, self-explanatory, request IMSI]

	4
	ME ( USER
	Display “Colour Icon” without the COLOUR-ICON
	

	5
	ME ( SIM
	TERMINAL RESPONSE: RUN AT COMMAND 2.1.1B
	[Command performed but requested icon could not be displayed, AT response containing IMSI]


Expected Sequence 2.3A (RUN AT COMMAND, basic icon non self-explanatory, request IMSI, successful)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: RUN AT COMMAND 2.3.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND: RUN AT COMMAND 2.3.1
	[BASIC-ICON, non self-explanatory, request IMSI]

	4
	ME ( USER
	Display "Basic Icon" and BASIC-ICON


	

	5
	ME ( SIM
	TERMINAL RESPONSE: RUN AT COMMAND 2.1.1A


	[Command performed successfully, AT response containing IMSI]




PROACTIVE COMMAND: RUN AT COMMAND 2.3.1

Logically:

Command details


Command number:
1


Command type:
RUN AT COMMAND


Command qualifier:
"00"

Device identities


Source device:
SIM


Destination device:
ME

Alpha Identifier


Alpha identifier:
"Basic Icon"

AT Command


AT Command string:
"AT+CIMI<CR>"


Icon identifier


Icon qualifier:
icon is non self-explanatory


Icon identifier:
record 1 in EF(IMG)
Coding:

	BER-TLV:
	D0
	23
	81
	03
	01
	34
	00
	82
	02
	81
	82
	85

	
	0A
	42
	61
	73
	69
	63
	20
	49
	63
	6F
	6E
	A8

	
	08
	41
	54
	2B
	43
	49
	4D
	49
	0D
	9E
	02
	01

	
	01
	
	
	
	
	
	
	
	
	
	
	


Expected Sequence 2.3B (RUN AT COMMAND, basic icon non self-explanatory, request IMSI, requested icon could not be displayed)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: RUN AT COMMAND 2.3.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND: RUN AT COMMAND 2.3.1
	[BASIC-ICON, non self-explanatory, request IMSI]

	4
	ME ( USER
	Display "Basic Icon" without BASIC-ICON
	

	5
	ME ( SIM
	TERMINAL RESPONSE: RUN AT COMMAND 2.1.1B
	[Command performed but requested icon could not be displayed, AT response containing IMSI]


Expected Sequence 2.4A (RUN AT COMMAND, colour icon non self-explanatory, request IMSI, successful)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: RUN AT COMMAND 2.4.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND: RUN AT COMMAND 2.4.1
	[COLOUR-ICON, non self-explanatory, request IMSI]

	4
	ME ( USER
	Display "Colour Icon" and COLOUR-ICON


	

	5
	ME ( SIM
	TERMINAL RESPONSE: RUN AT COMMAND 2.1.1A


	[Command performed successfully, AT response containing IMSI]




PROACTIVE COMMAND: RUN AT COMMAND 2.4.1

Logically:

Command details


Command number:
1


Command type:
RUN AT COMMAND


Command qualifier:
"00"

Device identities


Source device:
SIM


Destination device:
ME

Alpha Identifier


Alpha identifier:
"Colour Icon"

AT Command


AT Command string:
"AT+CIMI<CR>"

Icon identifier:


Icon qualifier:
icon is self-explanatory


Icon identifier:
record 2 in EF(IMG)
Coding:

	BER-TLV:
	D0
	24
	81
	03
	01
	34
	00
	82
	02
	81
	82
	85

	
	0B
	43
	6F
	6C
	6F
	75
	72
	20
	49
	63
	6F
	6E

	
	A8
	08
	41
	54
	2B
	43
	49
	4D
	49
	0D
	9E
	02

	
	01
	02
	
	
	
	
	
	
	
	
	
	


Expected Sequence 2.4B (RUN AT COMMAND, colour icon non self-explanatory, request IMSI, requested icon could not be displayed)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: RUN AT COMMAND 2.4.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND: RUN AT COMMAND 2.4.1
	[COLOUR-ICON, non self-explanatory, request IMSI]

	4
	ME ( USER
	Display "Colour Icon" without COLOUR-ICON
	

	5
	ME ( SIM
	TERMINAL RESPONSE: RUN AT COMMAND 2.1.1B
	[Command performed but requested icon could not be displayed, AT response containing IMSI]


Expected Sequence 2.5 (RUN AT COMMAND, basic icon non self-explanatory, no alpha identifier presented)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: RUN AT COMMAND 2.5.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND: RUN AT COMMAND 2.5.1
	[BASIC-ICON, non self-explanatory]

	4
	ME ( SIM
	TERMINAL RESPONSE: RUN AT COMMAND 2.5.1
	[Command data not understood by ME]


PROACTIVE COMMAND: RUN AT COMMAND 2.5.1

Logically:

Command details


Command number:
1


Command type:
RUN AT COMMAND


Command qualifier:
"00"

Device identities


Source device:
SIM


Destination device:
ME

AT Command


AT Command string:
"AT+CIMI<CR>"

Icon identifier


Icon qualifier:
icon is non self-explanatory


Icon identifier:
record 1 in EF(IMG)
Coding:

	BER-TLV:
	D0
	17
	81
	03
	01
	34
	00
	82
	02
	81
	82
	A8

	
	08
	41
	54
	2B
	43
	49
	4D
	49
	0D
	9E
	02
	01

	
	01
	
	
	
	
	
	
	
	
	
	
	


TERMINAL RESPONSE: RUN AT COMMAND 2.5.1

Logically:

Command details


Command number:
1


Command type:
RUN AT COMMAND


Command qualifier:
"00"

Device identities


Source device:
SIM


Destination device:
ME

Result


General Result:
Command data not understood by ME

Coding:

	BER-TLV:
	81
	03
	01
	34
	00
	82
	02
	82
	81
	83
	01
	32


