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	Reason for change:
	Whether the slice is allowed on 3GPP or non-3GPP access can be obtained by the AMF via N2 association information, it is not related to the UE’s subscription. Please find S2-2000251 for more details, it is marked as technically correct based on the following meeting note.
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Therefore, there is no need to extend the UE slice subscription data to indicate the access type. 
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	Delete access type from additionalSnnsaiData
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* * * * Begin of Change * * * *

[bookmark: _Toc27585268]6.1.6.2.38	Type: AdditionalSnssaiData
Table 6.1.6.2.38-1: Definition of type AdditionalSnssaiData
	Attribute name
	Data type
	P
	Cardinality
	Description

	requiredAuthnAuthz
	boolean
	O
	0..1
	Indicates whether an S-NSSAI is subject to Network Slice-Specific Authentication and Authorization:
-	true: subject to network slice-specific authentication and authorization
-	false, or absent: not subject to network slice-specific authentication and authorization

	support3Gpp
	boolean
	O
	0..1
	Indicates whether the S-NSSAI supports 3GPP access.
true: 3GPP access is supported by the S-NSSAI.
false: 3GPP access is not supported by the S-NSSAI.
If this attribute is absent, it means 3GPP access is not supported by the S-NSSAI.

	supportNon3Gpp
	boolean
	O
	0..1
	Indicates whether the S-NSSAI supports Non-3GPP access.
true: Non-3GPP access is supported by the S-NSSAI.
false: Non-3GPP access is not supported by the S-NSSAI.
If this attribute is absent, it means Non-3GPP access is not supported by the S-NSSAI.




* * * * Next Change * * * *
[bookmark: _Toc11338878][bookmark: _Toc27585639][bookmark: _Hlk9329589]A.2	Nudm_SDM API
openapi: 3.0.0

info:
  version: '2.1.0.alpha-3'
  title: 'Nudm_SDM'
  description: |
    Nudm Subscriber Data Management Service.
    © 2019, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.
[…]

    AdditionalSnssaiData:
      type: object
      properties:
        requiredAuthnAuthz:
          type: boolean
         support3Gpp:
          type: boolean
        supportNon3Gpp:
          type: boolean
[…]
* * * * End of Change * * * *
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