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	Feature / Item:
	ATSSS

	Affects:
	UICC apps:

	ME:

Yes
	AN:


	CN:

Yes
	Others (specify):


	Expected Completion Date:
	3GPP CT#88 (June 2020)

	Service(s) impacted:
	The following functionalities and protocol are required to be defined in CT1:
-
Support of Multi Access-PDU (MA-PDU) session over one 3GPP access and one non-3GPP access

-
Transport of ATSSS rules in NAS messages

-
Support of access performance measurements and measurement reporting over the user plane

-
Support of steering functionalities (i.e. MPTCP functionality and ATSSS Low-Layer functionality) on the UE and the network side which enable steering, switching and splitting a data flow traffic between/among 3GPP access and non-3GPP access



	Specification(s) affected:
	3GPP TS 24.193, 3GPP TS 24.501, 3GPP TS 24.008

	Task(s) within work which are not complete:
	1) Performance measurement function protocol (PMFP) between the UE and the UPF is not defined.
2) 5G-RG interworking an MA PDU session between 5GCN/NG-RAN+5GCN/wireline-access and EPC/E-UTRAN+5GCN/wireline-access at inter-system change between N1 mode and S1 mode is not specified.

	Consequences if not included in Release 16:
	Access performance measurements and measurement reporting over the user plane can not be supported.


Abstract of document:

3GPP TS 24.193 specifies the procedures for access traffic steering, switching and splitting (ATSSS) between the UE and the network across one 3GPP access network and one non-3GPP access network as specified in 3GPP TS 23.501, 3GPP 23.502, and 3GPP TS 23.316.

The ATSSS can be supported over the access network where an MA PDU session can be established. The type of access network includes NG-RAN, trusted non-3GPP access network and untrusted non-3GPP access network as specified in 3GPP TS 23.501, and wireline access network specified in 3GPP TS 23.316. An MA PDU session established by the 5G-RG can also simultaneously use one 3GPP access network connected to EPC and one wireline access network connected to 5GCN as specified in 3GPP TS 23.316.

Contentious Issues:

Selection of protocol for performance measurement function.
