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[bookmark: _Toc20129598][bookmark: _Toc27584225]* * * First Change * * * *
[bookmark: _Toc26202360][bookmark: _Toc22624299][bookmark: _Toc22141097][bookmark: _Toc18853099][bookmark: _Toc26202546][bookmark: _Toc34804259][bookmark: _Toc35935830]
[bookmark: _Toc18853021][bookmark: _Toc22141021][bookmark: _Toc22624223][bookmark: _Toc26202284][bookmark: _Toc26202470][bookmark: _Toc34804178][bookmark: _Toc35935749]1	Scope
The present document specifies the stage 3 protocol and data model for the Ngmlc Service Based Interface. It provides stage 3 protocol definitions and message flows, and specifies the API for each service offered by the Ngmllmc.
The 5G System stage 2 architecture and procedures are specified in 3GPP TS 23.501 [2] and 3GPP TS 23.502 [3].
The Technical Realization of the Service Based Architecture and the Principles and Guidelines for Services Definition are specified in 3GPP TS 29.500 [5] and 3GPP TS 29.501 [6].

* * * Next Change * * * *

[bookmark: _Toc26202307][bookmark: _Toc22624246][bookmark: _Toc22141044][bookmark: _Toc26202493][bookmark: _Toc34804203][bookmark: _Toc35935774]6.1.1	Introduction
The Ngmlc_Location service shall use the Ngmlc_Location API.
The API URI of the Ngmlc_Location API shall be: 
{apiRoot}/<apiName>/<apiVersion>/
The request URIs used in HTTP requests from the NF service consumer towards the NF service producer shall have the Resource URI structure defined in clause 4.4.1 of 3GPP TS 29.501 [6], i.e.:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificResourceUriPart>
with the following components:
-	The {apiRoot} shall be set as described in 3GPP TS 29.501 [6].
-	The <apiName> shall be "ngmlc-loc".
-	The <apiVersion> shall be "v1".
-	The <apiSpecificResourceUriPart> shall be set as described in clause 6.1.3.

* * * Next Change * * * *

Annex A (normative):
OpenAPI specification
[bookmark: _Toc26202361][bookmark: _Toc22624300][bookmark: _Toc22141098][bookmark: _Toc18853100][bookmark: _Toc26202547][bookmark: _Toc34804260][bookmark: _Toc35935831]A.1	General
[bookmark: _Toc26202362][bookmark: _Toc22624301][bookmark: _Toc22141099][bookmark: _Toc18853101][bookmark: _Toc26202548][bookmark: _Toc34804261][bookmark: _Toc35935832]A.2	Ngmlc_Location API
openapi: 3.0.0
info:
  version: '1.0.0.alpha-2'
  title: Ngmlc_Location
  description: |
    Ngmlc_Location Service.
    © 2020, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.

externalDocs:
  description: 3GPP TS 29.515 V16.0.0; 5G System; Gateway Mobile Location Services; Stage 3
  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.515/'

servers:
  - url: '{apiRoot}/ngmllmc-loc/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause 4.4 of 3GPP TS 29.501

security:
  - {}
  - oAuth2ClientCredentials:
      - ngmlc-loc
[…]
* * * End of Changes * * * *

