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	Reason for change:
	The Data Change Notification allows the Consumer NF to detect whether the origValue (received within the notification) matches the currently stored value, and if they do not match it can re-sync by retrieving the complete data set.

	
	

	Summary of change:
	Add a note to indicate that data resynchronization can be triggered by the NF consumer when receiving Data Change Notification with unexpected origValue.
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* * * * First Change * * * *
5.2.2.5.2	Data Change Notification To NF
Figure 5.2.2.5.2-1 shows a scenario where the UDM notifies the NF service consumer (that has subscribed to receive such notification) about subscription data change (see also 3GPP TS 23.502 [3] clause 4.5.1 or 3GPP TS 23.502 [3] clause 4.5.2) or shared data change. The request contains the callbackReference URI as previously received in the SdmSubscription (see clause 6.1.6.2.3).


Figure 5.2.2.5.2-1: Subscription Data Change Notification
1.	The UDM sends a POST request to the callbackReference as provided by the NF service consumer during the subscription.
2.	The NF service consumer responds with "204 No Content".
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the POST response body.
Note:	If the NF service consumer detects that the received Data Change Notification contains an origValue that does not match the currently stored value, it can re-sync by using the Nudm_SDM_Get service operation.
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