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[bookmark: _Toc24937542][bookmark: _Toc33962357]* * * First Change * * * *
[bookmark: _Toc36457088][bookmark: _Toc27585218][bookmark: _Toc36457179]6.1.3.5.4.2.2	Operation Definition
This operation shall support the request data structures specified in table 6.1.3.5.4.2.2-1 and the response data structure and response codes specified in table 6.1.3.5.4.2.2-2.
Table 6.1.3.5.4.2.2-1: Data structures supported by the POST Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	SorUpdateInfo
	M
	1
	Contains the ID of the VPLMN



Table 6.1.3.5.4.2.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	SorInfo
	M
	1
	200 OK
	Upon success, a response body containing the updated Steering Of Roaming information shall be returned.

	ProblemDetails
	MO
	0..1
	404 Not Found
	The "cause" attribute shallmay be setused to indicate one of the following application errors:
- USER_NOT_FOUND

	NOTE:	The manadatory HTTP error status code for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.



* * * Next Change * * * *
6.1.3.23.3.1	GET
This method shall support the URI query parameters specified in table 6.1.3.23.3.1-1.
Table 6.1.3.23.3.1-1: URI query parameters supported by the GET method on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6



UDM shall return the LCS Privacy Data for the UE identified by the ueId.
This method shall support the request data structures specified in table 6.1.3.23.3.1-2 and the response data structures and response codes specified in table 6.1.3.23.3.1-3.
Table 6.1.3.23.3.1-2: Data structures supported by the GET Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.1.3.23.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	LcsPrivacyData
	M
	1
	200 OK
	Upon success, a response body containing the LCS Privacy Subscription Data shall be returned (see 3GPP TS 23.273 [38] clause 5.4.2)

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

	NOTE:	In addition common data structures as listed in table 6.1.7-1 are supported.



[bookmark: _Toc27585223][bookmark: _Toc36457184]* * * Next Change * * * *
6.1.3.24.3.1	GET
This method shall support the URI query parameters specified in table 6.1.3.24.3.1-1.
Table 6.1.3.24.3.1-1: URI query parameters supported by the GET method on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6

	plmn-id
	PlmnId
	O
	0..1
	PLMN identity of the PLMN serving the UE



If "plmn-id" is included, UDM shall return the Access and Mobility Data for the SUPI associated to the PLMN identified by "plmn-id".
If "plmn-id" is not included, UDM shall return the Access and Mobility Data for the SUPI associated to the HPLMN.
This method shall support the request data structures specified in table 6.1.3.24.3.1-2 and the response data structures and response codes specified in table 6.1.3.24.3.1-3.
Table 6.1.3.24.3.1-2: Data structures supported by the GET Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.1.3.24.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	LcsMoData
	M
	1
	200 OK
	Upon success, a response body containing the LCS Mobile Originated Subscription Data shall be returned (see 3GPP TS 23.273 [38] clause 5.4.2)

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

	NOTE:	In addition common data structures as listed in table 6.1.7-1 are supported.



[bookmark: _Toc510696619][bookmark: _Toc36457307]* * * Next Change * * * *
6.2.3.2.4.2.2	Operation Definition
This operation shall support the request data structures specified in table 6.2.3.2.4.2.2-1 and the response data structure and response codes specified in table 6.2.3.2.4.2.2-2.
Table 6.2.3.2.4.2.2-1: Data structures supported by the POST Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	AmfDeregInfo
	M
	1
	Contains the deregistration reason



Table 6.2.3.2.4.2.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Upon success, an empty response body shall be returned

	ProblemDetails
	MO
	0..1
	404 Not Found
	The "cause" attribute shallmay be setused to indicate one of the following application errors:
- USER_NOT_FOUND	

	NOTE:	The manadatory HTTP error status code for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.



[bookmark: _Toc36457310]* * * Next Change * * * *
6.2.3.2.4.3.2	Operation Definition
This operation shall support the request data structures specified in table 6.2.3.2.4.3.2-1 and the response data structure and response codes specified in table 6.2.3.2.4.3.2-2.
Table 6.2.3.2.4.3.2-1: Data structures supported by the POST Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	PeiUpdateInfo
	M
	1
	Contains the PEI provided by the NF service consumer



Table 6.2.3.2.4.3.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Upon success, an empty response body shall be returned

	ProblemDetails
	MO
	0..1
	404 Not Found
	The "cause" attribute shallmay be setused to indicate one of the following application errors:
- USER_NOT_FOUND	

	NOTE:	The manadatory HTTP error status code for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.



* * * End of Changes * * * *
