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[bookmark: _Toc21696875][bookmark: _Toc25049742][bookmark: _Toc34162938][bookmark: _Toc34751871][bookmark: _Toc34752273][bookmark: _Toc35941166]6.3.2.2	Procedures in the MME
When the UE Radio Capability ID, either PLMN-assigned or Manufacturer-assigned, is not received by the MME from a UE, or from the source MME during an inter MME mobility procedure or if the MME receives a rejection response from the UCMF with the cause code "NO_DICTIONARY_ENTRY_FOUND" when it uses a Manufacturer-assigned UE Radio Capability ID to retrieve the corresponding UE Radio Access Capability Information, or if the MME receives a rejection response from the UCMF with the cause code "OUT_DATED_VERSION_ID_IN_RAC_ID" when it uses a PLMN-assigned UE Radio Capability ID to retrieve the corresponding UE Radio Access Capability Information, the MME shall initiate the Create Dictionary Entry Procedure by sending a Create Dictionary Entry Request message towards the UCMF including:
-	the UE Radio Access Capability Information, which is received from the eNB as specified in 3GPP TS 36.413 [3].
-	Type Allocation Code in the IMEI of the UE
When the MME receives a Create Dictionary Entry Response message with a successful cause, the MME function shall continue with the procedure which triggered the Create Dictionary Entry procedure as specified in 3GPP TS 23.401 [2].
* * * * Next Change * * * *
[bookmark: _Toc21696880][bookmark: _Toc25049747][bookmark: _Toc34162943][bookmark: _Toc34751876][bookmark: _Toc34752278][bookmark: _Toc35941171]6.3.3.3	Procedures in the UCMF
When the UCMF receives a Query Dictionary Entry Request message, it shall look up the dictionary entries and reply with a Query Dictionary Entry Response message.
On success, the UCMF shall provide the information included in the dictionary entry which matches the query parameter in the Query Dictionary Entry Response message, and the following information shall be included (if available):
-	the UE Radio Access Capability Information in correspondence to the querying parameter, e.g. the UE Radio Capability ID included in the request message;
-	a PLMN specific UE Radio Capability ID if allocated, e.g. when the querying UE Radio Capability ID is a Manufacturer-assigned UE Radio Capability ID and if PLMN is configured to use a PLMN specific UE Radio Capability ID;
-	the dictionary entry id;
-	a Manufacturer-assigned UE Radio Capability ID if available;
-	the Type Allocation Code.
NOTE:	The UCMF will not provide the information in a dictionary entry which is already included as a query parameter in the request message.
On failure, the UCMF shall:
-	return an appropriate error cause value, e.g. NO_DICTIONARY_ENTRY_FOUND, OUT_DATED_VERSION_ID_IN_RAC_ID.
* * * * Next Change * * * *
[bookmark: _Toc19717346][bookmark: _Toc25049781][bookmark: _Toc34162986][bookmark: _Toc34751919][bookmark: _Toc34752321][bookmark: _Toc35941214]8.2.1	Cause
Cause IE is coded as depicted in Figure 8.2.1-1.
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	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	1 to 2
	Type = 1 (decimal)
	

	
	3 to 4
	Length = 1
	

	
	5
	Cause value
	


Figure 8.2.1-1: Cause
The Cause value shall be included in a response message. In a response message, the Cause value indicates the acceptance or the rejection of the corresponding request message. The Cause value indicates the explicit reason for the rejection.
Table 8.2.1-1: Cause values
	Message Type
	Cause value
(decimal)
	Meaning
	Description

	
	0
	Reserved. 
	Shall not be sent and if received the Cause shall be treated as an invalid IE

	Acceptance in a response
	1
	Request accepted (success)
	"Request accepted (success)" is returned when the PFCP entity has accepted a request.

	
	2-63
	Spare. 
	This value range shall be used by Cause values in an acceptance response message. See NOTE 1.

	Rejection in a response
	64
	Request rejected (reason not specified)
	This cause shall be returned to report an unspecified rejection cause

	
	65
	Mandatory IE missing
	This cause shall be returned when the receiver detects that a mandatory IE is missing in a request message

	
	66
	Conditional IE missing
	This cause shall be returned when the receiver detects that a Conditional IE is missing in a request message.

	
	67
	Invalid length
	This cause shall be returned when the receiver detects that an IE with an invalid length in a request message

	
	68
	Mandatory IE incorrect
	This cause shall be returned when the receiver detects that a Mandatory IE is incorrect in a request message, e.g. the Mandatory IE is malformed or it carries an invalid or unexpected value.

	
	69
	NO_DICTIONARY_ENTRY_FOUND
	This cause shall be used by the UCMF if a dictionary entry cannot be found to match the query parameter included in the request message.


	
	70
	SUBSCRIPTION_NOT_FOUND
	This cause shall be used by the UCMF if the subscription to be deleted cannot be found.


	
	xx
	OUT_DATED_VERSION_ID_IN_RAC_ID
	The version id in the requested PLMN Assigned UE Radio Capability Id is out-dated.

	
	yy71 to 255
	Spare for future use in a response message. See NOTE 2.
	This value range shall be used by Cause values in a rejection response message. See NOTE 2.

	NOTE 1:	This value is or may be used in future version of the specification. If the receiver cannot comprehend the value, it shall be interpreted as an unspecified acceptance cause. Unspecified/unrecognized acceptance cause shall be treated in the same ways as the cause value 1 " Request accepted (success)".
NOTE 2:	This value is or may be used in a future version of the specification. If the receiver cannot comprehend the value, it shall be interpreted as an unspecified rejection cause. Unspecified/unrecognized rejection cause shall be treated in the same ways as the cause value 32 "Request rejected (reason not specified)".
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