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* * * 1st Change * * * *
[bookmark: _Toc25073769][bookmark: _Toc34062934][bookmark: _Toc36455798]5.2.2.3.1	General
The Update SM Context service operation shall be used to update an individual SM context and/or provide N1 or N2 SM information received from the UE or the AN, for a given PDU session, towards the SMF, or the V-SMF for HR roaming scenarios, or the I-SMF for a PDU session with an I-SMF.
It is used in the following procedures:
-	PDU Session modification (see clause 4.3.3 of 3GPP TS 23.502 [3]);
-	UE or network requested PDU session release (see clause 4.3.4.2 and clause 4.3.4.3 of 3GPP TS 23.502 [3]);
-	UE requested MA PDU session establishment over the other access (see clause 4.22.7 of 3GPP TS 23.502 [3]);
-	UE or network-initiated MA PDU session release over a single access (see clause 4.22 of 3GPP TS 23.502 [3]);
-	Activation or Deactivation of the User Plane connection of an existing PDU session, i.e. establishment or release of the N3 tunnel between the AN and serving CN (see clause 5.6.8 of 3GPP TS 23.501 [2],  clauses 4.2.2.2, 4.2.3, 4.2.6 and 4.9.1.3.3 of 3GPP TS 23.502 [3] and clauses 7.2.2.1, 7.2.2.2, 7.2.5.2 and 7.2.5.3 of 3GPP TS 23.316 [36]);
-	Xn and N2 Handover procedures (see clauses 4.9.1, 4.23.7 and 4.23.11 of 3GPP TS 23.502 [3]);
-	Handover between 3GPP and untrusted non-3GPP access procedures (see clause 4.9.2 of 3GPP TS 23.502 [3]);
-	Inter-AMF change due to AMF planned maintenance or AMF failure (see clause 5.21.2 of 3GPP TS 23.501 [2]), or inter-AMF mobility in CM-IDLE mode (see clauses 4.2.2.2 and 4.23.3 of 3GPP TS 23.502 [3]);
-	RAN Initiated QoS Flow Mobility (see clause 4.14.1 of 3GPP TS 23.502 [3] and clause 8.2.5 of 3GPP TS 38.413 [9]);
-	All procedures requiring to provide N1 or N2 SM information to the SMF, e.g. UE requested PDU Session Establishment procedure (see clause 4.3.2.2 of 3GPP TS 23.502 [3]), session continuity procedure (see clause 4.3.5 of 3GPP TS 23.502 [3]);
-	EPS to 5GS Idle mode mobility, EPS to 5GS Idle mode mobility with data forwarding or handover using N26 interface (see clause 4.11 of 3GPP TS 23.502 [3]);
-	5GS to EPS Handover using N26 interface (see clause 4.11.1.2 of 3GPP TS 23.502 [3]);
-	5GS to EPS Idle mode mobility using N26 interface with data forwarding (see clause 4.11.1.3.2A of 3GPP TS 23.502 [3]);
-	PDU Session Reactivation during P-CSCF Restoration procedure via AMF (see clause 5.8.4.3 of 3GPP TS 23.380 [21]);
-	AMF requested PDU session release due to a change of the set of network slices for a UE where a network slice instance is no longer available (see clause 4.3.4.2 of 3GPP TS 23.502 [3]);
-	AMF receives an "initial request" with PDU Session Id which already exists in PDU session context of the UE (see clause 5.4.5.2.5 of 3GPP TS 24.501 [7]);
-	Secondary RAT Usage Data Reporting (see clause 4.21 of 3GPP TS 23.502 [3]);
-	Service Request Procedures with I-SMF change or I-SMF removal when downlink data packets are buffered at the I-UPF (See clause 4.23.4 of 3GPP TS 23.502 [3]);
-	Connection Suspend procedure (see clause 4.8.1.2 of 3GPP TS 23.502 [3]);
-	Connection Resume in CM-IDLE with Suspend procedure (see clause 4.8.2.3 of 3GPP TS 23.502 [3]);
-	5G-RG or Network requested PDU Session Modification via W-5GAN (see clause 7.3.2 of 3GPP TS 23.316 [36]);
-	5G-RG or Network requested PDU Session Release via W-5GAN (see clause 7.3.3 of 3GPP TS 23.316 [36]); 
-	FN-RG or Network requested PDU Session Modification via W-5GAN (see clause 7.3.6 of 3GPP TS 23.316 [36]);
-	FN-RG or Network requested PDU Session Release via W-5GAN (see clause 7.3.7 of 3GPP TS 23.316 [36]); 
-	Handover between 3GPP access/5GC and W-5GAN access (see clause 7.6.3 of 3GPP TS 23.316 [36]); 
-	AMF requested PDU session release due to Network Slice-Specific Authentication and Authorization failure or revocation (see clause 4.2.9.2 of 3GPP TS 23.502 [3] and clause 4.2.9.4 of 3GPP TS 23.502 [3]).
-	AMF requested PDU session release due to Control Plane Only indication associated with PDU Session is not applicable any longer as described in 3GPP TS 23.501 [2] clause 5.31.4.1.
The NF Service Consumer (e.g. AMF) shall update an individual SM context and/or provide N1 or N2 SM information to the SMF by using the HTTP POST method (modify custom operation) as shown in Figure 5.2.2.3.1-1.


Figure 5.2.2.3.1-1: SM context update
1.	The NF Service Consumer shall send a POST request to the resource representing the individual SM context resource in the SMF. The payload body of the POST request shall contain the modification instructions and/or the N1 or N2 SM information, or the indication that the PDU session is allowed to be upgraded to a MA PDU session if so indicated by the UE as specified in clause 6.4.2.2 of 3GPP TS 24.501 [7], or subscribe/unsubscribe of the DDN failure notification as specified in clause 4.15.3.2.7 of 3GPP TS 23.502 [3]. If the request contains EBI(s) to revoke, then the SMF shall disassociate the EBI(s) with the QFI(s) with which they are associated.
2a.	On success, "204 No Content" or "200 OK" shall be returned; in the latter case, the payload body of the POST response shall contain the representation describing the status of the request and/or N1 or N2 SM information.
If the ExemptionInd IE is included in the request message, indicating that the NAS SM message included in the request was exempted from NAS congestion control by the AMF, the SMF shall verify that the included 5G SM message can be exempted from a NAS SM congestion control activated in the AMF as specified in clause 5.19.7 of 3GPP TS 23.501 [2].
The SMF may indicate to the NF Service Consumer that it shall release EBI(s) that were assigned to the PDU session by including the releaseEbiList IE, e.g. when a QoS flow is released.
2b.	On failure, one of the HTTP status code listed in Table 6.1.3.3.3.2-3 shall be returned.  For a 4xx/5xx response, the message body shall contain an SmContextUpdateError structure, including:
-	a ProblemDetails structure with the "cause" attribute set to one of the application error listed in Table 6.1.3.3.3.2-3;
-	N1 SM information, if the SMF needs and can return a response to the UE;
-	N2 SM information, if the SMF needs and can return a response to the NG-RAN.
The following clauses specify additional requirements applicable to specific scenarios.


* * * Next Change * * * *
[bookmark: _Toc34062965][bookmark: _Toc36455829]5.2.2.3.X	AMF requested PDU Session Release due to Control Plane Only indication associated with PDU Session is not applicable any longer
The requirements specified in clause 5.2.2.3.1 shall apply with the following modifications.
1.	Same as step 1 of Figure 5.2.2.3.1-1, with the following modifications.
The POST request shall contain: 
-	the release IE set to true;
-	the cause IE set to REL_DUE_TO_CP_ONLY_NOT_APPLICABLE.
* * * Next Change * * * *
[bookmark: _Toc25073985][bookmark: _Toc34063175][bookmark: _Toc36456039]6.1.6.3.8	Enumeration: Cause
The enumeration Cause indicates a cause information. It shall comply with the provisions defined in table 6.1.6.3.8-1.
Table 6.1.6.3.8-1: Enumeration Cause
	Enumeration value
	Description

	"REL_DUE_TO_HO"
	Release due to Handover

	"EPS_FALLBACK"
	Mobility due to EPS fallback for IMS voice is on-going.

	"REL_DUE_TO_UP_SEC"
	Release due to user plane Security requirements that cannot be fulfilled.

	"DNN_CONGESTION"
	Release due to the DNN based congestion control.

	"S_NSSAI_CONGESTION"
	Release due to the S-NSSAI based congestion control.

	"REL_DUE_TO_REACTIVATION"
	Release due to PDU session reactivation.

	"5G_AN_NOT_RESPONDING"
	The 5G AN did not respond to the request initiated by the network.

	"REL_DUE_TO_SLICE_NOT_AVAILABLE"
	Release due to the associated S-NSSAI becomes no longer available.

	"REL_DUE_TO_DUPLICATE_SESSION_ID"
	Release due to a UE request to establish a new PDU session with an identical PDU session Id.

	"PDU_SESSION_STATUS_MISMATCH"
	Release due to mismatch of PDU Session status between UE and AMF.

	"HO_FAILURE"
	Handover preparation failure 

	"INSUFFICIENT_UP_RESOURCES"
	Failure to activate the User Plane connection of a PDU session due to insufficient user plane resources.  

	"PDU_SESSION_HANDED_OVER"
	The PDU session is handed over to another system or access.

	"PDU_SESSION_RESUMED"
	Resume the user plane connection of the PDU session.

	"CN_ASSISTED_RAN_PARAMETER_TUNING"
	SMF derived CN assisted RAN parameters tuning.

	"ISMF_ CONTEXT_TRANSFER"
	The PDU session shall be transferred from old I-SMF to new I-SMF.

	"SMF_ CONTEXT_TRANSFER"
	The PDU session shall be transferred from old SMF to new SMF.

	"REL_DUE_TO_PS_TO_CS_HO"
	Release due to 5G SRVCC from NG-RAN to 3GPP UTRAN, as specified in clause 6.5.4 of 3GPP TS 23.216 [35].

	"REL_DUE_TO_SUBSCRIPTION_CHANGE"
	Release due to UE subscription changes, e.g. removal of subscribed DNNs, or ODB changes which causes PDU session release.

	"HO_CANCEL"
	Handover cancellation

	"REL_DUE_TO_SLICE_NOT_AUTHORIZED"

	Release due to Network Slice-Specific Authentication and Authorization failure or revocation.

	"PDU_SESSION_HAND_OVER_FAILURE"
	Failure to handover PDU session to another access

	"DDN_FAILURE_STATUS"
	DDN failure status reporting

	"REL_DUE_TO_CP_ONLY_NOT_APPLICABLE"
	Release due to Control Plane Only indication associated with PDU Session is not applicable any longer




* * * Next Change * * * *
[bookmark: _Toc25074011][bookmark: _Toc34063203][bookmark: _Toc36456067]A.2	Nsmf_PDUSession API
openapi: 3.0.0    
(… text not shown for clarity …)
    Cause:
      anyOf:
      - type: string
        enum:
          - REL_DUE_TO_HO
          - EPS_FALLBACK
          - REL_DUE_TO_UP_SEC
          - DNN_CONGESTION
          - S_NSSAI_CONGESTION
          - REL_DUE_TO_REACTIVATION
          - 5G_AN_NOT_RESPONDING
          - REL_DUE_TO_SLICE_NOT_AVAILABLE
          - REL_DUE_TO_DUPLICATE_SESSION_ID
          - PDU_SESSION_STATUS_MISMATCH
          - HO_FAILURE
          - INSUFFICIENT_UP_RESOURCES
          - PDU_SESSION_HANDED_OVER
          - PDU_SESSION_RESUMED
          - CN_ASSISTED_RAN_PARAMETER_TUNING
          - ISMF_CONTEXT_TRANSFER
          - SMF_CONTEXT_TRANSFER
          - REL_DUE_TO_PS_TO_CS_HO
          - REL_DUE_TO_SUBSCRIPTION_CHANGE
          - HO_CANCEL
          - REL_DUE_TO_SLICE_NOT_AUTHORIZED
          - PDU_SESSION_HAND_OVER_FAILURE
          - DDN_FAILURE_STATUS
          - REL_DUE_TO_CP_ONLY_NOT_APPLICABLE

      - type: string
        description: >
          This string provides forward-compatibility with future
          extensions to the enumeration but is not used to encode
          content defined in the present version of this API.
      description: >
        Possible values are
        - REL_DUE_TO_HO
        - EPS_FALLBACK
        - REL_DUE_TO_UP_SEC
        - DNN_CONGESTION
        - S_NSSAI_CONGESTION
        - REL_DUE_TO_REACTIVATION
        - 5G_AN_NOT_RESPONDING
        - REL_DUE_TO_SLICE_NOT_AVAILABLE
        - REL_DUE_TO_DUPLICATE_SESSION_ID
        - PDU_SESSION_STATUS_MISMATCH
        - HO_FAILURE
        - INSUFFICIENT_UP_RESOURCES
        - PDU_SESSION_HANDED_OVER
        - PDU_SESSION_RESUMED
        - CN_ASSISTED_RAN_PARAMETER_TUNING
        - ISMF_CONTEXT_TRANSFER
        - SMF_CONTEXT_TRANSFER
        - REL_DUE_TO_PS_TO_CS_HO
        - REL_DUE_TO_SUBSCRIPTION_CHANGE
        - HO_CANCEL
        - REL_DUE_TO_SLICE_NOT_AUTHORIZED
        - PDU_SESSION_HAND_OVER_FAILURE
        - DDN_FAILURE_STATUS
        - REL_DUE_TO_CP_ONLY_NOT_APPLICABLE

(… text not shown for clarity …)


* * * End of Change * * * *
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