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* * * Start of Change * * * *
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The Status Notify service operation is used during the following procedure:
-	NEF Initiated SMF-NEF Connection Release procedure (see 3GPP TS 23.502 [3], clause 4.25.8)
The Status Notify service operation is invoked by the NEF to inform a NF Service Consumer (e.g. a SMF), when the status of the Individual SM Context has changed.
The NEF shall inform the status change of the Individual SM Context resource by sending the HTTP POST method towards the Notification URI as shown in Figure 5.2.2.4.1-1.




Figure 5.2.2.4.1-1: Status Notify Service Operation
1.	The NEF shall send a POST request towards the Notification URI received in the Create service operation request (See clause 5.2.2.2). The request body shall contain a "SmContextStatusNotifySmContextStatusNotification" object indicating the changed status of the Individual SM Context resource. The "smContextId" attribute shall contain the URI of the SM Context resource that triggers the notification.
2a.	On success, "204 No content" shall be returned without response body.
2b.	On failure, one of the HTTP status code listed in Table 6.1.5.2.3.1-2 shall be returned, the response body should contain a "ProblemDetails" object.

* * * Next Change * * * *

5.2.2.4.2	Notify of Individual SM Context Release (Nnef_SMContext_DeleteNotify)
During NEF initiated SMF-NEF connection release procedure (see 3GPP TS 23.502 [3], clause 4.25.8), the NEF shall send Status Notification to inform the NF service consumer that the Individual SM Context is released.
The requirements in clause 5.2.2.4.1 shall be applied, with following additions:
1.	Same as step 1 of Figure 5.2.2.4.1-1, the NEF shall set the value of "status" attribute in the request body to "RELEASED". 
-	If Small Data Rate Control is enforced, the response body should include the Small Data Rate Control status.
-	If APN Rate Control is enforced, the response body should include the APN Rate Status.
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Table 6.1.6.2.6-1: Definition of type SmContextStatusNotification
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	status
	SmContextStatus
	M
	1
	This IE shall contain the current status of the SM Context
	

	smContextId
	Uri
	M
	1
	This IE shall contain the URI of the SM Context resource that triggers the notification.
	

	cause
	ReleaseCause
	M
	1
	The cause to release the SM Context
	

	smallDataRateStatus
	SmallDataRateStatus
	C
	0..1
	This IE shall be present if the SM Context is released and Small Data Rate Control is enabled for the SM Context.

When present, this IE shall contain the Small Data Rate Control Status, as specified in clause 5.31.14.3 of 3GPP TS 23.501 [2].
	

	apnRateStatus
	ApnRateStatus
	C
	0..1
	This IE shall be present if the APN Rate Control is enabled for the SM Context.

When present, this IE shall contain the APN Rate Status, as specified in clause 5.4.4.40 of 3GPP TS 29.571 [14].
	




* * * Next Change * * * *

A.2	Nnef_SMContext API
openapi: 3.0.0
(… text not shown for clarity …)
    SmContextStatusNotification:
      type: object
      properties:
        status:
          $ref: '#/components/schemas/SmContextStatus'
        smContextId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        cause:
          $ref: '#/components/schemas/ReleaseCause'
        smallDataRateStatus:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SmallDataRateStatus'
        apnRateStatus:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/ApnRateStatus'
      required:
        - status
        - smContextId
        - cause

(… text not shown for clarity …)


* * * End of Change * * * *
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