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	Reason for change:
	As per current specification, section 5.1.3.2.1.3.4,

[bookmark: _Toc20232499][bookmark: _Toc27746589][bookmark: _Toc36212770][bookmark: _Toc36656947]5.1.3.2.1.3.4	5GMM-DEREGISTERED.ATTEMPTING-REGISTRATION
The substate 5GMM-DEREGISTERED.ATTEMPTING-REGISTRATION is chosen in the UE if the initial registration procedure failed due to a missing response from the network or due to the circumstances described in subclauses 5.5.1.1, 5.5.1.2.4, 5.5.1.2.5 and 5.5.1.3.4.
In section 5.1.3.2.1.3.4, the reasons why UE can enter 5GMM-DEREGISTERED.ATTEMPTING-REGISTRATION state are mentioned.
 
1. However one condition when UE enters same state which has been defined in subclause 5.5.1.2.7 which is missing and same need to be clarified.
2. However 5.5.1.1 need to be removed since this subclause does not define reason for UE to enter in 5GMM-DEREGISTERED.ATTEMPTING-REGISTRATION

As per subclause 5.5.1.2.7:
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If the registration attempt counter is less than 5:
-	if the initial registration request is not for emergency services, timer T3511 is started and the state is changed to 5GMM-DEREGISTERED.ATTEMPTING-REGISTRATION. When timer T3511 expires the registration procedure for initial registration shall be restarted, if still required.
	If the registration attempt counter is equal to 5
-	the UE shall delete 5G-GUTI, TAI list, last visited registered TAI, list of equivalent PLMNs (if any), and ngKSI, start timer T3502 and shall set the 5GS update status to 5U2 NOT UPDATED. The state is changed to 5GMM-DEREGISTERED.ATTEMPTING-REGISTRATION or optionally to 5GMM-DEREGISTERED.PLMN-SEARCH in order to perform a PLMN selection or SNPN selection according to 3GPP TS 23.122 [5].
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	1. Missing subclause 5.5.1.2.7 added.
2. Subclause 5.5.1.1 removed
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*** change ***
5.1.3.2.1.3.4	5GMM-DEREGISTERED.ATTEMPTING-REGISTRATION
The substate 5GMM-DEREGISTERED.ATTEMPTING-REGISTRATION is chosen in the UE if the initial registration procedure failed due to a missing response from the network or due to the circumstances described in subclauses 5.5.1.1, 5.5.1.2.4, 5.5.1.2.5, 5.5.1.2.7 and 5.5.1.3.4.
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