Page 1



3GPP TSG-CT WG1 Meeting #111-Bis
C1-184369
Sophia-Antipolis, France 9-13 July 2018

	CR-Form-v11.1

	CHANGE REQUEST

	

	
	27.007
	CR
	0588
	rev
	-
	Current version:
	15.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:

	AT-command for primary notification event reporting in 5G

	
	

	Source to WG:
	Ericsson, MediaTek Inc.

	Source to TSG:
	C1

	
	

	Work item code:
	5GS_Ph1-CT
	
	Date:
	2018-07-01

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	The editors note related to primary notification event reporting need to be resolved.

	
	

	Summary of change:
	The AT command +CPNES is applicable also 5G. In 5G, the information is provided in SIB6.

	
	

	Consequences if not approved:
	The editors note indicated unresolved aspects of AT for primary notification event reporting is left.

	
	

	Clauses affected:
	8.70

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


***** Next change *****
8.70
Primary notification event reporting +CPNER
Table 8.70-1: +CPNER parameter command syntax

	Command
	Possible response(s)

	+CPNER=[<reporting>]
	+CME ERROR: <err>

	+CPNER?
	+CPNER:<reporting>

+CME ERROR: <err>

	+CPNER=?
	+CPNER: (list of supported <reporting>s)
+CME ERROR: <err>


Description
Set command enables and disables reporting of primary notification events when received from the network with unsolicited result code +CPNERU: <message_identifier>,<serial_number>,<warning_type>. Primary notification events are used for public warning systems like ETWS (Earthquake and Tsunami Warning Systems).

When <reporting>=1, duplicate primary notifications will be discarded by the UE.

NOTE 1:
The notification is considered a duplicate of the previous if it has equal <message_identifier> and <serial_number> and arrives from the same PLMN. A primary notification message stored to detect duplication is cleared automatically after three hours of not receiving any message.


Read command returns the current settings.

Test command returns supported values as a compound value.
Refer subclause 9.2 for possible <err> values.
Defined values
<reporting>: integer type, controlling reporting of primary notification events
0
Disable primary notification events.
1
Enable reporting of primary notification events without security information, unsolicited result code +CPNERU: <message_identifier>,<serial_number>,<warning_type>.

NOTE 2:
Provision of information for the digital signature authentication is referred to as "reporting of primary notification events with security information" in 3GPP TS 25.331 [74], 3GPP TS 36.331 [86]) and 3GPP TS 23.041 [100]. This functionality is not fully implemented in this release, hence is not supported.

<message_identifier>: string type in hexadecimal character format. The parameter contains the message identifier (2 bytes) of the primary notification. For UTRAN see 3GPP TS 25.331 [74] subclause 10.3.8.4.ea, for GERAN see 3GPP TS 23.041 [100] subclause 9.4.1.3.2, for E-UTRAN see 3GPP TS 36.331 [86] subclause 6.3.1 SystemInformationBlockType10, and for NG-RAN see 3GPP TS 38.331 [160] subclause 6.3.1 SystemInformationBlockType6.

<serial_number>: string type in hexadecimal character format. The parameter contains the serial number (2 bytes) of the primary notification. For UTRAN see 3GPP TS 25.331 [74] subclause 10.3.8.4.ea, for GERAN see 3GPP TS 23.041 [100] subclause 9.4.1.3.2, for E-UTRAN see 3GPP TS 36.331 [86] subclause 6.3.1 SystemInformationBlockType10, and for NG-RAN see 3GPP TS 38.331 [160] subclause 6.3.1 SystemInformationBlockType6.
<warning_type>: string type in hexadecimal character format. The parameter contains the warning type (2 bytes) of the primary notification. For UTRAN see 3GPP TS 25.331 [74] subclause 10.3.8.4.ea, for GERAN see 3GPP TS 23.041 [100] subclause 9.4.1.3.2, for E-UTRAN see 3GPP TS 36.331 [86] subclause 6.3.1 SystemInformationBlockType10, and for NG-RAN see 3GPP TS 38.331 [160] subclause 6.3.1 SystemInformationBlockType6.
Implementation
Optional.
