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1. Introduction
pCR C1-183866 was agreed in CT1#110 meeting,  however it was not implemented in TS 24.526.
2. Reason for Change

Reintroduce the agreed CR.

3. Proposal

It is proposed to agree the following changes to 3GPP TS 24.526
* * * First Change * * * *

5.3
ANDSP definition
5.3.1
General
5.3.2
ANDSP definition
The purpose of the ANDSP is to indicate the WLAN Selection Policy (WLANSP) rules and non-3GPP access network (N3AN) node configuration information related to access network discovery and selection and N3AN node selection for non-3GPP access network.

The ANDSP is coded as shown in figures 5.3.2.1 to 5.3.2.3 and table 5.3.2.1 according to UE policy part top level format (see Annex D of 3GPP TS 24.501 [11]).
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Figure 5.3.2.1: UE policy part when UE policy part type = {ANDSP} 
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Figure 5.3.2.2: ANDSP contents
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Figure 5.3.2.3: ANDSP Info
Table 5.3.2.1: ANDSP information format
	UE policy type field is set to '00000010' (=ANDSP) as specified in 3GPP TS 24.501 [4] Annex D.

	

	UE policy part contents length field indicate the length of the ANDSP contents in octets.



	ANDSP contents (octets 4 to x)

	

	ANDSP contents consist of 1 or more ANDSP info (see Figure 5.3.2.2).

	

	ANDSP Info type (bit 1 to 4 of octet k) shall be set to "0010" (N3AN node)

	Bits

	4
	3
	2
	1
	

	0
	0
	0
	0
	Reserved

	0
	0
	0
	1
	WLANSP

	0
	0
	1
	0
	N3AN node 

	All other values are reserved.

	

	Bits 8 to 5 of octet k are spare and shall be coded as zero.

	

	Length of ANDSP info (octets k+1 to k+2)

	

	ANDSP info contents (octets k+3 to l) can be WLANSP (see subclause 5.3.3) or N3AN info (see subclause 5.3.4).

	

	


* * * End Change * * * *

