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7.6
3GPP IM CN subsystem XML body
7.6.1
General

This subclause contains the 3GPP IM CN Subsystem XML body in XML format. The 3GPP IM CN Subsystem XML shall be valid against the 3GPP IM CN Subsystem XML schema defined in table 7.7.

Any SIP User Agent or proxy may insert or remove the 3GPP IM CN subsystem XML body or parts of it, as required, in any SIP message. The 3GPP IM CN subsystem XML body shall not be forwarded outside a 3GPP network.

The associated MIME type with the 3GPP IMS XML body is "application/3gpp-ims+xml".

7.6.2
Document Type Definition

The XML Schema is defined in table 7.7.

Table 7.7: IM CN subsystem XML body, XML Schema
<?xml version="1.0" encoding="UTF-8"?>

<xs:schema xmlns:xs="http://www.w3.org/2001/XMLSchema" elementFormDefault="qualified" attributeFormDefault="unqualified">


<xs:complexType name="tIMS3GPP">



<xs:choice>




<xs:element name="alternative-service" type="tAlternativeService"/>




<xs:element name="service-info" type="xs:string"/>



</xs:choice>


</xs:complexType>


<xs:complexType name="tAlternativeService">



<xs:sequence>




<xs:element name="type" type="tType"/>




<xs:element name="reason" type="xs:string"/>



</xs:sequence>


</xs:complexType>


<xs:complexType name="tType">



<xs:sequence>




<xs:element name="emergency" minOccurs="0" maxOccurs="1">





<xs:complexType/>




</xs:element>



</xs:sequence>


</xs:complexType>


<xs:element name="ims-3gpp" type="tIMS3GPP"/>

</xs:schema>















7.6.3
XML Schema description

This subclause describes the elements of the 3GPP IMS Document Type Definition as defined in table 7.7.

<ims-3gpp>:
This is the root element of the 3GPP IMS XML body. It shall always be present. 
<service-info>:
the transparent element received from the HSS for a particular trigger point are placed within this optional element.

<alternative-service>:
in the present document, the alternative service is used as a response for an attempt to establish an emergency session within the IM CN subsystem. The element describes an alternative service where the call should success. The alternative service is described by the type of service information. A possible reason cause why an alternative service is suggested may be included.


The <alternative-service> element contains a <type> element that indicates the type of alternative service. In the present document, the <type> element contains only the value "emergency".


The <reason> element contains an explanatory text with the reason why the session setup has been redirected. A UE may use this information to give an indication to the user.
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