Page 1



3GPP TSG CT WG1 Meeting #50
C1-072869
Sophia Antipolis, France, 5th – 9th November 2007.
	CR-Form-v9.3

	CHANGE REQUEST

	

	(

	24.173
	CR
	0039
	(

rev
	-
	(

Current version:
	7.2.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Correction in XML of ETSI-TS-183-004-v1-3-1-modified

	
	

	Source to WG:
(

	Research in Motion

	Source to TSG:
(

	C1

	
	

	Work item code:
(

	MTSI
	
	Date: (

	20/08/2007

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-7

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(

	The XML schema is invalid because 
· Namespace “http://uri.etsi.org/ngn/params/xml/simservs/xcap” should not be in Word style “hyperlink”

· File oma-common-policy.xsd doesn’t exist

· Use of SubstitutionGroup is illegal at that position

· Target-type definition is not complete

· Empty-element-type is defined in simservs.xsd
and cannot be parsed by XML parsers

	
	

	Summary of change:
(

	Corrected XML Schema:
· Removed Word style “hyperlink”

· OMA XDM’s approved XML Schema file specifying extensions to IETF’s common-policy.xsd can be found here: OMA-SUP-XSD_xdm_commonPolicy-V1_0_2-20070830-A.zip
· Removed dangling and incomplere SubstitutionGroup

· Provided a definition for target-type, alligning with example in clause 4.9.1.2
· Removed element defined twice

	
	

	Consequences if 
(

not approved:
	Invalid XML Schema is specified causing XCAP clients and XCAP servers to be unable to generate/validate XML documents; resulting in XCAP protocol failure

	
	

	Clauses affected:
(

	4.9.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


4.9.1.2
Communication Diversion Rules

The Communication Diversion service is configured with an ordered set of forwarding rules. The XML Schema reuses the rule syntax as specified by the common policy draft (see RFC 4745 [17]). The rules take the following form:

            <cp:rule id="rule66">

               <cp:conditions>






condition1






condition2

               </cp:conditions>

               <cp:actions>

                   <forward-to>

                       <target> 

                          targetAddress1

                       </target>

                       <notify-caller>true</notify-caller>

                   </forward-to>

               </cp:actions>

           </cp:rule>

When the service processes a set of rules it shall start with the first rule and test if its conditions are all true, if this is the case the rule matches and the specified action is executed. When a rule matches remaining rules in the rule set shall be discarded. Applied to the fragment above this means that only if the expression (condition1 AND condition2) evaluates to true that then the rule66 matches and the forward-to action is executed. 

When the rule does not match the following rule shall be selected and the same procedure repeated, until a matching rule is found or the set of remaining rules is empty.

The "id" attribute value of a rule shall uniquely identify the rule within a rule set. This can be used in XCAP usage to address one specific rule.

4.9.1.3
Communication Diversion Rule Conditions

The following conditions are allowed by the XML Schema for the communication diversion service:

busy: This condition evaluates to true when the called user is busy. In all other cases the condition evaluates to false. Rules with this condition are evaluated when a busy indication is received from the called party.

not-registered: This condition evaluates to true when the called user is not registered. In all other cases the condition evaluates to false.

presence-status: This condition evaluates to true when the called user's current presence activity status is equal to the value set for this condition. In all other cases the condition evaluates to false.

cp:identity: This condition evaluates to true when the calling user's identity matches with the value of the identity element. The interpretation of all the elements of this condition is described in OMA-TS-XDM-Core-V1-0 
(see Bibliography). In all other cases the condition evaluates to false.

anonymous: This condition evaluates to true when the P-Asserted-Identity of the calling user is not provided or privacy restricted.

cp:sphere: Not applicable in the context of the Communication Diversion service.

cp:validity: Specifies a period. The condition evaluates to true when the current time is within the validity period expressed by the value of this condition. In all other cases the condition evaluates to false.

media: When the incoming call request for certain media, the forwarding rule can decide to forward the call for this specific media. This condition evaluates to true when the value of this condition matches the media field in one of the "m=" lines in the SDP (RFC 4566 [5]) offered in an INVITE (RFC 3261 [6]).

no-answer: This condition evaluates to true when the called user does not answer. In all other cases the condition evaluates to false. Rules with this condition are evaluated when a no-answer timeout is detected.

rule-deactivated: This condition always evaluates to false. This can be used to deactivate a rule, without loosing information. By removing this condition the rule can be activated again.

ocp:external-list: This condition evaluates to true when the calling users identity is contained in an external resource list to which the value of external-list refers. The exact interpretation of this element is specified in 
OMA-TS-XDM-Core-V1-0 (see Bibliography).

ocp:other-identity: Not applicable in the context of communication diversion service.

not-reachable: this condition evaluates to true when there is a signalling channel outage during session setup to the served user's UE and the served user is registered. In all other cases this condition evaluates to false. 

The condition elements that are not taken from the common policy schema (RFC 4745 [17]) or OMA common policy schema (see OMA-TS-XDM-Core-V1-0 in Bibliography) are defined in the simservs document schema specified in [4].

4.9.1.4
Communication Diversion Rule Actions

The action supported by the communication service can is forwarding of calls. For this the forward-to action has been defined. The forward-to action takes the following elements:

target: Specifies the address of the forwarding rule. It should be a valid SIP URI (RFC 3261 [6]) or TEL URL 
(RFC 3966 [7]). 

notify-caller: An optional element that can be used to disable the default behaviour that the caller is notified that the call is being forwarded.

reveal-identity-to-caller: An optional element that can be used to disable the default behaviour that the caller is notified that the call is being forwarded receives the diverted-to party’s identity information.

notify-served-user: An optional element that can be used to enable that the served user is notified that calls are being forwarded. Default this is switched off.

notify-served-user-on-outbound-call: An optional element that can be used to enable that the served user is notified that calls are being forwarded when he makes a call attempt. Default this is switched off.

reveal-identity-to-target: An optional element that can be used to disable the default behaviour that the diverted-to party receives identity information of the diverting party.

4.9.2
XML Schema

<?xml version="1.0" encoding="UTF-8"?>

<xs:schema xmlns:xs="http://www.w3.org/2001/XMLSchema"   

       xmlns:ss="http://uri.etsi.org/ngn/params/xml/simservs/xcap"   

       xmlns:cp="urn:ietf:params:xml:ns:common-policy" 

       xmlns:ocp="urn:oma:xml:xdm:common-policy"

       targetNamespace="http://uri.etsi.org/ngn/params/xml/simservs/xcap" 
       elementFormDefault="qualified" 

       attributeFormDefault="unqualified">

   <xs:include schemaLocation="simservs.xsd"/>
   <!-- import common policy definitions -->

   <xs:import namespace="urn:ietf:params:xml:ns:common-policy" schemaLocation="common-policy.xsd"/>

   <!-- import OMA common policy extensions -->

   <xs:import namespace="urn:oma:xml:xdm:common-policy" schemaLocation="OMA-SUP-XSD_xdm_commonPolicy-V1_0_2-20070830-A.xsd"/>

   <!-- communication diversion rule set based on the common policy rule set.-->

   <xs:element name="communication-diversion" substitutionGroup="ss:absService">

       <xs:annotation>

           <xs:documentation>This is the communication diversion configuration document.</xs:documentation>

       </xs:annotation>

       <xs:complexType>

           <xs:complexContent>

               <xs:extension base="ss:simservType">

                   <xs:sequence>

                       <!-- add service specific elements here-->

                       <xs:element ref="cp:ruleset" minOccurs="0"/>

                   </xs:sequence>

               </xs:extension>

               <!-- service specific attributes can be defined here -->

           </xs:complexContent>

       </xs:complexType>

   </xs:element>


   <!-- communication diversion specific extensions to IETF common policy actions-->

   <xs:element name="forward-to" type="ss:forward-to-type"/> 

  <!-- communication diversion specific type declarations -->

   <xs:complexType name="forward-to-type">

       <xs:sequence>

           <xs:element name="target" type="xs:anyURI" minOccurs="1" maxOccurs="1"/>

           <xs:element name="notify-caller" type="xs:boolean" default="true" minOccurs="0"/>




<xs:element name="reveal-identity-to-caller" type="xs:boolean" default="true" minOccurs="0"/>

           <xs:element name="notify-served-user" type="xs:boolean" default="false" minOccurs="0"/>

           <xs:element name="notify-served-user-on-outbound-call" type="xs:boolean" default="false" minOccurs="0"/>

           <xs:element name="reveal-identity-to-target" type="xs:boolean" default="true" minOccurs="0"/>

       </xs:sequence>

   </xs:complexType>



</xs:schema>
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