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1. Introduction
This p-CR proposes to remove the editor’s note in the clause 5.5.3.3.2. 
Description will be modified for clause 8.2.26.1 and will be added to clause 9.9.3 in order to remove the editor’s note.
2. Reason for Change
It is possible to add the description of Update type for CS Fallback because Stage2 in TS23.272 is now stable.
It is possible to reuse the Update type parameter that is defined in the clause 10.5.5.18 in TS24.008 as the Update type parameter for procedure of combined TA/LA update.
3. Conclusions

The structure of Update type parameter is clarified. 
Information in table 8.2.26.1 is updated and a new clause is created in the clause 9.9.3.
The editor’s note in the clause 5.5.3.3.2 is removed
4. Proposal

It is proposed to agree the following changes to 3GPP TS 24.301 V0.3.0.
* * * First Change * * * *

5.5.3.3.2
Combined tracking area updating procedure initiation

To initiate a combined tracking area updating procedure the UE sends the message TRACKING AREA UPDATE REQUEST to the network, starts timer T3430 and changes to state EMM-TRACKING-AREA-UPDATING-INITIATED. The value of the Update type IE in the message shall indicate "combined TA/LA updating" unless explicitly specified otherwise.

5.5.3.3.3
EMM common procedure initiation

* * * Next Change * * * *

8.2.26
Tracking area update request

8.2.26.1
Message definition

The purposes of sending the tracking area update request by the UE to the network are described in subclause 5.5.3.1.

See table 8.2.263.1.

Message type:
TRACKING AREA UPDATE REQUEST

Significance:

dual

Direction:


UE to network

Table 8.2.263.1: TRACKING AREA UPDATE REQUEST message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator

9.2
	M
	V
	1/2

	
	Security header type
	Security header type

9.3.1
	M
	V
	1/2

	
	Tracking area update request message identity
	Message type

9.8
	M
	V
	1

	
	UE network capability
	FFS
	M
	FFS
	FFS

	
	Update Type
	
Update type

9.9.3.x
	M
	
TV
	
1

	FFS
	NAS key set identifier
	FFS
	O
	FFS
	FFS

	FFS
	Old GUTI 
	FFS
	O
	FFS
	FFS

	FFS
	Last visited registered tracking area identity
	FFS
	O
	FFS
	FFS

	FFS
	Active Flag
	FFS
	O
	FFS
	FFS

	FFS
	EPS bearer status
	FFS
	O
	FFS
	FFS

	FFS
	Old routing area identification
	Routing area identification

9.9.3.11
	O
	TV
	6

	FFS
	P-TMSI
	Mobile identity

9.9.2.2
	O
	TLV
	7

	FFS
	Old P-TMSI signature
	P-TMSI signature

9.9.3.10
	O
	TV
	4


8.2.26.2
Old GUTI

* * * Next Change * * * *

9.9.3.x
Update type
The purpose of the update type information element is to specify the area the updating procedure is associated with.

The update type is a type 1 information element.

The update type information element is coded as shown in figure 9.9.3.x.1 and table 9.9.3.x.1.
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	Update type

IEI
	FOR
	Update type

value
	octet 1


Figure 9.9.3.x.1: Update type information element

Table 9.9.3.x.1: Update type information element

	Update type value (octet 1, bit 1 to 3)

	

	Bits

	

	3
	2
	1
	
	

	0
	0
	0
	
	TA updating

	0
	0
	1
	
	combined TA/LA updating

	0
	1
	0
	
	combined TA/LA updating with IMSI attach

	0
	1
	1
	
	Periodic updating

	

	All other values are reserved.

	

	Follow-on request (octet 1, bit 4)

	Bit

	

	4
	
	
	
	

	0
	
	
	
	No follow-on request pending

	1
	
	
	
	Follow-on request pending

	

	Follow-on request pending is applicable only in Iu mode.

	


