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****************** First Change ******************

4.5.4.2.1.1.3
CC service invocation by user A

For the invocation of the CC service, in case of CCBS immediately after receipt of a 486 (Busy Here) response with a CCBS possible indication or in case of CCNR after receipt of a 180 (Ringing) response with a CCNR possible indication upon expiry of the No-Reply timer CCNR-T5, the originating AS shall provide an announcement that CC is possible to user A, according to 3GPP TS 24.628 [3], followed by inband-interaction procedures for the activation confirmation.

NOTE:
User A can have a limited number of CC requests outstanding. This limit is a network provider option (with a maximum value of 5).
If user A does not confirm the activation of CC, the AS shall restore the communication condition from before the announcement and proceed with basic communication procedures by forwarding the 486 (Busy here) response in case of CCBS or sending a 199 (Early Dialog Terminated) on the announcement dialog in case of CCNR.
****************** Next Change ******************

4.5.4.2.1.1.5
Sending of the CC invocation request to the terminating AS
The originating AS shall send a SUBSCRIBE request to the terminating AS according to RFC 3265 [6] and draft-ietf-bliss-call-completion [5]. The originating AS shall populate the SUBSCRIBE request as follows:

-
a Request-URI set to the URI returned by the terminating AS in the Call-Info header field of the response including the CC possible indication
-
in case of CCBS as received in the Call-Info header field in the 486 (Busy Here) response, including an "m" SIP URI parameter with a value set to "BS";
-
in case of CCNR as received in the Call-Info header in the 180 (Ringing) response, including an "m" SIP URI parameter with a value set to "NR";
-
a From header field set to the URI of UE-A from the original communication;

-
a To header field set to the URI of UE-B from the original communication;

-
a Contact header field set to the URI of the originating AS;

-
a Call-Info header field with the URI of UE-A from the P-Asserted-Identity, a "purpose" header field parameter set to "call-completion", and an m-parameter set to "BS" in case of CCBS or "NR" in case of CCNR; and

-
an Expires header field set to at least the initial value of the service duration timer CC-T3.

The originating AS shall start the CC request timer CC-T2.
NOTE:
The To header field is used to identify a particular CC target.

****************** Next Change ******************

4.5.4.2.1.1.6
Procedures after CC invocation confirmation from the terminating AS

If the originating AS receives a NOTIFY request as an answer to an outstanding CC request which was described in subclause 4.5.4.2.1.1.5 with the cc-state parameter set to 'queued', the originating AS shall:

a)
stop the CC request timer CC-T2;

b)
start the CC service duration timer CC-T3;
c)
store the information whether the cc-service-retention parameter has been received or not; and
d)
confirm to the caller that the invocation was successful, using announcement procedures according to 3GPP TS 24.628 [3].

In case of CCBS the originating AS shall forward the 486 (Busy Here) response to UE-A.
In case of CCNR, if the original communication with the UE-B has already been cancelled by the originating AS, the originating AS shall send a 480 (Temporarily unavailable) response to UE-A.
The originating AS shall include in the SIP 486 (Busy Here) response or the SIP 480 (Temporarily unavailable) response:

a)
a Date header field containing the current date and time; and

NOTE:
To function correctly the Date header field cannot be removed from SIP response to SIP INVITE request by an IBCF between originating P-CSCF and originating S-CSCF
b)
an message/external-body MIME type as specified in IETF RFC 4483 [12] with:

1.
"access-type" MIME type parameter containing "URL"; and

2.
"URL" MIME type parameter containing an HTTP URI identifying an element <cc-entry>

i)
representing the new communication completion request;

ii)
stored in the XML document of the "users" tree of the communication completion request records XCAP application usage; and

iii)
identified by attribute selector using the "id" attribute;

3.
"expiration" MIME type parameter containing the date and time of the communication completion request expiration.
****************** Next Change ******************

4.5.4.2.2.1.1
Generating a revocation request

For revoking the CC service, the originating AS shall send a SUBSCRIBE request to the terminating AS according to RFC 3265 [6] and draft-ietf-bliss-call-completion [5]. The originating AS shall populate the SUBSCRIBE request as follows:

-
a Request-URI set to the URI returned by the terminating AS in the Call-Info header field of the response including the CC possible indication
-
in case of CCBS as received in the Call-Info header field in the 486 (Busy Here) response, including an "m" SIP URI parameter with a value set to "BS";
-
in case of CCNR as received in the Call-Info header in the 180 (Ringing) response, including an "m" SIP URI parameter with a value set to "NR";
-
a From header field set to the URI of UE-A from the original communication;

-
a To header field set to the URI of UE-B from the original communication;

-
a Contact header field set to the URI of the originating AS.

-
a Call-Info header field with the URI of UE-A from the P-Asserted-Identity, a "purpose" header field parameter set to "call-completion", and an m-parameter set to "BS" in case of CCBS or "NR" in case of CCNR; and
-
an Expires header field set to zero.
NOTE:
The To header field is used to identify a particular CC target.
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