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References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 23.303: "Proximity-based services (ProSe); Stage 2".
[3]
3GPP TS 29.344: "Proximity-services (Prose) Function to Home Subscriber Server (HSS) aspects; Stage 3".
[4]
3GPP TS 23.003: "Numbering, addressing and identification".
[5]
3GPP TS 29.345: "Inter-Proximity-services (Prose) Function signalling aspects; Stage 3".

[6]
3GPP TS 33.303: "TS on ProSe Security".

[7]
W3C REC-xmlschema-2-20041028: "XML Schema Part 2: Datatypes".

[8]
IETF RFC 4122: "A Universally Unique IDentifier (UUID) URN Namespace".

[9]
3GPP TS 24.333: "Proximity-services (ProSe) Management Objects (MO)".
[10]
IETF RFC 1035: "DOMAIN NAMES - IMPLEMENTATION AND SPECIFICATION".

[11]
3GPP TS 24.301: "Non-Access-Stratum (NAS) protocol for Evolved Packet System (EPS); Stage 3".

[12]
3GPP TS 36.331: "Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Resource Control (RRC); Protocol specification".

[13]
Wi-Fi Alliance Technical Committee P2P Task Group, "Wi-Fi Peer-to-Peer (P2P) Technical Specification", Version 1.1.

[14]
IEEE Std 802.11-2012: "IEEE Standard for Information technology - Telecommunications and information exchange between systems - Local and metropolitan area networks - Specific requirements - Part 11: Wireless LAN Medium Access Control (MAC) and Physical Layer (PHY) Specifications".

[15]
IETF RFC 4862: "IPv6 Stateless Address Autoconfiguration".

[16]
IETF RFC 3927: "Dynamic Configuration of IPv4 Link-Local Addresses".
[17]
3GPP TS 31.102: "Characteristics of the Universal Subscriber Identity Module (USIM) application".
[18]
IETF RFC 7230: "Hypertext Transfer Protocol (HTTP/1.1): Message Syntax and Routing".

[xx]
IETF RFC 7231: "Hypertext Transfer Protocol (HTTP/1.1): Semantics and Content".

***** Next Change *****
6.1.1
Transport protocol for PC3 Control Protocol messages for ProSe direct discovery 

The UE and ProSe Function shall use HTTP 1.1 as specified in IETF RFC 7230 [18] and IETF RFC 7231 [xx] as the transport protocol for ProSe messages over the PC3 interface. The ProSe messages described here shall be included in the body of either an HTTP request message or an HTTP response message. The following rules apply:

-
The UE initiates ProSe transactions with an HTTP request message containing the PC3 request(s);

- 
The ProSe Function responds to the requests with an HTTP response message containing the PC3 response(s) for the PC3 request(s); and

-
HTTP POST methods are used for PC3 direct discovery procedures.

***** Next Change *****
7.1.1
Transport protocol for PC3 Control Protocol messages for EPC-level ProSe discovery 

The UE and the ProSe Function shall use HTTP 1.1 as specified in IETF RFC 7230 [18] and IETF RFC 7231 [xx] as the transport protocol for EPC-level ProSe discovery messages over the PC3 interface. The ProSe messages described here shall be included in the body of either an HTTP request message or an HTTP response message.

***** End of changes *****
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