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***** First change *****
4
NAS configuration MO
The NAS configuration MO is used to manage configuration parameters related to NAS functionality for a UE supporting provisioning of such information. The presence and format of the non-access stratum configuration file on the USIM is specified in 3GPP TS 31.102 [6].
The MO identifier is: urn:oma:mo:ext-3gpp-nas-config:1.0.
The OMA DM Access Control List (ACL) property mechanism (see OMA-ERELD-DM-V1_2 [2]) may be used to grant or deny access rights to OMA DM servers in order to modify nodes and leaf objects of the NAS configuration MO.
The following nodes and leaf objects are possible in the NAS configuration MO as described in figure 4-1:
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Figure 4-1: The NAS configuration Management Object
***** Next change *****
5.x
<X>/SMRetryTimerValue
The SMRetryTimerValue leaf gives a value in minutes in EHPLMN for the timer T3396 controlling the session management request retry behaviour, as specified in 3GPP TS 24.008 [4] and 3GPP TS 24.301 [5].

-
Occurrence: ZeroOrOne

-
Format: int
-
Access Types: Get, Replace
-
Values: 0-65535
	Value
	Description

	0
	Deactivated

	1-18600
	SM Retry Timer value in minutes

	18600-65535
	Reserved


The default value 0 applies if this leaf is not provisioned.

***** Next change *****
5.y
<X>/ReattemptAllowedAtRATChange
The ReattemptAllowedAtRATChange leaf indicates whether a started timer T3396 in EHPLMN applies to the mode (S1 or A/Gb/Iu) where started or to S1-mode and A/Gb/Iu-mode, as specified in 3GPP TS 24.008 [4] and 3GPP TS 24.301 [5].

-
Occurrence: ZeroOrOne

-
Format: bool
-
Access Types: Get, Replace
-
Values: 0, 1

0
Indicates that re-attempt at RAT change is not allowed.

1
Indicates that re-attempt at RAT change is allowed.

The default value 0 applies if this leaf is not provisioned.

***** Next change *****
Annex A (informative):
NAS configuration MO DDF

This DDF is the standardized minimal set. A vendor can define its own DDF for the complete device. This DDF can include more features than this minimal standardized version.
<?xml version="1.0" encoding="UTF-8"?>

<!DOCTYPE MgmtTree PUBLIC "-//OMA//DTD-DM-DDF 1.2//EN" 

"http://www.openmobilealliance.org/tech/DTD/dm_ddf-v1_2.dtd">

<MgmtTree>


<VerDTD>1.2</VerDTD>


<Man>--The device manufacturer--</Man>


<Mod>--The device model--</Mod>


<Node>



</NodeName>



<DFProperties>




<AccessType>





<Get/>




</AccessType>




<Description>NAS configuration</Description>




<DFFormat>





<node/>




</DFFormat>




<Occurrence>





<ZeroOrOne/>




</Occurrence>




<DFTitle>The NAS configuration Management Object.</DFTitle>




<DFType>





<DDFName>urn:oma:mo:ext-3gpp-nas-config:1.0<DDFName/>




</DFType>



</DFProperties>



<Node>




<NodeName>NAS_SignallingPriority</NodeName>




<DFProperties>





<AccessType>






<Get/>





<Replace/>




</AccessType>





<DFFormat>






<int/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>NAS Signalling Priority.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>AttachWithIMSI</NodeName>




<DFProperties>





<AccessType>






<Get/>





<Replace/>




</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>Attach with IMSI.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>MinimumPeriodicSearchTimer</NodeName>




<DFProperties>





<AccessType>






<Get/>





<Replace/>




</AccessType>





<DFFormat>






<int/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>Minimum periodic search timer.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>NMO_I_Behaviour</NodeName>




<DFProperties>





<AccessType>






<Get/>





<Replace/>




</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>NMO I behaviour.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>Timer_T3245_Behaviour</NodeName>




<DFProperties>





<AccessType>






<Get/>





<Replace/>




</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>Timer T3245 Behaviour.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>ExtendedAccessBarring</NodeName>




<DFProperties>





<AccessType>






<Get/>





<Replace/>




</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>Extended Access Barring.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>Override_NAS_SignallingLowPriority>




<DFProperties>





<AccessType>






<Get/>





<Replace/>




</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>Override NAS Signalling Low Priority.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>Override_ExtendedAccessBarring>




<DFProperties>





<AccessType>






<Get/>





<Replace/>




</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>Override ExtendedAccessBarring.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>FastFirstHigherPriorityPLMNSearch>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle> FastFirstHigherPriorityPLMNSearch.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>EUTRADisablingAllowedForEMMCause15>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle> EUTRADisablingAllowedForEMMCause15.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>SMRetryTimerValue</NodeName>




<DFProperties>





<AccessType>






<Get/>





<Replace/>




</AccessType>





<DFFormat>






<chr/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>SM Retry Timer Value.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>ReattemptAllowedAtRATChange</NodeName>




<DFProperties>





<AccessType>






<Get/>





<Replace/>




</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>Re-attempt Allowed At RAT Change.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>Ext</NodeName>




<DFProperties>





<AccessType>






<Get/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>A collection of all extension objects.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>



</Node>


</Node>

</MgmtTree>

***** End of changes *****
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