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***** First change *****
5
ProSe Public Safety Direct Services Provisioning MO
5.1
Overview

The ProSe Public Safety Direct Services Provisioning MO is used to manage ProSe direct discovery and ProSe direct communication authorisation and provisioning information for a ProSe-enabled public safety UE.
The MO identifier is: urn:oma:mo:ext-3gpp-prose-public-safety-direct-provisioning:1.0.
Editor’s note: This proposed MO identifier needs to be confirmed by OMA.

The UE may initiate the provision of all available information from the DPF, using a client-initiated session Alert message of code "Generic Alert" (see OMA-TS-DM_Protocol-V1_2 [5]). When requesting all available information from the DPF, the "Type" element of the OMA DM generic alert message shall be set to "urn:oma:mo:ext-3gpp-prose-public-safety-direct-provisioning:1.0:provision", the "LocURI" element (inside the "Source" element) shall be set to the address of the DPF as specified by OMA-TS-DM_Protocol-V1_2 [5] and the "Data" element is not included.
The OMA DM Access Control List (ACL) property mechanism (see OMA-ERELD-DM-V1_2 [3]) may be used to grant or deny access rights to OMA DM servers in order to modify nodes and leaf objects of the ProSe Public Safety Direct Services Provisioning MO.
The following nodes and leaf objects are possible in the ProSe Public Safety Direct Services Provisioning MO as described in figure 5.1.1:
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Figure 5.1.1: The ProSe Public Safety Direct Services Provisioning Management Object
***** Next change *****
5.2.46
<X>/GroupParameters/<X>/PKMFAddress
The PKMFAddress leaf contains the address of the ProSe Key Management Function that the UE uses to obtain the group security related contents (see 3GPP TS 33.303 [7]).
-
Occurrence: ZeroOrOne

-
Format: chr
-
Access Types: Get, Replace
-
Values: <an IPv4 address>, <an IPv6 address>.

The UE shall use the IP address of the HPLMN ProSe Function if this leaf is not provisioned.

***** Next change *****
Annex B (informative):
ProSe Public Safety Direct Services Provisioning MO DDF

This DDF is the standardized minimal set. A vendor can define its own DDF for the complete device. This DDF can include more features than this minimal standardized version.

<?xml version="1.0" encoding="UTF-8"?>

<!DOCTYPE MgmtTree PUBLIC "-//OMA//DTD-DM-DDF 1.2//EN" 

"http://www.openmobilealliance.org/tech/DTD/dm_ddf-v1_2.dtd">

<MgmtTree>


<VerDTD>1.2</VerDTD>


<Man>--The device manufacturer--</Man>


<Mod>--The device model--</Mod>


<Node>



<NodeName/>



<DFProperties>




<AccessType>





<Get/>




</AccessType>




<Description>ProSe Public Safety Direct Services Provisioning</Description>




<DFFormat>





<node/>




</DFFormat>




<Occurrence>





<ZeroOrOne/>




</Occurrence>




<DFTitle>The ProSe Public Safety Direct Services Provisioning Management Object.</DFTitle>




<DFType>





<DDFName/>urn:oma:mo:ext-3gpp-prose-public-safety-direct-provisioning:1.0<DDFName/>




</DFType>



</DFProperties>



<Node>




<NodeName>MonitoringPolicy</NodeName>




<!-- The MonitoringPolicy node starts here. -->




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>Monitoring authorisation policies for ProSe Public Safety Direct Services.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>




<Node>





<NodeName></NodeName>





<DFProperties>






<AccessType>







<Get/>







<Replace/>






</AccessType>






<DFFormat>







<node/>






</DFFormat>






<Occurrence>







<OneOrMore/>






</Occurrence>






<DFType>







<DDFName></DDFName>






</DFType>





</DFProperties>





<Node>






<NodeName>PLMN</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<DFTitle>PLMN code.</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>





<Node>






<NodeName>MonitoringAuthorisation</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<int/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<DFTitle>Authorisation for monitoring.</DFTitle>







<DFType>








<DDFName/>







</DFType>






</DFProperties>





</Node>





<Node>






<NodeName>ValidityTimerT4005</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<int/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<DFTitle>Validity Timer T4005 for monitoring policy.</DFTitle>







<DFType>








<DDFName/>







</DFType>






</DFProperties>





</Node>




</Node>



</Node>



<Node>




<NodeName>AnnouncingPolicy</NodeName>




<!-- The AnnouncingPolicy node starts here. -->




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>Announcing authorisation policies for ProSe Public Safety Direct Services.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>




<Node>





<NodeName></NodeName>





<DFProperties>






<AccessType>







<Get/>







<Replace/>






</AccessType>






<DFFormat>







<node/>






</DFFormat>






<Occurrence>







<OneOrMore/>






</Occurrence>






<DFType>







<DDFName></DDFName>






</DFType>





</DFProperties>





<Node>






<NodeName>PLMN</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<DFTitle>PLMN code.</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>





<Node>






<NodeName>AnnouncingAuthorisation</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<int/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<DFTitle>Authorisation for announcing.</DFTitle>







<DFType>








<DDFName/>







</DFType>






</DFProperties>





</Node>





<Node>






<NodeName>ValidityTimerT4005</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<int/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<DFTitle>Validity Timer T4005 for announcing policy.</DFTitle>







<DFType>








<DDFName/>







</DFType>






</DFProperties>





</Node>





<Node>






<NodeName>Range</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<int/>







</DFFormat>







<Occurrence>








<ZeroOrOne/>







</Occurrence>







<DFTitle>Authorised range for announcing.</DFTitle>







<DFType>








<DDFName/>







</DFType>






</DFProperties>





</Node>




</Node>



</Node>



<Node>




<NodeName>DiscoveryPolicyNotInEUTRAN</NodeName>




<!-- The DiscoveryPolicyNotInEUTRAN node starts here.-->




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>Discovery policy when the UE is not in E-UTRAN policies for monitoring and announcing of ProSe Public Safety Direct Services.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>




<Node>





<NodeName>MonitoringAuthorisationNotInEUTRAN</NodeName>





<DFProperties>






<AccessType>







<Get/>







<Replace/>






</AccessType>






<DFFormat>







<int/>






</DFFormat>






<Occurrence>







<ZeroOrOne/>






</Occurrence>






<DFTitle>Authorisation for monitoring when not in E-UTRAN.</DFTitle>






<DFType>







<DDFName/>






</DFType>





</DFProperties>




</Node>




<Node>





<NodeName>AnnouncingAuthorisationNotInEUTRAN</NodeName>





<DFProperties>






<AccessType>







<Get/>







<Replace/>






</AccessType>






<DFFormat>







<int/>






</DFFormat>






<Occurrence>







<ZeroOrOne/>






</Occurrence>






<DFTitle>Authorisation for announcing when not in E-UTRAN.</DFTitle>






<DFType>







<DDFName/>






</DFType>





</DFProperties>




</Node>




<Node>





<NodeName>MonitoringRadioParameters</NodeName>





<DFProperties>






<AccessType>







<Get/>







<Replace/>






</AccessType>






<DFFormat>







<node/>






</DFFormat>






<Occurrence>







<ZeroOrOne/>






</Occurrence>






<DFTitle>Radio parameters for monitoring when not in E-UTRAN.</DFTitle>








<DFType>







<DDFName/>






</DFType>





</DFProperties>





<Node>






<NodeName></NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<node/>







</DFFormat>







<Occurrence>








<OneOrMore/>







</Occurrence>







<DFType>








<DDFName></DDFName>







</DFType>






</DFProperties>






<Node>







<NodeName>FirstFreq</NodeName>







<DFProperties>








<AccessType>









<Get/>









<Replace/>








</AccessType>








<DFFormat>









<int/>








</DFFormat>








<Occurrence>









<One/>








</Occurrence>








<DFTitle>The first center frequency.</DFTitle>








<DFType>









<MIME>text/plain</MIME>








</DFType>







</DFProperties>






</Node>






<Node>







<NodeName>LastFreq</NodeName>







<DFProperties>








<AccessType>









<Get/>









<Replace/>








</AccessType>








<DFFormat>









<int/>








</DFFormat>








<Occurrence>









<One/>








</Occurrence>








<DFTitle>The last center frequency.</DFTitle>








<DFType>









<MIME>text/plain</MIME>








</DFType>







</DFProperties>






</Node>






<Node>







<NodeName>NextFreqStep</NodeName>







<DFProperties>








<AccessType>









<Get/>









<Replace/>








</AccessType>








<DFFormat>









<int/>








</DFFormat>








<Occurrence>









<One/>








</Occurrence>








<DFTitle>The frequency step for next central frequency.</DFTitle>








<DFType>









<MIME>text/plain</MIME>








</DFType>







</DFProperties>






</Node>






<Node>







<NodeName>ChannelBandwidth</NodeName>







<DFProperties>








<AccessType>









<Get/>









<Replace/>








</AccessType>








<DFFormat>









<int/>








</DFFormat>








<Occurrence>









<One/>








</Occurrence>








<DFTitle>The channel bandwidth in KHz.</DFTitle>








<DFType>









<MIME>text/plain</MIME>








</DFType>







</DFProperties>






</Node>





</Node>



</Node>



<Node>






<NodeName>AnnouncingRadioParameters</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<node/>







</DFFormat>







<Occurrence>








<ZeroOrOne/>







</Occurrence>







<DFTitle>Radio parameters for announcing when not in E-UTRAN.</DFTitle>







<DFType>








<DDFName/>







</DFType>






</DFProperties>





<Node>






<NodeName></NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<node/>







</DFFormat>







<Occurrence>








<OneOrMore/>







</Occurrence>







<DFType>








<DDFName></DDFName>







</DFType>






</DFProperties>






<Node>







<NodeName>FirstFreq</NodeName>







<DFProperties>








<AccessType>









<Get/>









<Replace/>








</AccessType>








<DFFormat>









<int/>








</DFFormat>








<Occurrence>









<One/>








</Occurrence>








<DFTitle>The first center frequency.</DFTitle>








<DFType>









<MIME>text/plain</MIME>








</DFType>







</DFProperties>






</Node>






<Node>







<NodeName>LastFreq</NodeName>







<DFProperties>








<AccessType>









<Get/>









<Replace/>








</AccessType>








<DFFormat>









<int/>








</DFFormat>








<Occurrence>









<One/>








</Occurrence>








<DFTitle>The last center frequency.</DFTitle>








<DFType>









<MIME>text/plain</MIME>








</DFType>







</DFProperties>






</Node>






<Node>







<NodeName>NextFreqStep</NodeName>







<DFProperties>








<AccessType>









<Get/>









<Replace/>








</AccessType>








<DFFormat>









<int/>








</DFFormat>








<Occurrence>









<One/>








</Occurrence>








<DFTitle>The frequency step for next central frequency.</DFTitle>








<DFType>









<MIME>text/plain</MIME>








</DFType>







</DFProperties>






</Node>






<Node>







<NodeName>ChannelBandwidth</NodeName>







<DFProperties>








<AccessType>









<Get/>









<Replace/>








</AccessType>








<DFFormat>









<int/>








</DFFormat>








<Occurrence>









<One/>








</Occurrence>








<DFTitle>The channel bandwidth in KHz.</DFTitle>








<DFType>









<MIME>text/plain</MIME>








</DFType>







</DFProperties>






</Node>





</Node>




</Node>



</Node>



<Node>




<NodeName>DirectCommunicationPolicy</NodeName>




<!-- The DirectCommunicationPolicy node starts here. -->




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>Direct communication policies for ProSe Public Safety Direct Services.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>




<Node>





<NodeName></NodeName>





<DFProperties>






<AccessType>







<Get/>







<Replace/>






</AccessType>






<DFFormat>







<node/>






</DFFormat>






<Occurrence>







<OneOrMore/>






</Occurrence>






<DFType>







<DDFName></DDFName>






</DFType>





</DFProperties>





<Node>






<NodeName>PLMN</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<DFTitle>PLMN code.</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>





<Node>






<NodeName>Authorisation</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<int/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<DFTitle>Authorisation for direct communication.</DFTitle>







<DFType>








<DDFName/>







</DFType>






</DFProperties>





</Node>





<Node>






<NodeName>ValidityTimerT4005</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<int/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<DFTitle>Validity Timer T4005 for direct communication policy.</DFTitle>







<DFType>








<DDFName/>







</DFType>






</DFProperties>





</Node>




</Node>



</Node>



<Node>




<NodeName>DirectCommunicationPolicyNotInEUTRAN</NodeName>




<!-- The DirectCommunicationPolicyNotInEUTRAN node starts here. -->




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>DirectCommunication policy when the UE is not  in E-UTRAN policies direct communication of ProSe Public Safety Direct Services.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>




<Node>





<NodeName>DirectCommunicationAuthorisationNotInEUTRAN</NodeName>





<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<int/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>Authorisation for direct communication when not in E-UTRAN.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>




</Node>




<Node>





<NodeName>DirectCommunicationRadioParameters</NodeName>





<DFProperties>






<AccessType>







<Get/>







<Replace/>






</AccessType>






<DFFormat>







<node/>






</DFFormat>






<Occurrence>







<ZeroOrOne/>






</Occurrence>






<DFTitle>Radio parameters for direct communication when not in E-UTRAN.</DFTitle>






<DFType>







<DDFName/>






</DFType>





</DFProperties>





<Node>





<NodeName></NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<node/>







</DFFormat>







<Occurrence>








<OneOrMore/>







</Occurrence>







<DFType>








<DDFName></DDFName>







</DFType>






</DFProperties>






<Node>







<NodeName>FirstFreq</NodeName>







<DFProperties>








<AccessType>









<Get/>









<Replace/>








</AccessType>








<DFFormat>









<int/>








</DFFormat>








<Occurrence>









<One/>








</Occurrence>








<DFTitle>The first center frequency.</DFTitle>








<DFType>









<MIME>text/plain</MIME>








</DFType>







</DFProperties>






</Node>






<Node>







<NodeName>LastFreq</NodeName>







<DFProperties>








<AccessType>









<Get/>









<Replace/>








</AccessType>








<DFFormat>









<int/>








</DFFormat>








<Occurrence>









<One/>








</Occurrence>








<DFTitle>The last center frequency.</DFTitle>








<DFType>









<MIME>text/plain</MIME>








</DFType>







</DFProperties>






</Node>






<Node>







<NodeName>NextFreqStep</NodeName>







<DFProperties>








<AccessType>









<Get/>









<Replace/>








</AccessType>








<DFFormat>









<int/>








</DFFormat>








<Occurrence>









<One/>








</Occurrence>








<DFTitle>The frequency step for next central frequency.</DFTitle>








<DFType>









<MIME>text/plain</MIME>








</DFType>







</DFProperties>






</Node>






<Node>







<NodeName>ChannelBandwidth</NodeName>







<DFProperties>








<AccessType>









<Get/>









<Replace/>








</AccessType>








<DFFormat>









<int/>








</DFFormat>








<Occurrence>









<One/>








</Occurrence>








<DFTitle>The channel bandwidth in KHz.</DFTitle>








<DFType>









<MIME>text/plain</MIME>








</DFType>







</DFProperties>






</Node>





</Node>




</Node>



</Node>



<Node>




<NodeName>GroupParameters</NodeName>




<!-- The GroupParameters node starts here. -->




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>Group parameters for ProSe Public Safety Direct Services.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>




<Node>





<NodeName></NodeName>





<DFProperties>






<AccessType>







<Get/>







<Replace/>






</AccessType>






<DFFormat>







<node/>






</DFFormat>






<Occurrence>







<OneOrMore/>






</Occurrence>






<DFType>







<DDFName></DDFName>






</DFType>





</DFProperties>





<Node>






<NodeName>AddressType</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<DFTitle>IP version of the IP address.</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>





<Node>






<NodeName>IPMulticastAddress</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<DFTitle>IP multicast address.</DFTitle>







<DFType>








<DDFName/>







</DFType>






</DFProperties>





</Node>





<Node>






<NodeName>PKMFAddress</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<ZeroOrOne/>







</Occurrence>







<DFTitle>Address of the ProSe Key Management Function.</DFTitle>







<DFType>








<DDFName/>







</DFType>






</DFProperties>





</Node>





<Node>






<NodeName>SourceIPv4Address</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<ZeroOrOne/>







</Occurrence>







<DFTitle>Source IPv4 address.</DFTitle>







<DFType>








<DDFName/>







</DFType>






</DFProperties>





</Node>





<Node>






<NodeName>Layer2GroupID</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<DFTitle>The Layer 2 group ID.</DFTitle>







<DFType>








<DDFName/>







</DFType>






</DFProperties>





</Node>




</Node>



</Node>



<Node>




<NodeName>ChargingDataReportingConfiguration</NodeName>




<!-- The GroupParameters node starts here. -->




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>Charging data reporting configuration for ProSe Public Safety Direct Services.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>




<Node>





<NodeName>ServerAddress</NodeName>





<DFProperties>






<AccessType>







<Get/>







<Replace/>






</AccessType>






<DFFormat>







<chr/>






</DFFormat>






<Occurrence>







<ZeroOrOne/>






</Occurrence>






<DFTitle>Server address for reporting charging data.</DFTitle>






<DFType>







<DDFName/>






</DFType>





</DFProperties>




</Node>




<Node>





<NodeName>ReportingPeriod</NodeName>





<DFProperties>






<AccessType>







<Get/>







<Replace/>






</AccessType>






<DFFormat>







<int/>






</DFFormat>






<Occurrence>







<ZeroOrOne/>






</Occurrence>






<DFTitle>Reporting period.</DFTitle>






<DFType>







<DDFName/>






</DFType>





</DFProperties>




</Node>



</Node>



<Node>




<NodeName>Ext</NodeName>




<DFProperties>





<AccessType>






<Get/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>A collection of all extension objects.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>



</Node>


</Node>

</MgmtTree>
***** End of changes *****
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