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6.4.2.6.3
Usage of multi-connection mode (MCM)

If the UE supports the MCM, if the EAP-Request/AKA'-Challenge message includes the AT_TWAN_CONN_MODE attribute as described in subclause 8.2.7.1 wherein the message field as described in subclause 8.1.4.1:

a)
contains the message type field indicating CONNECTION_CAPABILITY; and

b)
contains the item list field:

1)
including the CONNECTION_MODE_CAPABILITY item as described in subclause 8.1.4.8 indicating support of MCM; and

2)
including the SUPPORTED_WLCP_TRANSPORTS item as described in subclause 8.1.4.15, and at least one WLCP transport indicated as supported in the SUPPORTED_WLCP_TRANSPORTS item is also supported by the UE;

and if the UE requests usage of the MCM, then the UE:

a)
shall include the AT_TWAN_CONN_MODE attribute according to subclause 8.2.7.1 in the EAP-Response/AKA'-Challenge message. In the message field according to subclause 8.1.4.1 of the AT_TWAN_CONN_MODE attribute, the UE shall set the message type field to MCM_REQUEST; and

b)
shall include the AT_RESULT_IND attribute in the EAP-Response/AKA'-Challenge message.

Upon receiving the EAP-Request/AKA'-Notification message including the AT_TWAN_CONN_MODE attribute as described in subclause 8.2.7.1 where the message field as described in subclause 8.1.4.1:

-
contains the message type field indicating MCM_RESPONSE; and

-
contains the item list field;

the UE:

a)
if the AT_NOTIFICATION attribute indicates success:

1)
shall determine the NSWO authorization in the AUTHORIZATIONS item as described in subclause 8.1.4.7 included in the item list field;
2)
shall determine the TWAG control plane address(es) in the TWAG_CP_ADDRESS item as described in subclause 8.1.4.13 included in the item list field; and
3)
shall derive the WLCP key as described in Annex A.3 in 3GPP TS 33.402 [15]; and
NOTE:
After receiving EAP Success message terminating the EAP procedures after successful authentication and authorization for MCM access to EPC, the UE establishes a DTLS connection with the TWAG and initiates WLCP procedures according to 3GPP TS 24.244 [56]. 
b)
if the AT_NOTIFICATION attribute indicates failure, shall determine the cause of failure in the CAUSE item as described in subclause 8.1.4.10 included in the item list field.
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