Page 1



3GPP TSG-CT WG1 Meeting #88bis 
C1-144195
Sophia-Antipolis (France), 20-24 October 2014
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	24.390
	CR
	0029
	rev
	2
	Current version:
	12.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X


	

	Title:

	UE support the network initiated USSD procedures

	
	

	Source to WG:
	Huawei

	Source to TSG:
	C1

	
	

	Work item code:
	USSI-NET
	
	Date:
	2014-10-24

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	TS 24.390 mention the following Editor’s note.

Editor's note: WID: USSI-NET, CR0023: It is for further study how much prior knowledge of the procedures for network initiated USSD being supported in the UE is needed.
For the network aware the UE support the network initiated USSD, the UE can send a indicator in the SIP REGISTER request.

	
	

	Summary of change:
	If network initiated USSD is enabled for the UE then the UE registers to IM CN subsystem as specified in 3GPP TS 24.229, the UE shall include in the Contact header field: a g.3gpp.nw-init-ussi media feature tag.

	
	

	Consequences if not approved:
	The network cannot aware that the UE support the network initiated USSD or not.

	
	

	Clauses affected:
	2; 4.5.3; Annex X (new)

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


***** First change *****
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
IETF RFC 6086 (January 2011): "Session Initiation Protocol (SIP) INFO Method and Package Framework".

[3]
3GPP TS 24.090: " Unstructured Supplementary Service Data (USSD); Stage 3".
[4]
3GPP2 X.S0065-0 v1.0 (April 2012): "Unstructured Supplementary Service Data (USSD) Support".

 [5]
3GPP TS 24.080: "Mobile radio interface layer 3 supplementary services specification; Formats and coding".
[6]
3GPP TS 24.229: "IP multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3".
[7]
IETF RFC 4967 (July 2007): "Dial String Parameter for the Session Initiation Protocol Uniform Resource Identifier".
[8]
3GPP TS 24.238: "Session Initiation Protocol (SIP) based user configuration; Stage 3".
[9]
IETF RFC 4288 (December 2005): "Media Type Specifications and Registration Procedures".

[10]
IETF RFC 3023: "XML Media Types".

[11]
IETF RFC 3261: "SIP: Session Initiation Protocol".
[12]
IETF RFC 5646 (September 2009): "Tags for Identifying Languages".

[13]
3GPP TS 24.391: "Unstructured Supplementary Service Data (USSD) using IP Multimedia (IM) Core Network (CN) subsystem (IMS) Management Object (MO)".
[14]
3GPP TS 23.221: "Architectural requirements".
[X1]
IETF RFC 3840 (August 2004): "Indicating User Agent Capabilities in the Session Initiation Protocol (SIP)".
***** Next change *****
4.5.3
Activation/deactivation

If:

1)
the domain selection for originating voice calls specified in 3GPP TS 23.221 [y] determines that the UE uses the IMS to originate voice calls; and

2)
the UE is not configured with HPLMN operator preference for invocation of originating USSD requests using CS domain (e.g. see 3GPP TS 24.391 [13]);

or if the UE does not support the CS domain, then the UE can invoke the procedures in subclause 4.5.4, otherwise the UE shall not invoke the procedures in subclause 4.5.4.
If the network initiated USSD over IMS is supported by the UE, then when the UE registers to IM CN subsystem the UE shall include a g.3gpp.nw-init-ussi media feature tag in the Contact header field.
NOTE:
The g.3gpp.nw-init-ussi media feature tag is specified in annex X.2.
Editor's note: WID: USSI-NET, CR0023: It is for further study what domain selection procedures are required for network initiated USSD procedures. 


Editor's note: WID: USSI-NET, CR0023: It is for further study as to whether the network initiated and user initiated commands can be combined on the same session.

***** Next change *****
Annex X (normative):
Media feature tags defined within the current document

X.1
General

This subclause describes the media feature tag definitions that are applicable for the 3GPP IM CN subsystem for the realisation of USSD using IMS.
X.2
Definition of media feature tag g.3gpp.nw-init-ussi
Media feature-tag name: g.3gpp.nw-init-ussi
ASN.1 Identifier: New assignment by IANA.
Editor’s note: WID: USSI-NET, CR0029: The media feature-tag name is to be registered with IANA at the end of Release 12.
Summary of the media feature indicated by this tag: This feature-tag indicates support of user equipment procedures for the network initiated USSD over IMS.
Value appropriate for use with this feature-tag: boolean.
The feature-tag is intended primarily for use in the following applications, protocols, services, or negotiation mechanisms: This feature-tag is most useful in a communications application, for describing the capabilities of a device, such as a phone or PDA.

Examples of typical use: Indicating that a mobile phone supports the network initiated USSD over IMS.
Related standards or documents: 3GPP TS 24.390: "Unstructured Supplementary Service Data (USSD) using IP Multimedia (IM) Core Network (CN) subsystem IMS; Stage 3".
Security Considerations: Security considerations for this media feature-tag are discussed in subclause 12.1 of IETF RFC 3840 [X1].
***** End of change *****
