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*** 1st Change ***
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

AF
Application Function

AMBR
Aggregate Maximum Bit Rate

AMF
Access and Mobility Management Function

API
Application Programming Interface

DDD
Downlink Data Delivery

DNAI
DN Access Identifier

DNN
Data Network Name

GUAMI
Globally Unique AMF Identifier

HTTP
Hypertext Transfer Protocol
I-SMF
Intermediate SMF
JSON
JavaScript Object Notation
NEF
Network Exposure Function

NF
Network Function

NRF
Network Repository Function

SMF
Session Management Function

SUPI
Subscription Permanent Identifier

PCF
Policy Control Function

PRA
Presence Reporting Area

UDM
Unified Data Management
UPF
User Plane Function

*** Next Change ***
4.1.1
Overview

The Session Management Event Exposure Service, as defined in 3GPP TS 23.502 [3] and 3GPP TS 23.503 [6], is provided by the Session Management Function (SMF). The I-SMF acts as SMF for the interworking scenarios.
This service:

-
allows consumer NFs to subscribe and unsubscribe for events on a PDU session; and

-
notifies consumer NFs with a corresponding subscription about observed events on the PDU session.

The types of observed events include:

-
UP path change (e,g, addition and/or removal of PDU session anchor);

-
access type change;

-
PLMN change;
-
PDU session release; and

-
UE IP address/prefix change.
*** Next Change ***
4.2.1
Introduction
Table 4.2.1-1: Operations of the Nsmf_EventExposure_Notify Service

	Service operation name
	Description
	Initiated by

	Notify
	Report UE PDU session related event(s) to the NF service consumer which has subscribed to the event report service.
	SMF, I-SMF

	Subscribe
	This service operation is used by an NF service consumer to subscribe for event notifications on a specified PDU session, or for all PDU Sessions of one UE, a group of UE(s) or any UE, or to modify a subscription.
	NF service consumer

	UnSubscribe
	This service operation is used by an NF service consumer to unsubscribe from event notifications.
	NF service consumer

	AppRelocationInfo
	This service operation is used by an NF service consumer to acknowledge the notification from the SMF regarding UE PDU Session related event(s)
	NF service consumer


*** End of Changes ***

