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Additional discussion(if needed):
…
Proposed changes:
*** 1st Change ***
[bookmark: _Toc20395926][bookmark: _Toc36041258]5.5.2.3.1	POST
This method shall support the URI query parameters specified in table 5.5.2.3.1-1.
Table 5.5.2.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 5.5.2.3.1-2 and the response data structures and response codes specified in table 5.5.2.3.1-3.
Table 5.5.2.3.1-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	array(PfdChangeNotification)
	M
	1..N
	Provides PFD change information.



Table 5.5.2.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	The PFD operation in the notification is performed successfully, i.e. all PFD changes are accepted by the SMF.

	array(PfdChangeReport)
	M
	1..N
	200 OK
	The PFD operation in the notification is performed and the PfdChangeReport indicates failure reason for each failed application in the partial success.

	ProblemDetails
	OM
	0..1
	500 Internal Server Error
	The server encountered an unexpected condition that prevented it from fulfilling the request. The "cause" attribute may be used to indicate one of the following application errors:PFDs for all applications are not accepted by the SMF.
· SYSTEM_FAILURE
· INSUFFICIENT_RESOURCE
· UNSPECIFIED_NF_FAILURE (NOTE 2)

	NOTE 1:	In addition, the HTTP status codes which are specified as mandatory in table 5.2.7.1-1 of 3GPP TS 29.500 [5] for the POST method shall also apply.
NOTE 2:	Failure cases are described in subclause 5.7.



*** End of Changes ***
