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Introduction
Based on discussion in C3-070965, the present document provides some initial placeholders for proposed guidelines of section 5 of 3GPP TR 29.909 (see C3-070963).
Proposed changes

5
Proposed Rules

Editor’s note: The present subclause is give some recommendations for Diameter usage based on 3GPP status, IETF's ongoing work, etc.

5.1
General
The guidelines given in this subclause takes several aspects into account:
-
Ongoing work on Diameter application design guidelines in IETF DIME WG [12];
-
Ongoing work on Diameter Base Protocol improvement – IETF RFC 3588bis [11];

-
Problems from past work of 3GPP Diameter usage described in subclause 4.
The guidelines given by IETF should be referred for developing Diameter applications in 3GPP. And in the present TR, based on guidelines given by IETF, 3GPP-specific issue and corresponding guidelines are specified.

5.2 Guidelines for extending Diameter in 3GPP
Editor’s Note:
 How to extend Diameter in 3GPP is specified here except guidelines given by IETF, In addition, some 3GPP-specific issues should be given clear guidelines here, e.g. the relation between information elements and AVPs.
5.3 Guidelines for New Diameter Application in 3GPP

Editor’s Note:
 Guidelines to create new Diameter applications in 3GPP are specified here except guidelines given by IETF; In addition, some 3GPP-specific issues should be given clear guidelines here, e.g. possible end-to-end capabilities exchanges to solve cross-release issue.

Conclusion
It is proposed to discuss contents in the above section and incorporate approved contents into 3GPP TR 29.909.

