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************************   1st change **********************************
5.2
Procedures

5.2.1
General
Editor’s Note: 
The UE may have been assigned more than one IP address. How to cover this fact in the Gx interface is FFS.
5.2.2 IP-CAN session establishment
5.2.2.1
General
This procedure is performed in the case of Attach, UE-requested additional PDN connectivity.

This procedure contains the following flows

· Interface S7a/c:

· Gateway Control Session Establishment. The S-GW/A-GW requests a new gateway control session to the PCRF. Then the PCRF authorizes the session and sends the corresponding QoS rules.

· Interface S9:

· Gateway Control Session Establishment. The V-PCRF forwards an indication of a Gateway Control Session Establishment to the H-PCRF. 

· Interface S7:

· Indication of IP-CAN session establishment. The P-GW indicates to the PCRF that the IP-CAN session has been established. As a response the PCRF can install the corresponding PCC rules.

· Policy and Charging Rule provision. The PCRF provisions the needed PCC rules to the PCEF. 

5.2.2.2 Procedures over Gxa/Gxc
5.2.2.2.1 Gateway control session establishment 
The BBERF shall send a CC-Request with CC-Request-Type AVP set to the value "INITIAL_REQUEST". The BBERF shall also supply user identification (eg. MN NAI) and other attributes to allow the PCRF (home or visited) to identify the rules to be applied.  The other attributes shall include the type of IP-CAN, the type of the radio access technology (e.g, for 3GPP EUTRAN, 3GPP2 HRPD) if available, and the IP address(es).  In addition, information about the user equipment (eg. IMEISV), QoS negotiated, A-GW/S-GW address(es), country and network codes, APN if available, TFT and IMS signalling indication (if available) shall be provided.
Editor’s Note 1:
It is FFS whether there are procedures required to identify the requested resources, eg. addition of  Resource-Id, Resource-Operation parameters
Editor’s Note 2:
It is FFS which of the aforementioned parameters will be needed by the PCRF for QoS and PCC rules decision
 Editor’s Note 3:
It is FFS which of the aforementioned parameters will be common and which access specific (eg. specific 3GPP, 3GPP2, WiMAX parameters)
The PCRF shall provision QoS rules in the CC-Answer. If the PCRF is, due to incomplete, erroneous or missing information (e.g. subscription related information not available or authorized QoS exceeding the subscribed bandwidth) not able to provision a policy decision as response to the request for QoS rules by the BBERF, the PCRF may reject the request using a CC Answer with the Gx experimental result code DIAMETER_ERROR_INITIAL_PARAMETERS (5140). If the BBERF receives a CC Answer with this code, the BBERF shall reject the gateway control session establishment that initiated the CC Request
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