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1. Introduction
The skeleton of the new TS 29.311 contains some clauses that do not correspond to any stage 2 scenarios. It is proposed to remove thiose clauses.
2. Reason for Change
In section 6.17 Sending an instant message as a short message delivery,  the editor’s note says:

Editor’s Note: This section describes the procedure when the IP-SM-GW located in the terminating side receiving an IM in a SIP MESSAGE request or a large IM in an MSRP session from an IM Sender and deliver an SM or several concatenated SMs towards the SM receiver either through MSC/SGSN or over IMS

However, there are no scenarios or call flows in the stage 2 specification TS 23.204 that shows the IP-SM-GW receiving a large IM in an MSRP session. The stage 3 should reflect the functionality discussed and agreed in stage 2 and not add any new functionlaity. Therefore section 6.1.7.5 Receiving of the instant message in an MSRP session should be removed from the skeleton.
The same applies to section 6.1.8 Sending an instant message as a short message submission (over CS/PS), the editor note says:

Editor’s Note: This section describes the procedure when the IP-SM-GW located in the originating side receiving an IM in a SIP MESSAGE request or a large IM in an MSRP session from an IM Sender and submitting an SM or several concatenated SMs to the SC.

Section 6.1.8.3 Receiving of the instant message in an MSRP session, should be removed from the skeleton.

3. Conclusions

4. Proposal

It is proposed to agree the following changes:
* * * First Change * * * *

6.1.7
Sending an instant message as a short message delivery

Editor’s Note: This section describes the procedure when the IP-SM-GW located in the terminating side receiving an IM in a SIP MESSAGE request or a large IM in an MSRP session from an IM Sender and deliver an SM or several concatenated SMs towards the SM receiver either through MSC/SGSN or over IMS

6.1.7.1
General

6.1.7.2
Receiving of the instant message in a SIP MESSAGE Request

6.1.7.3
Void

6.1.7.4
Sending of SMS-DELIVER (over CS/PS or IMS)
Editor’s Note: It is FFS whether 6.1.6.2 and 6.1.6.4 can be combined.
6.1.7.5
Receiving of SMS-DELIVER-REPORT (over CS/PS or IMS)

6.1.7.6
Sending of IMDN
* * * Second Change * * * *

6.1.8.1
General

6.1.8.2
Receiving of the instant message in a SIP MESSAGE Request

Upon receipt of a SIP MESSAGE request including an Instant Message, the IP-SM-GW shall:

a)
Respond with a 202(Accepted) response in accordance with 3GPP TS 24.229[3]; and

b)
Store the values of the From header, the To header and the MESSAGE-ID Header contained in the CPIM body, if the received SIP MESSAGE request includes a CPIM body and a Disposition-Notification header with value "positive-delivery" or "negative-delivery" (i.e. the SIP MESSAGE sender requests the Instant Message Delivery Notification);
6.1.8.3
Void

6.1.8.4
Sending of SMS-SUBMIT over CS/PS

…….
