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	The editor's note:
Editor's note: The impact on this subclause due to the release 10 transfer of conference call is FFS.

is now resolved in CT1.

The conference handling will be included in the MSC server assisted mid-call feature and not identified by a special feature tag. 

Further, there are additional changes in CT1 that need to be included.

- Subscriptiion to conference information is missing

- Support of the communication HOLD supplementary service is required since an active and a held call can be transfered.

- A REFER containing the Refer-Sub header field is used as one of the identifications of this special REFER and is required at the II-NNI. 

- Recv-Info header field is missing
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	- Editor's note removed.
- SUBSCRIBE request included
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-------------------------------------------------  1st change ---------------------------------------
14.4
MSC server assisted mid-call feature

Service specific requirements in accordance with 3GPP TS 24.237 [131] shall be supported over the II-NNI.
The Contact header field of the REGISTER request and the 200 (OK) response containing g.3gpp.mid-call media feature tag as described in annex C of 3GPP 24.237 [131] shall be supported at the roaming II-NNI.
The P-Visited-Network-Id header field and the P-Access-Network-Info header field of the REGISTER request shall be supported at the roaming II-NNI.
NOTE 1:
The P-Visited-Network-Id header field and the P-Access-Network-Info header field of the REGISTER request is used by the Home IMS network to identify the network where a UE is registered.
The media feature tag g.3gpp.accesstype in the Contact header field of the REGISTER request shall be supported at roaming II-NNI.
A Contact header field of the INVITE request and the 200 (OK) response containing "g.3gpp.mid-call" media feature tag as described in annex C of 3GPP 24.237 [131] shall be supported at the roaming II-NNI.
The Recv-Info header field containing the g.3gpp.mid-call package name in the INVITE request as specified in annex D of 3GPP 24.237 [131] shall be supported at the roaming II-NNI.
An Accept header field in the INVITE request containing the MIME type "vnd.3gpp.mid-call+xml" as specified in annex D.1 of 3GPP TS 24.237 [131] shall be supported at the roaming II-NNI.

The "vnd.3gpp.mid-call+xml" MIME body described in annex D.1.3 of 3GPP TS 24.237 [131] in the INVITE request shall be supported at the roaming II-NNI.
The SUBSCRIBE request containing a g.3gpp.mid-call media feature tag in the Contact header field shall be supported at the roaming II-NNI. 
NOTE 2:
The g.3gpp.mid-call media feature tag in the Contact header field of the SUBSCRIBE request may appear if the CONF supplementary service is supported at roaming II-NNI as described in subclause 12.9.
An INFO request containing the Info-Package header field as specified in draft-ietf-sipcore-info-events [39] with 3gpp.state-and-event info package name and an "application/vnd. 3gpp.state-and-event-info +xml" XML body shall be supported at the roaming II-NNI.
A REFER request sent inside an existing SIP dialog containing: 
-
the "vnd.3gpp.mid-call+xml" body specified in the annex D.1.3 of 3GPP TS 24.237 [131];

-
the Refer-Sub header field; and
-
the Supported header field containing "norefersub" value.
shall be supported at the roaming II-NNI.
The Refer-To header field in the REFER request containing:

-
a Target-Dialog URI header field;

-
a Require URI header field populated with the option tag value "tdialog";

-
a To URI header field;

-
a From URI header field;

-
a Content-Type header field with "application/sdp"; and

-
a "body" URI header field populated with an SDP MIME body

shall be supported at the roaming II-NNI.

The Contact header field of the REFER request and 2xx response to the request containing "g.3gpp.mid-call" media feature tag as described in annex C of 3GPP 24.237 [131] shall be supported at the roaming II-NNI.
The communication HOLD supplementary service as specified in subclause 12.8 for the roaming II-NNI shall be supported.
-----------------------------------------------  End changes --------------------------------------
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