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Start of 1st change
7.2.3.2.2.9 
P-Access-Network-Info

If the IAM message includes a location number ISDN user part parameter, the O-MGCF shall include a P-Access-Network-Info header. The P-Access-Network-Info shall be populated as shown in table 7.2.3.2.2.9.1.
Table 7.2.3.2.2.9.1: Coding of the P-Access-Network-Info header fields

	BICC/ISUP parameter / field
	SIP component
	Value

	Location Number
	access-type
	“GSTN”

	
	gstn-location
	value of Location Number, in quotes


Table 7.2.3.2.2.9.2: Mapping ISUP Location Number to SIP P-Access-Network-Info

	IAM
	INVITE

	Location Number
	P-Access-Network-Info

	Parameter name
	not mapped

	Parameter length 
	not mapped 

	Parameter content 
	gstn-location set to the hexadecimal representation of the ISUP parameter content, encoded as a text string between quotes

	NOTE 1:
As specified in ITU-T Q.763 [4], the parameter content includes both the header fields (octets 1 and 2) and the address signals.

NOTE 2:
The parameter content includes the address presentation restricted indicator. This field is also mapped to the Privacy header field as shown in the table 16.

NOTE 3:

If the screening indicator is set to network provided, a np parameter is added to the P-Access-Network-Info header field value.


End of 1st change
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