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	Reason for change:
(

	The sending of announcments when a communication is rejected is not completely implemented.

The procedure is never referenced from services that shall use this procedure instead of 12.21.2 "Providing announcements during the establishment of a communication session"

Further, the 12.21.1 "General" needs to be updated to also list the case when a communication is rejected.



	
	

	Summary of change:
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	Updated in rel-9 to rel-11:
- Anonymous Communication Rejection (ACR)
- Incoming Communication Barring (ICB)

- Outgoing Communication Barring (OCB)

- Completion of Communications to Busy Subscriber (CCBS)

- Completion of Communications by No Reply (CCNR)

To reference 12.21.4 instead of 12.21.2.

Updated 12.21.1 to include the case when the communication is rejected.

Updated on in rel-10 to rel-11:

- Completion of Communications on Not Logged-in (CCNL)
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-------------------------------------------------- 1st Change ------------------------------------
12.5
Anonymous Communication Rejection (ACR) 

Service specific requirements in accordance with 3GPP TS 24.611 [114] shall be supported over the II-NNI. 
The P-Asserted-Identity header field and the Privacy header field shall be supported at the II-NNI.
Procedures as described in subclause 12.21.4 are used to provide announcements.

The response code 433 (Anonymity Disallowed) shall be supported at the II-NNI.

SIP based user configuration as described in 3GPP TS 24.238 [100] shall be supported at the roaming II-NNI.

-------------------------------------------------- 2nd Change ------------------------------------

12.10.1
Incoming Communication Barring (ICB)

Service specific requirements in accordance with 3GPP TS 24.611 [114] shall be supported over the II-NNI. 

Procedures as described in subclause 12.21.4 are used to provide announcements.

The response code 603 (Decline) including a Reason header field as described in 3GPP TS 24.611 [114] shall be supported at the II-NNI.

A Reason header field as described in 3GPP TS 24.611 [114] included in the BYE request shall be supported at the II-NNI.

SIP based user configuration as described in 3GPP TS 24.238 [100] shall be supported at the roaming II-NNI.

12.10.2
Outgoing Communication Barring (OCB)
Service specific requirements in accordance with 3GPP TS 24.611 [114] shall be supported over the II-NNI. 

Procedures as described in subclause 12.21.4 are used to provide announcements.

The response code 603 (Decline) including a Reason header field as described in 3GPP TS 24.611 [114] shall be supported at the roaming II-NNI.

SIP based user configuration as described in 3GPP TS 24.238 [100] shall be supported at the roaming II-NNI.

-------------------------------------------------- 3rd Change ------------------------------------

12.11
Completion of Communications to Busy Subscriber (CCBS)
Service specific requirements in accordance with 3GPP TS 24.642 [109] shall be supported over the II-NNI. 

The response code 486 (Busy Here) containing a Call-Info header field with a "purpose" header field parameter set to "call-completion" and the "m" parameter set to "BS" shall be supported at the non-roaming II-NNI.

For invoking and revoking of the CCBS supplementary service, announcement procedures shall be used to provide announcements and inband-interaction procedures as described in subclause 12.21.4 shall be supported at the roaming II-NNI. 

The response code 199 (Early Dialog Terminated) shall be supported at the roaming II-NNI.

Basic call procedures and in case of a call-completion recall initiated by a REFER request, normal REFER method handling procedures according to 3GPP TS 24.229 [5] shall be supported at the roaming II-NNI.
As a network option the special REFER request handling procedures according to 3GPP TS 24.628 [38] should be supported at the roaming II-NNI.

NOTE 1:
3rd party call control procedures can be used when the REFER request is not supported at the II-NNI.

NOTE 2:
A REFER request can be rejected by IBCF based on operator policy as specified by 3GPP TS 24.229 [5].

The SUBSCRIBE and NOTIFY methods according to IETF RFC 3265 [20] and 3GPP TS 24.229 [5] containing the event package name "call-completion" and the Call-Info header field with a purpose parameter set to 'call-completion' and the m parameter set to "BS" shall be supported at the non-roaming II-NNI.

The Request-URI with the "m" SIP URI parameter with a value set to "BS" and the Call-Info header field with a purpose parameter set to 'call-completion' and the "m" parameter set to "BS" in the INVITE method shall be supported at the non-roaming II-NNI.
The Date header field in the 486 (Busy Here) response to the INVITE request shall be supported at the roaming II-NNI.
SIP based user configuration as described in 3GPP TS 24.238 [100] shall be supported at the roaming II-NNI.

-------------------------------------------------- 4th Change ------------------------------------

12.12
Completion of Communications by No Reply (CCNR)
Service specific requirements in accordance with 3GPP TS 24.642 [109] shall be supported over the II-NNI. 

The response code 180 (Ringing) containing a Call-Info header field with a purpose parameter set to 'call-completion' and the "m" parameter set to "NR" shall be supported at the non-roaming II-NNI.

For invoking and revoking of the CCNR supplementary service, announcement procedures shall be used to provide announcements and inband-interaction procedures as described in subclause 12.21.4 shall be supported at the roaming II-NNI.

The response code 199 (Early Dialog Terminated) shall be supported at the roaming II-NNI.

Basic call procedures and in case of a call-completion recall initiated by a REFER request, normal REFER method handling procedures according to 3GPP TS 24.229 [5] shall be supported at the roaming II-NNI.
As a network option the special REFER request handling procedures according to 3GPP TS 24.628 [38] should be supported at the roaming II-NNI.

NOTE 1:
3rd party call control procedures can be used when the REFER request is not supported at the II-NNI.

NOTE 2:
A REFER request can be rejected by IBCF based on operator policy as specified by 3GPP TS 24.229 [5].

The SUBSCRIBE and NOTIFY methods according to IETF RFC 3265 [20] and 3GPP TS 24.229 [5] containing the event package name "call-completion" and the Call-Info header field with a purpose parameter set to 'call-completion' and the m parameter set to "NR" shall be supported at the non-roaming II-NNI.

The Request-URI with the "m" SIP URI parameter with a value set to "NR" and the Call-Info header field with a purpose parameter set to 'call-completion' and the "m" parameter set to "NR" in the INVITE method shall be supported at the non-roaming II-NNI.
The Date header field in the 480 (Temporarily Unavailable) response to the INVITE request shall be supported at the roaming II-NNI.
SIP based user configuration as described in 3GPP TS 24.238 [100] shall be supported at the roaming II-NNI.

-------------------------------------------------- 5th Change ------------------------------------

12.21.1
General

Announcements may be provided during the establishment of a communication session, during an established communication session or when a communication request is rejected. All of them shall be managed over the II-NNI.
------------------------------------------------- End Changes ----------------------------------
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