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*** 1st Change ***

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

AMF
Access and Mobility Management Function

API
Application Programming Interface

DNN
Data Network Name

eMBB
enhanced Mobile Broadband

GPSI
Generic Public Subscription Identifier

HTTP
Hypertext Transfer Protocol

MIoT
Massive IoT

NF
Network Function

PCF
Policy Control Function

PEI
Permanent Equipment Identifier

RFSP
RAT Frequency Selection Priority

SSC
Session and Service Continuity

SUPI
Subscription Permanent Identifier

TA
Tracking Area

TAI
Tracking Area Identity

UDR
Unified Data Repository

UDM
Unified Data Management

URLLC
Ultra-Reliable Low Latency Communications

URSP
UE Route Selection Policy
*** 2nd Change ***

4.2.2.1
General

When a UE registers and a UE context is being established, the AMF can obtain Service Area Restrictions, RFSP index, and GPSI from the UDM during the update location procedure and shall decide based on local policies whether to request policies from the PCF.

To request policies from the PCF, the AMF shall send an Npcf_AMPolicyControl_Get request that shall include:

-
SUPI; and

-
Notification URI,

and that shall include when available:

-
GPSI;

-
Access type;

-
Permanent Equipment Identifier (PEI);

-
User Location Information;

-
UE Time Zone;

-
Serving Network;

-
RAT type;
-
List of Service Area Restriction elements; and
-
RFSP index.

Upon the reception of the Npcf_AMPolicyControl_Get request, the PCF shall determine the applicable policy and shall send a Npcf_AMPolicyControl_Get reply with that applicable policy including:

-
UE policy (see subclause 4.2.2.2), i.e.:

a)
UE Access Network discovery and selection policies; and/or

b)
UE Route Selection Policies (URSP); and/or,

-
AMF Access and Mobility Policy (see subclause 4.2.2.3), i.e.:

a)
Service Area Restrictions; and/or

b)
RAT Frequency Selection Priority (RFSP) Index.

Editor's note:
This text needs to be enhanced with encoding details such as HTTP methods, resources and attribute names once they are defined.

*** End of Changes ***
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