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	The Stage 3 TS  24.008 section (6.1.3.4.1) requires the network (SGSN) to respond with deactivate PDP context accept message to the MS upon the receipt of MS initiated deactivate PDP context request message.  As a result the network (SGSN) has to delete the PDP context(s). 

But in stage 3 TS 29.060 section (7.3.6), it is stated “If the received Delete PDP Context Response contains a cause value other than 'Request accepted' and 'Non Existent', the PDP context shall be kept active”. As a result the SGSN shall not delete the PDP context(s) in this case.

Based on the above, the SGSN is being requested by 24.008 to delete the PDP context(s) while at the same time it is being requested by 29.060 to keep the PDP context(s) for cause values other than 'Request accepted' and 'Non Existent' (contradictory actions).    
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7.3.6
Delete PDP Context Response

The message shall be sent as a response of a Delete PDP Context Request.

A GSN shall ignore a Delete PDP Context Response for a non-existing PDP context.

If a GSN receives a Delete PDP Context Request message for a non existing PDP context, it shall send back to the source of the message a Delete PDP Context Response message  with cause value "Non existent". The TEID value used in the response message shall be zero.

Possible Cause values are:

-
'Request Accepted'.

-
'Mandatory IE incorrect'.

-
'Mandatory IE missing'.

-
'Optional IE Incorrect'.

-
'Invalid message format'.

-
'Non existent'.

If the received Delete PDP Context Response contains a cause value other than 'Request accepted' and 'Non Existent', the PDP context shall be kept active except in the case of "PDP context deactivation initiated by the MS" where the SGSN shall delete the PDP context.

In the GGSN to MS direction, the GGSN includes the Protocol Configuration Options (PCO) information element in the response if the GGSN wishes to provide the MS with application specific parameters. The SGSN includes this IE in the Deactivate PDP Context Accept message if the associated Delete PDP Context Response message from the GGSN includes protocol configuration options. The SGSN shall copy the content of the IE transparently from the PCO IE in the Delete PDP Context Response message.

In the MS to GGSN direction, the SGSN includes the Protocol Configuration Options (PCO) information element in the response if the MS wishes to provide the GGSN with application specific parameters. The SGSN includes this IE in the Delete PDP Context Response message if the associated Deactivate PDP Context Accept message from the MS includes protocol configuration options. The SGSN shall copy the content of the IE transparently from the PCO IE in the Deactivate PDP Context Accept message.

The optional Private Extension contains vendor or operator specific information.

Table 12: Information Elements in a Delete PDP Context Response
	Information element
	Presence requirement
	Reference

	Cause
	Mandatory
	7.7.1

	Protocol Configuration Options
	Optional
	7.7.31

	Private Extension
	Optional
	7.7.46
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