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Introduction

This contribution proposes to add text to the endorsement of IETF RFC for Offer/Answer procedures (RFC 3264) with regards to support of codec negotiation for SIP-I in 3GPP Nc interface.

Proposed Changes

First modified Clause

5
Amendments and Endorsements to Referenced Specifications
5.1 ITU-T Q.1912.5
Only Profile C shall apply.

5.2 RFC 2046

5.3 RFC 4566

.

5.4 RFC 3966

.

5.5 RFC 2976

.

5.6 RFC 3204

5.7 RFC 3261

SIP-I initial INVITEs shall always include SDP.

Editor's Note: it is FFS if SIP-I re-INVITEs shall include SDP.
5.8 RFC 3262

5.9 RFC 3264

5.9.1
Multicast Streams

Procedures in Clauses 5.2 and 6.2 of RFC 3264 do not need to be supported.

5.9.2
3GPP Node Generating the Offer
Procedures in Clause 5.1 of RFC 3264 apply with the following modifications:
-
An MSC-S initiating an offer with multiple speech codec payload types in one m-line shall apply the related procedures in Clause 9 of 3GPP TS 23.153 [x], in particular the following requirement from RFC 3264 Clause 5.1 is overruled:

"Once the offerer has sent the offer, it MUST be prepared to receive media for any recvonly streams described by that offer.  It MUST be prepared to send and receive media for any sendrecv streams in the offer, and send media for any sendonly streams in the offer (ofcourse, it cannot actually send until the peer provides an answerwith the needed address and port information)."
5.9.3
3GPP Node Generating the Answer
Procedures in Clause 6 of RFC 3264 apply with the following modifications:
-
If the 3GPP MSC-S terminating the codec negotiation supports multiple speech codec payload types it shall apply the related procedures in Clause 9 of 3GPP TS 23.153 [x]. It does not need to be prepared to receive media encoded by speech codec payload types within the answered Available Codec List (see Clause 6.1.1).

5.9.4
3GPP Node as Offerer Processing of the Answer
Procedures in Clause 7 of RFC 3264 apply with the following modifications:
-
If the offering MSC supports multiple speech codecs and the MSC-S receives an answer with multiple speech codec payload types in one m-line, it shall apply the related procedures in Clause 9 of 3GPP TS 23.153 [x]. It does not need to be prepared to receive media encoded by speech codec payload types within the Available Codec List (see Clause 6.1.1) received in the answer. 
5.9.5
Modifying the session
Procedures in Clause 8 of RFC 3264 apply with the same modifications as described in Clauses 5.9.2, 5.9.3. and 5.9.4.
5.10 RFC 3311

5.11 RFC 3312

5.12 RFC 3323
5.13 RFC 3325
5.14 RFC 3326
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