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* * * First Change * * * *

4.3.3E


PWS Restart Indication

4.3.3E.1
General

The PWS Restart Indication is sent by the MME to the CBC upon receipt of a PWS Restart Indication from an (H)eNB, to indicate that the PWS service is restarted in one or more or all cells served by an (H)eNB, i.e. the service has become operational and no warning message data is available for these cell(s). The CBC shall reload the cells if required.

4.3.3E.2
Successful Operation
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Figure 4.3.3E.2-1: PWS Restart Indication, Successful Operation.
The MME initiates the PWS Restart Indication procedure by sending a PWS RESTART INDICATION message to the CBC upon receiving a PWS Restart Indication message from an (H)eNB (see TS 36.413 [7]).

The MME shall copy the following parameters from the PWS Restart Indication received from the (H)eNB into the corresponding parameters in the PWS-RESTART-INDICATION towards the CBC:

· Global eNB ID of the (H)eNB;

· Reloaded E-CGI List into the Restarted-Cell-List;

· Tracking Area ID List;

· Emergency Area ID List (if received from the (H)eNB, i.e. if the restarted cell(s) are configured with Emergency Area ID(s)).
Upon receipt of a PWS Restart Indication message, the CBC shall consider that the PWS service is restarted in the reported cell(s), i.e. the service is operational and no warning messages are being broadcast in these cell(s). The CBC shall then reload the warning message data to the (H)eNB for these cells, if any. 

The CBC shall consider a PWS Restart Indication message received shortly after a preceding one for the same cell identity as a duplicate restart indication for that cell which it shall ignore. 

NOTE:
The CBC can receive the same PWS Restart Indication message via two MMEs of the MME pool for redundancy reasons (see subclause 15A.1 of 3GPP TS 23.007 [16]).

The CBC shall reload the warning message data to the (H)eNB by initiating Write Replace Warning procedure(s) as specified in subclause 4.3.3.2 with the following additions:

-
the CBC shall send the same warning message data as sent before the PWS restoration, including the same Message Identifier and Serial Number, with the following exceptions;

-
the CBC should copy the Restarted-Cell-List to populate the Warning Area List IE of the Write-Replace Warning Request message;

-
the CBC shall copy the Global eNB ID into the Write-Replace Warning Request message; and
-
the CBC may update the number of requested broadcast, if necessary.

* * * End of Changes * * * *
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