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Reason for change:

At TSG GERAN #2, a clarification was made to the description of polling response transmission. Unfortunately, there still exists an ambiguity concerning the need for neighbour cell measurements. 




Summary of change:

For clarification and also simplification it is proposed that neighbour cell measurements shall always be required while sending a polling response. With this change the rules for permitted slots for polling is the same independent of MAC mode.




Consequences if 

not approved:
It is unclear if the MS is required to make neighbour cell measurements while sending polling response in case it is able to do both. 




Clauses affected:

8.1.2.2.
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Other comments:



8.1.2.2
Polling for Packet Downlink Ack/Nack

Whenever the mobile station receives an RLC data block addressed to itself and with a valid RRBP field in the RLC data block header (i.e., is polled), the mobile station shall transmit a Packet Downlink ACK/NACK message in the uplink radio block specified by the RRBP field whatever the BSN value of the received RLC data block, unless another RLC/MAC control message is waiting to be transmitted, in which case the other RLC/MAC control message shall be sent. However, the mobile station shall transmit an RLC/MAC control message other than a PACKET DOWNLINK ACK/NACK message at most every second time it is polled. Furthermore the mobile station shall not transmit an RLC/MAC control message other than a PACKET DOWNLINK ACK/NACK message if the PACKET DOWNLINK ACK/NACK message would contain a Final Ack Indicator or Channel Request Description IE. The mobile station shall not send a PACKET CONTROL ACKNOWLEDGEMENT message unless otherwise specified.

Whenever the network receives a valid RLC/MAC control message from the mobile station, it shall reset counter N3105. The network shall increment counter N3105 for each radio block, allocated to that mobile station with the RRBP field, for which no RLC/MAC control message is received. If N3105 = N3105max, the network shall release the downlink TBF internally and start timer T3195. When T3195 expires, the network may reuse the TFI.
The PACKET DOWNLINK ACK/NACK message contains a Channel Quality Report (see 3GPP TS 05.08). The optional I_LEVEL measurement results shall be included in at least every other PACKET DOWNLINK ACK/NACK message.

In the case of simultaneous uplink and downlink TBFs, the transmission of the polling response takes precedence over the transmission of allocated uplink radio blocks. 

A mobile station of multislot class 1 to 12 need not respond to the poll if it is not compliant with the mobile station’s multislot class (see 3GPP TS 05.02).

A mobile station of multislot class 13 to 18 shall always respond to the poll. 

A mobile station of multislot class 19 to 29 may omit the allocated downlink PDCHs with timeslot numbers greater than n+1, while transmitting the polling response on timeslot number n.  If the remaining configuration is not compliant with the mobile station’s multislot class (see 3GPP TS 05.02), the mobile station need not respond to the poll. 

Note:
The mobile station is required to make neighbour cell measurements while transmitting the polling response (see 3GPP TS 05.08). 
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