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6.5.6
Determination of PCCCH_GROUP and PAGING_GROUP for MS in GPRS attached mode

If PCCCH is present, then it shall be used in the GPRS attached mode for paging and access. It shall also be used by an MS performing the GPRS attach procedure for access and monitoring of network response. In absence of PCCCH, CCCH shall be used for paging and access. If the determination of the specific paging multiframe and paging block index as specified in this subclause is not supported on CCCH by both the MS and the BTS, the method defined in subclause 6.5.2 and 6.5.3 shall be used. This is negotiated at GPRS attach.

PCCCH_GROUP (0 .. KC‑1) = ((IMSI mod 1000) mod (KC* N)) div N

PAGING_GROUP (0 ... M-1) = ( ( (IMSI mod1000) div(KC*N) ) * N +

                                                        (IMSI mod 1000) mod N +
Max((m * M) div SPLIT_PG_CYCLE, m)) mod M

for m = 0, ... , Min(M, SPLIT_PG_CYCLE) -1

where

KC
= number of (P)CCCH in the cell = 

BS_PCC_CHANS for PCCCH

BS_CC_CHANS for CCCH

M = number of paging blocks “available” on one (P)CCCH = 

(12 - BS_PAG_BLKS_RES - BS_PBCCH_BLKS) * 64 for PCCCH

(9 - BS_AG_BLKS_RES) * 64 for CCCH not combined
(3 - BS_AG_BLKS_RES) * 64 for CCCH + SDCCH combined


N=

1 for PCCCH 

(9 - BS_AG_BLKS_RES)*BS_PA_MFRMS for CCCH not combined

(3 - BS_AG_BLKS_RES)*BS_PA_MFRMS for CCCH/SDCCH combined

SPLIT_PG_CYCLE is an MS specific parameter negotiated at GPRS attach (see 3GPP TS 04.60)

IMSI
= International Mobile Subscriber Identity, as defined in 3GPP TS 03.03.

mod
= Modulo.

div
= Integer division.

The MS shall receive paging and perform access on a single (P)CCCH identified by the PCCCH_GROUP parameter (see subclause 6.5.1).

In non-DRX mode, depending whether there is or not PCCCH channel(s) in the cell, the MS shall listen : 

-
to all M blocks per multiframe where paging may appear on a PCCCH channel, or

-
to all blocks on a CCCH channel.

In DRX mode, the MS shall listen to the blocks corresponding to its paging group as defined by the different PAGING_GROUP values.

The required multiframe occurs when:


PAGING_GROUP div (M div 64) = (FN div MFL) mod 64

where


MFL = multiframe length = 51 for CCCH or 52 for PCCCH

The index to the required paging block of the "available" blocks in the multiframe:


Paging block index = PAGING_GROUP mod (M div 64)

where the index is then used with look‑up tables of clause 7 to determine the actual PPCH block to be monitored. Table 5 is used for CCCH and table 7 for PCCCH.

For CCCH, if SPLIT_PG_CYCLE>32 is negotiated, SPLIT_PG_CYCLE=32 shall be used, in order to provide the MS enough time for BSIC and System Information decoding.

NOTE:
On BCCH, the operator should limit DRX_TIMER_MAX (see 3GPP TS 04.60) to 4 seconds of the same reason.
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