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To avoid interoperability issues, the Adhoc on contention resolution issues agreed on the following mobile station behaviour during the contention resolution phase  :

- a mobile station shall accept a Packet Uplink Assignment addressing it by the uplink TFI or TLLI ; if a valid RRBP field is received as part of this message, the mobile station shall transmit a Packet Control Acknowledgment in the block specified in uplink. 

- a mobile station shall not answer to a polling request received in a Packet Uplink Ack/Nack message in case it includes a TLLI not addressing the mobile station ; then an ambiguous word is deleted in section 10.4.5.

- to prevent a mobile station receiving downlink data intended to another mobile station, the mobile station shall not accept a PACKET DOWNLINK ASSIGNMENT or a PACKET TIMESLOT RECONFIGURE message, whatever the address used in these assignment messages.

- a mobile station shall not accept a PACKET CELL CHANGE ORDER, a PACKET MEASUREMENT ORDER and a PACKET POWER CONTROL/TIMING ADVANCE  addressing the mobile station with the uplink TFI

In order to keep the procedures for the one-phase contention resolution in GPRS and EGPRS mode consistent, the specifications of the procedure for these two cases have been merged.

Furthermore, it was noted that there is a problem using  the Packet Uplink Assignment with TLLI as the address to complete the contention resolution in the MS side. It works OK for the intended MS i.e. for the MS with the correct TLLI, but it does not trigger contention resolution failure in the other contending mobiles as it does not provide a linkage between the TFI and the TLLI. The MS cannot conclude contention resolution failure if it receives a PUA with wrong TLLI as there can be several PUAs intended for different mobiles in parallel on the same channels.

So CONTENTION_RESOLUTION_TLLI field is added in PUA and the UL TFI is used as the address in PUA. Then the message can be used for contention resolution completion in the same way as Packet Uplink ACK/NACK. The CONTENTION_RESOLUTION_TLLI is added to the R99 (EGPRS) extension part of the message.
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7.1.2.1.1
Access persistence control on PRACH

The mobile station shall make maximally M + 1 attempts to send a PACKET CHANNEL REQUEST message.

After sending each PACKET CHANNEL REQUEST message, the mobile station shall listen to the  full PCCCH corresponding to its PCCCH_GROUP.

The PRACH Control Parameters IE contains the access persistence control parameters and shall be broadcast on PBCCH and PCCCH. The parameters included in the PRACH Control Parameters IE are:

-
MAX_RETRANS, for each radio priority i (i=1,2,3,4);

-
PERSISTENCE_LEVEL, which consists of the PERSISTENCE_LEVEL P(i) for each radio priority i (i = 1, 2, 3, 4); where P(i) Î {0, 1, …14, 16}. If the PRACH Control Parameters IE does not contain the PERSISTENCE_LEVEL parameter, this shall be interpreted as if P(i)=0 for all radio priorities;

-
S;

-
TX_INT.

The mobile station shall start timer T3186 at the beginning of the Packet Access Procedure. At expiry of timer T3186, the packet access procedure shall be aborted, packet access failure shall be indicated to upper layers and the mobile station shallreturn to packet idle mode.

The first attempt to send a PACKET CHANNEL REQUEST message, may be initiated at the first possible TDMA frame containing PRACH on the PDCH defined by the PCCCH_GROUP for the mobile station (see 3GPP TS 05.02). For each attempt, the mobile station shall draw a random value R with uniform probability distribution in the set {0, 1, …, 15}. The mobile station is allowed to transmit a PACKET CHANNEL REQUEST message if P(i), where i is the radio priority of the TBF being established, is less or equal to R.

After each attempt, the S and T parameters are used to determine the next TDMA frame in which it may be allowed to make a successive attempt. The number of TDMA frames belonging to the PRACH on the PDCH defined by the PCCCH_GROUP for the mobile station between two successive attempts to send a PACKET CHANNEL REQUEST message excluding the TDMA frames potentially containing the messages themselves is a random value drawn for each transmission with uniform probability distribution in the set {S, S + 1, …, S + T ‑ 1};

Here,

M is the value of the parameter MAX_RETRANS, belonging to the Radio Priority of the access;

T is the value of the parameter TX_INT;

S is the value of the parameter S.

Having made M + 1 attempts to send a PACKET CHANNEL REQUEST message, the mobile station shall stop timer T3186 and start timer T3170 . At expiry of timer T3170, the packet access procedure shall be aborted, a packet access failure shall be indicated to upper layer and the mobile station shall  return to packet idle mode.

If the mobile station receives a PACKET DOWNLINK ASSIGNMENT message while it is waiting for a response to a PACKET CHANNEL REQUEST message, it shall abort the packet access procedure and respond to the PACKET DOWNLINK ASSIGNMENT message (see subclause 7.2.1). The mobile station shall then attempt establishment of an uplink TBF using the procedures defined in subclause 8.1.2.5.

– – Next modified section. – –

7.1.2.3
Contention resolution at one phase access

The TLLI is used to uniquely identify the mobile station when sending on uplink. Every RLC data block that is sent on the TBF shall include the TLLI of the mobile station, until the contention resolution is completed on the mobile station side. If MCS-7, MCS-8 or MCS-9 is used for the transmission of the TLLI in EGPRS TBF mode (i.e., the RLC/MAC block is carrying two RLC data blocks), the TLLI shall be inserted in both RLC data blocks. The TLLI shall also be included in the PACKET RESOURCE REQUEST and the ADDITIONAL MS RADIO ACCESS CAPABILITIES messages, if those are sent during the contention resolution.
The retransmission of an RLC data block shall include the TLLI (or the TLLI and the PFI field), if the RLC data block was originally transmitted including these fields, also if the retransmission occurs after the completion of the contention resolution. 
At sending of the first RLC data block, the mobile station shall stop timer T3164, set counter N3104 to 1, and start timer T3166. The counter N3104 shall be stepped each time the mobile station sends an RLC data block.

The network shall respond by including the TLLI in the PACKET UPLINK ACK/NACK message after the first correctly received RLC data block that comprises the TLLI. In EGPRS TBF mode, the network may instead respond by addressing the mobile station with the TLLI in a PACKET UPLINK ASSIGNMENT message, if the resources allocated for the TBF need to be reallocated (see sub-clauses 8.1.1.1.2, 8.1.1.3.1 and 8.1.1.3.2). As an option in EGPRS, the network may also respond instead by addressing the mobile station with the TFI of the assigned TBF and including the TLLI (in the CONTENTION_RESOLUTION_TLLI field) in a PACKET UPLINK ASSIGNMENT message, if the resources allocated for the TBF need to be reallocated (see sub-clauses 8.1.1.1.2, 8.1.1.3.1 and 8.1.1.3.2).

The contention resolution is completed on the network side when the network receives an RLC data block that comprises the TLLI value that identifies the mobile station and the TFI value associated with the TBF.

The contention resolution is successfully completed on the mobile station side when the mobile station receives a PACKET UPLINK ACK/NACK message addressing the mobile station with the TFI value associated with the uplink TBF and including the same TLLI value that the mobile station has included in the RLC header of the first RLC data blocks, or, in EGPRS TBF mode, a PACKET UPLINK ASSIGNMENT message addressing the mobile station with the same TLLI value that the mobile station included in the RLC header of the first RLC data blocks. The mobile shall then stop timer T3166 and counter N3104.

The contention resolution has failed on the mobile station side when the counter N3104 reaches its maximum value, or timer T3166 expires. The contention resolution also fails, if the mobile station receives a PACKET UPLINK ACK/NACK message or in EGPRS TBF mode a PACKET UPLINK ASSIGNMENT message addressing the TFI associated with the TBF and including a TLLI value other than that the mobile station included in the RLC header of the first RLC data blocks ; in such a case, the mobile station shall not transmit a PACKET CONTROL ACKNOWLEDGEMENT in the uplink radio block specified if a valid RRBP field is received as part of the PACKET UPLINK ACK/NACK message. 
In case of a contention resolution failure on the mobile station side, the mobile station shall reset the counter N3104 and stop timer T3166, if not expired. The mobile station shall stop transmitting on the TBF and reinitiate the packet access procedure, unless it has already been repeated 4 times. In that case, a TBF failure has occurred, see sub-clause 7.2.2.

7.1.2.3a
RLC/MAC procedures during contention resolution
During the contention resolution, the mobile station may receive a non-distribution RLC/MAC control message addressing the mobile station by TLLI or the TFI value associated with the uplink TBF. The mobile station shall act on that message using the procedure defined for the message when it is received in packet transfer mode during operation on an uplink TBF (see clause 8), with the following restrictions :

· the mobile station shall not accept a PACKET MEASUREMENT ORDER message, a PACKET CELL CHANGE ORDER message and a PACKET POWER CONTROL/TIMING ADVANCE message addressing the mobile station with the TFI value associated with the uplink TBF ; 

· The mobile station shall not accept a PACKET DOWNLINK ASSIGNMENT or a PACKET TIMESLOT RECONFIGURE message.
If a valid RRBP field is received as part of the RLC/MAC control block, the mobile station shall transmit a PACKET CONTROL ACKNOWLEDGEMENT message in the uplink radio block specified (see clause 10.4.5) if it acts on the message ; the mobile station may transmit a PACKET CONTROL ACKNOWLEDGEMENT message in the uplink radio block specified if it does not act on the message.

In either case, the mobile station shall continue with the contention resolution on the uplink TBF, till it either completes successfully or fails, or that the uplink TBF is released as a result of the procedure defined for the message that is received.










10.4.5
Relative Reserved Block Period (RRBP) field

The RRBP value specifies a single uplink block in which the mobile station shall transmit either a PACKET CONTROL ACKNOWLEDGEMENT message or a PACCH block to the network. If the RRBP field is received as part of an RLC/MAC block containing an RLC/MAC control block containing any message except Packet Paging Request, Packet Access Reject, and Packet Queueing Notification, the mobile station shall transmit a PACKET CONTROL ACKNOWLEDGEMENT message in the uplink radio block specified. If the RRBP field is received as part of an RLC/MAC block containing an RLC/MAC control block containing a Packet Paging Request, Packet Access Reject, or Packet Queueing Notification message, the mobile station shall ignore this RRBP field. The mobile station shall only react on RLC/MAC control blocks containing a valid RRBP field if the mobile station is addressed eitherin the downlink RLC/MAC control block header or in the control message itself. If the control message is segmented into more than one downlink RLC/MAC control blocks the mobile station shall react only on RLC/MAC control blocks containing a valid RRBP field if the mobile station is addressed in the downlink RLC/MAC control block header.

If the mobile station receives two or more RLC/MAC blocks containing an RLC/MAC control message with different RRBP values such that they specify the same uplink block, the mobile station shall transmit one PACKET CONTROL ACKNOWLEDGEMENT message in the specified uplink radio block.

If the RRBP field is received as part of a RLC/MAC block containing an RLC data block, the mobile station shall transmit a PACCH block in the specified uplink radio block. If the mobile station receives two or more RLC/MAC blocks containing an RLC data block with different RRBP values such they specify the same uplink radio block, the mobile station shall transmit one PACCH block in the specified uplink radio block.

If the mobile station receives an RLC data block and an RLC/MAC control block with different RRBP values such that they specify the same uplink radio block, the mobile station shall transmit an PACKET CONTROL ACKNOWLEDGEMENT message in the specified uplink radio block.

The mobile station shall always transmit the uplink radio block on the same timeslot as the block where the RRBP was received. After receiving an RLC/MAC block containing a valid RRBP field the mobile station need not monitor the USF in the associated downlink RLC/MAC block appearing just before the uplink block it shall transmit.

A polled control message shall always be sent in the uplink block specified by the corresponding valid RRBP field of a downlink RLC/MAC control block, and not in any other uplink block that may be allocated to the mobile station.

The network should not use the RRBP field to schedule the transmission of a PACKET CONTROL ACKNOWLEDGEMENT message or an uplink PACCH block later than the second last block, B(x‑2) mod 12, before the first block, B(x), where the mobile station shall be ready to transmit and receive using a new assignment. A mobile station that is scheduled an uplink block later than that may omit responding to the polling request or may delay the access using the new assignment, in order to respond to the polling request.

The network should not use the RRBP field to schedule the transmission of PACKET CONTROL ACKNOWLEDGEMENT messages or uplink PACCH blocks, in such way, that a mobile station has more than three such uplink blocks pending for transmission at any instant. A mobile station, that is scheduled such uplink blocks more frequent than that, may omit responding to the excessive polling requests.

Table 1 indicates the number of TDMA frames the mobile station shall wait before transmitting the uplink RLC/MAC block. The delay is relative to the first TDMA frame (N) of the downlink block containing the RRBP value. For definition of TDMA frame numbering, see 3GPP TS 05.02.

Table 1: Relative Reserved Block Period (RRBP) field

bit
Full-rate PDCH
Half-rate PDCH

6 5
uplink block with TDMA frame number
uplink block with TDMA frame number

0 0
(N+13) mod 2715648
Reserved

0 1
(N+17 or N+18) mod 2715648
(N+17 or N+18) mod 2715648

1 0
(N+21 or N+22) mod 2715648
reserved

1 1
(N+26) mod 2715648
(N+26) mod 2715648

If the mobile station is operating on a half-rate PDCH and it receives an RLC/MAC block with a reserved RRBP value, it shall regard the RRBP field as not valid and shall ignore the polling.

11.2.29
Packet Uplink Assignment

This message is sent on the PCCCH or PACCH by the network to the mobile station to assign uplink resources. The mobile station may be addressed by TFI, TQI, or Packet Request Reference depending upon the procedure used. A mobile allocation or reference frequency list received as part of this assignment message shall be valid until new assignment is received or each TBF of the MS are terminated.

Message type:
PACKET UPLINK ASSIGNMENT

Direction:


network to mobile station

Classification:
non-distribution message

Table 105: Packet UPlink ASSIGNMENT information elements

< Packet Uplink Assignment message content > ::=


< PAGE_MODE : bit (2) >


{ 0 | 1 <PERSISTENCE_LEVEL : bit (4) > * 4 }


{
{ 0
< Global TFI : < Global TFI IE > >



 | 10
< TLLI : bit (32) >



 | 110
< TQI : bit (16) >



 | 111
< Packet Request Reference : < Packet Request Reference IE > > }



{ 0

-- Message escape



{
< CHANNEL_CODING_COMMAND : bit (2) >





< TLLI_BLOCK_CHANNEL_CODING : bit (1) >





< Packet Timing Advance : < Packet Timing Advance IE > >





{ 0 | 1
< Frequency Parameters : < Frequency Parameters IE > > }





{ 01
<Dynamic Allocation : < Dynamic Allocation struct > >





 | 10
<Single Block Allocation : < Single Block Allocation struct > >





 | 00
< extension >





 | 11
< Fixed allocation : < Fixed Allocation struct > > }





 { null | 0 bit** = < no string > -- Receiver backward compatible with earlier version






 | 1





-- Additions for R99
 





{ 0 | 1 <Packet Extended Timing Advance : bit (2)> }






< padding bits > }





 ! < Non-distribution part error : bit (*) = < no string > > } 



| 1
 -- Message escape bit used to define EGPRS message contents




{ 00 {
{ 0 | 1 <CONTENTION_RESOLUTION_TLLI : bit(32) > }




{ 0 | 1 < COMPACT reduced MA : < COMPACT reduced MA IE >> }





< EGPRS Channel Coding Command : < EGPRS Modulation and Coding IE >>






< Resegment : < Resegment IE >> 






< EGPRS Window Size : < EGPRS Window Size IE >






{ 0 | 1 < Access Technologies Request : Access Technologies Request struct >}






< ARAC RETRANSMISSION REQUEST : bit (1) >






< TLLI_BLOCK_CHANNEL_CODING : bit (1) >







{ 0 | 1 < BEP_PERIOD2 : bit(4) > }





< Packet Timing Advance : < Packet Timing Advance IE > >







{ 0 | 1 <Packet Extended Timing Advance : bit (2)> }






 { 0 | 1
< Frequency Parameters : < Frequency Parameters IE > > }






 { 01
<Dynamic Allocation : < Dynamic Allocation struct > >






 | 10
<Multi Block Allocation : < Multi Block Allocation struct > >






 | 00
< extension >






 | 11
< Fixed allocation : < Fixed Allocation struct > > }






< padding bits >






! < Non-distribution part error : bit (*) = < no string > > }





! < Message escape : { 01| 10 | 11 } bit (*) = <no string> > }} – Extended for future changes


 ! < Address information part error : bit (*) = < no string > > } 


 ! < Distribution part error : bit (*) = < no string > > ;



<extension> ::=
-- Future extension can be done by modifying this structure

null ;



<Dynamic Allocation struct > ::= 


< EXTENDED_DYNAMIC_ALLOCATION : bit (1) >


{ 0 | 1 < P0 : bit (4) > 

 


< PR_MODE : bit (1) > }


< USF_GRANULARITY : bit (1) >


{ 0 | 1 < UPLINK_TFI_ASSIGNMENT : bit (5) > }


{ 0 | 1 < RLC_DATA_BLOCKS_GRANTED : bit (8) > }


{ 0 | 1 < TBF Starting Time : < Starting Frame Number Description IE > > }


{ 0





-- Timeslot Allocation


{ 0 | 1 < USF_TN0 : bit (3) > }



{ 0 | 1 < USF_TN1 : bit (3) > }



{ 0 | 1 < USF_TN2 : bit (3) > }



{ 0 | 1 < USF_TN3 : bit (3) > }



{ 0 | 1 < USF_TN4 : bit (3) > }



{ 0 | 1 < USF_TN5 : bit (3) > }



{ 0 | 1 < USF_TN6 : bit (3) > }



{ 0 | 1 < USF_TN7 : bit (3) > }


| 1





-- Timeslot Allocation with Power Control Parameters


< ALPHA : bit (4) >



{ 0 | 1
< USF_TN0 : bit (3) >





< GAMMA_TN0 : bit (5) > }



{ 0 | 1
< USF_TN1 : bit (3) >





< GAMMA_TN1 : bit (5) > }



{ 0 | 1
< USF_TN2 : bit (3) >





< GAMMA_TN2 : bit (5) > }



{ 0 | 1
< USF_TN3 : bit (3) >





< GAMMA_TN3 : bit (5) > }



{ 0 | 1
< USF_TN4 : bit (3) >





< GAMMA_TN4 : bit (5) > }



{ 0 | 1
< USF_TN5 : bit (3) >





< GAMMA_TN5 : bit (5) > }



{ 0 | 1
< USF_TN6 : bit (3) >


 


< GAMMA_TN6 : bit (5) > }



{ 0 | 1
< USF_TN7 : bit (3) >





< GAMMA_TN7 : bit (5) > } } ;



<Single Block Allocation struct > ::=


< TIMESLOT_NUMBER : bit (3) > 


{ 0 | 1 < ALPHA : bit (4) >


< GAMMA_TN : bit (5) >}


{ 0 | 1 < P0 : bit (4) >




< BTS_PWR_CTRL_MODE : bit (1) > 




< PR_MODE : bit (1) > }


< TBF Starting Time : < Starting Frame Number Description IE > > ;



<Fixed Allocation struct > ::= 


{ 0 | 1 < UPLINK_TFI_ASSIGNMENT : bit (5) > }


< FINAL_ALLOCATION : bit (1) >


< DOWNLINK_CONTROL_TIMESLOT: bit (3) >


{ 0 | 1 < P0 : bit (4) >




< BTS_PWR_CTRL_MODE : bit (1) > 




< PR_MODE : bit (1) > }


{ 0
< TIMESLOT_ALLOCATION : bit (8) >


 | 1
< Power Control Parameters : < Power Control Parameters IE > > }


< HALF_DUPLEX_MODE : bit (1) >


< TBF Starting Time : < Starting Frame Number Description IE > > 


{ 0
{ 0


-- with length of Allocation Bitmap



< BLOCKS_OR_BLOCK_PERIODS : bit (1) >




< ALLOCATION_BITMAP_LENGTH : bit (7) > 




< ALLOCATION_BITMAP : bit (val(ALLOCATION_BITMAP_LENGTH)) >



 | 1


-- without length of Allocation Bitmap (fills remainder of the message)



< ALLOCATION_BITMAP : bit ** > } 



 ! < Message escape : 1 bit (*) = <no string> > } ;



< Multi Block Allocation struct > ::=


< TIMESLOT_NUMBER : bit (3) >


{ 0 | 1 < ALPHA : bit (4) >


< GAMMA_TN : bit (5) >}


{ 0 | 1 < P0 : bit (4) >




< BTS_PWR_CTRL_MODE : bit (1) >




< PR_MODE : bit (1) > }


< TBF Starting Time : < Starting Frame Number Description IE > >


< NUMBER OF RADIO BLOCKS ALLOCATED: bit (2)>;



<Access Technologies Request struct> ::= -- recursive structure allows any combination of Access technogies

<Access Technology Type : bit (4)>


{ 0 | 1 <Access Technologies Request struct> };



NOTE:
If the ALLOCATION_BITMAP_LENGTH is not present, then the ALLOCATION_BITMAP field is variable length and fills the remainder of the message.

Table 106: Packet UPlink ASSIGNMENT information element details

PAGE_MODE (2 bit field)
This field is defined in clause 12.20.

PERSISTENCE_LEVEL (4 bit field for each Radio Priority 1…4)
This field is defined in subclause 12.14, PRACH Control Parameters.

Referenced Address struct
This information element contains the address of the mobile station addressed by the message.

Global TFI
This information element identifies the uplink TFI, if available, or the downlink TFI, to which this message applies. This field is defined in subclause 12.10.

TQI (16 bit field)
This field is defined in subclause 12.17.

Packet Request Reference
This information element is defined in subclause 12.11.

TIMESLOT_ALLOCATION (8 bit field)
This field is defined in subclause 12.18. If this field is not present, the timeslot allocation is indicated by the Power
Control Parameters IE.

CHANNEL_CODING_COMMAND (2 bit field)
The Channel Coding Indicator field indicates the channel coding scheme that the mobile station shall use when transmitting data on the uplink.

Bit
2 1

0 0

CS-1
0 1

CS-2
1 0

CS-3
1 1

CS-4

CONTENTION_RESOLUTION_TLLI (32 bit field)
The CONTENTION_RESOLUTION_TLLI field is present only if the network has decoded one of the uplink blocks containing the TLLI during the EGPRS one phase access. The mobile station shall perform the contention resolution function if this field is present. This field contains a TLLI, which is defined in subclause 12.16. See section 7.1.2.3a.

COMPACT reduced MA 
This information element is defined in subclause 12.29.

EGPRS Modulation and Coding Scheme

The EGPRS Modulation and Coding Scheme information element is defined in clause 12.10d.

Resegment

The Resegment information element is defined in clause 12.10e.

EGPRS Window Size

This information element is defined in subclause 12.5.2.

TLLI_BLOCK_CHANNEL_CODING (1 bit field)
This field indicates the channel coding command that the mobile station shall use for any RLC data block containing a TLLI field in the RLC data block header. This field is coded as shown:

0
the MS shall use CS-1 in GPRS TBF mode or MCS-1 in EGPRS TBF mode for any RLC data block containing a TLLI in the RLC data block header
1
the MS shall use the value commanded in the CHANNEL_CODING_COMMAND for any RLC data block


containing a TLLI in the RLC data block header

BEP_PERIOD2 (4 bit field)
This field contains a constant which is used for filtering channel quality measurements in EGPRS. BEP_PERIOD2 when present, or if not, when received in a previous message of the same TBF session, shall be used instead of BEP_PERIOD. For details see 3GPP TS 05.08.

Range: 0 to 15

UPLINK_TFI_ASSIGNMENT (5 bit field)
This information element, if present, assigns the contained TFI to the mobile station to identify to uplink TBF described by this message. This field is coded the same as the TFI field defined in subclause 12.15.

Packet Timing Advance
This information element is defined in subclause 12.12.

Frequency Parameters
This information element, if present, assigns frequency parameters to the uplink TBF. If this information element is not present the mobile station shall use its previously assigned frequency parameters. This information element is defined in subclause 12.8.

Dynamic Allocation struct
This information element contains parameters necessary to define the radio resources of a dynamic allocation or an extended dynamic allocation.

EXTENDED_DYNAMIC_ALLOCATION (1 bit field)
This information field indicates the medium access mode to be used during the TBF.
0
Dynamic Allocation
1
Extended Dynamic Allocation

Power Control Parameters
This information element, if present, contains power control parameters and the timeslot allocation for the mobile station. If this information element is not present, the MS shall continue to use the previous parameters. This information element is defined in subclause 12.13.

RLC_DATA_BLOCKS_GRANTED (8 bit field)
The RLC/MAC blocks Granted field assigns a fixed number of RLC data blocks that the mobile station shall transmit during the uplink TBF. If the RLC_DATA_BLOCKS_GRANTED field is present the mobile station shall transmit only the assigned number of RLC data blocks. Otherwise the duration of the uplink TBF is undefined. Retransmissions of negatively acknowledged RLC data blocks do not apply toward the maximum number. This field is encoded as a binary number as shown:

     bit
8 7 6 5 4 3 2 1
0 0 0 0 0 0 0 0

9 RLC data blocks
0 0 0 0 0 0 0 1

10 RLC data blocks
    . . .
 1 1 1 1 1 1 1 1

264 RLC data blocks

TBF Starting Time
The TBF Starting Time field contains a starting time that indicates the frame number during which the assigned TBF may start.

In case of dynamic allocation, if no uplink TBF is in progress, the MS need not monitor the USF field until the TDMA frame number occurs. When the indicated TDMA frame number occurs, the mobile station shall immediately begin to monitor the USF field and use the new assigned uplink TBF parameters when its USF has occured. If an uplink TBF is already in progress, the MS shall continue to use the parameters of the existing TBF until the TDMA frame number occurs. When the indicated TDMA frame number occurs, the mobile station shall immediately begin to monitor the USF field and use the new assigned uplink TBF parameters when its USF has occured.

In case of single block allocation, the mobile station shall use the assigned timeslot during the RLC/MAC block whose first TDMA burst occurs in the indicated TDMA frame number.

In case of fixed allocation, if no uplink TBF is in progress, the MS shall wait untile the TDMA frame number occurs, and then. shall use the assigned uplink resources from the indicated TDMA frame number forward, according to the parameters in the fixed allocation struct. If an uplink TBF is in progress, the MS shall continue to use the parameters of the existing TBF until the TDMA frame number occurs. When the TDMA frame number occurs, the MS shall then use the assigned uplink resources from the indicated TDMA frame number forward, according to the parameters in the fixed allocation struct.

This information element is encoded as the Starting Frame Number Description IE. See subclause 12.21.

USF for Timeslot Number 0 (TN0) (3 bit field)
USF for Timeslot Number 1 (TN1) (3 bit field)
USF for Timeslot Number 2 (TN2) (3 bit field)
USF for Timeslot Number 3 (TN3) (3 bit field)
USF for Timeslot Number 4 (TN4) (3 bit field)
USF for Timeslot Number 5 (TN5) (3 bit field)
USF for Timeslot Number 6 (TN6) (3 bit field)
USF for Timeslot Number 7 (TN7) (3 bit field)

These fields indicate the USF value assigned to the MS for allocated timeslots (range 0 to 7). These fields are encoded as a binary presentation of the USF value as defined in subclause 10.4.1.

USF_GRANULARITY (1 bit field)
This information field indicates the USF granularity to be applied by the mobile station when it is assigned a TBF using Dynamic Allocation.

0
the mobile station shall transmit one RLC/MAC block
1
the mobile station shall transmit four consecutive RLC/MAC blocks

Single Block Allocation struct
This information element contains parameters necessary to define the radio resources of a Single Block allocation. For example for sending of a PACKET RESOURCE REQUEST message in a two phase access or a Measurement report.

TIMESLOT_NUMBER (3 bit field)
This field indicates the timeslot assigned for transfer of a single RLC/MAC block on the uplink. This field is coded as the binary representation of the timeslot number as defined in 3GPP TS 05.10.
Range 0 to 7

ALPHA (4 bit field)
For encoding and description see the Global Power Control Parameters IE.

GAMMA_TN (5 bit field)
The GAMMA_TN field is the binary representation of the parameter GCH for MS output power control in units of 2 dB, see 3GPP TS 05.08. The GAMMA_TN field is coded according to the following table:

   bit
5 4 3 2 1
0 0 0 0 0

GCH = 0 dB
0 0 0 0 1

GCH = 2 dB
: : : :
1 1 1 1 0

GCH = 60 dB
1 1 1 1 1

GCH = 62 dB

P0 (4 bit field)
This field is an optional downlink power control parameter. If P0 is present, then downlink power control is used; otherwise, if P0 is not present, then downlink power control is not used. Its meaning is specific to downlink power control modes A and B used by the network, as per 3GPP TS 05.08. It is encoded as follows:

  bit
4 3 2 1 
0 0 0 0

P0 = 0 dB
0 0 0 1

P0 = 2 dB
0 0 1 0

P0 = 4 dB
   :
1 1 1 1

P0 = 30 dB

BTS_PWR_CTRL_MODE (1 bit field)
This field indicates the downlink power control mode used by the network, as defined in 3GPP TS 05.08. It is encoded as follows:

0
Mode A
1
Mode B

PR_MODE (1 bit field)
This field indicates , as defined in 3GPP TS 05.08. It is encoded as follows: 
0
PR mode A : for one addressed MS
1
PR mode B : for all MS

Fixed Allocation struct
This information element contains parameters necessary to define the radio resources of a fixed allocation.

FINAL_ALLOCATION (1 bit field)
This field indicates whether this allocation is the last allocation of the TBF.

0
this allocation is not the last allocation of the TBF
1
this allocation is the last allocation of the TBF

HALF_DUPLEX_MODE (1 bit field)
This information field indicates, for multislot class 19 to 29, whether the mobile station shall operate in half duplex mode. Other mobile stations shall consider this field as 0.

0
the MS shall not operate in half duplex mode
1
the MS shall operate in half duplex mode

BLOCKS_OR_BLOCK_PERIODS (1 bit field)
This indicates if the ALLOCATION_BITMAP is to be interpreted as blocks or block periods.

0
the ALLOCATION_BITMAP is to be interpreted as blocks
1
the ALLOCATION_BITMAP is to be interpreted as block periods

DOWNLINK_CONTROL_TIMESLOT (3 bit field)
This information field indicates the downlink timeslot that mobile station operating in fixed allocation mode shall monitor for downlink PACCH. This field is coded as the binary representation of the timeslot number as defined in 3GPP TS 05.10.
Range 0 to 7

ALLOCATION_BITMAP_LENGTH (7 bit field)
This specifies the number of bits in the ALLOCATION_BITMAP.
Range 0 to 127

ALLOCATION_BITMAP (variable length field)
If The ALLOCATION_BITMAP field is variable length. If the ALLOCATION_BITMAP_LENGTH field is not present, the ALLOCATION_BITMAP fills the remainder of the message. If the BLOCKS_OR_BLOCK_PERIODS field is not present, then the ALLOCATION_BITMAP should be interpreted as blocks. This field is defined in subclause 12.4.

Packet Extended Timing Advance (2 bit field) 
This field is defined in subclause 12.12b.

Multi Block Allocation struct
This information element contains parameters necessary to define the radio resources of a Multi Block allocation.

NUMBER OF RADIO BLOCKS ALLOCATED(2 bit field)

Bits
1 0
0 0

1 radio block reserved for uplink transmission
0 1 
2 radio blocks reserved for uplink transmission
1 0

reserved for future use
1 1

reserved for future use

ACCESS TECHNOLOGY TYPE

This field indicates the access technology that is requested from the mobile station. The field is coded according to the definition in GSM 24.008. The access technology types requested from the MS in the Access Technologies Request structure shall be classified by priority, the most important first. The MS shall reply using the same order.

ARAC RETRANSMISSION REQUEST (1 bit field)

0
indicates that retransmission of an ADDITIONAL MS RADIO ACCESS CAPABILITIES message is not requested
1
indicates that retransmission of an ADDITIONAL MS RADIO ACCESS CAPABILITIES message is requested
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