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	Reason for change:
(

	Wrong coding of length bytes in the "Proactive SIM Command 22.6: GET INKEY" which is used for test 27.22.4.2. 

	
	

	Summary of change:
(

	In the "Proactive SIM Command 22.6: GET INKEY" the coding for the following length bytes are changed:

1. BER-TLV data object for GET INKEY
(AC  -->  AD)

2. Included SIMPLE-TLV data object for "Text String"
(81 A0  -->  81 A1)



	
	

	Consequences if 
(

not approved:
	Conformant GSM terminals may unfairly fail the terminal type testing. 

	
	

	Clauses affected:
(

	27.22 -->
section "Definition of default values for Proactive SIM Commands",





part "Proactive SIM Command 22.6: GET INKEY", "Coding"
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Proactive SIM Command 22.5: GET INKEY

Logically:


Command details



Command number:
1



Command type:
GET INKEY



Command qualifier:
digits (0-9, *, # and +) only


Device identities



Source device:
SIM



Destination device:
ME


Text string



Data coding scheme:
unpacked, 8 bit data



Text:

"<ABORT>"

Coding:

	BER-TLV:
	D0
	13
	81
	03
	01
	22
	00
	82
	02
	81
	82
	8D

	
	08
	04
	3C
	41
	42
	4F
	52
	54
	3E
	
	
	


Proactive SIM Command 22.6: GET INKEY

Logically:


Command details



Command number:
1



Command type:
GET INKEY



Command qualifier:
SMS default alphabet


Device identities



Source device:
SIM



Destination device:
ME


Text string



Data coding scheme:
unpacked, 8 bit data



Text:

"Enter "x". This command instructs the ME to display text, and to expect the user to enter a single character. Any response entered by the user shall be passed t"

Coding:

	BER-TLV:
	D0
	81
	AD
	81
	03
	01
	22
	01
	82
	02
	81
	82

	
	8D
	81
	A1
	04
	45
	6E
	74
	65
	72
	20
	22
	78

	
	22
	2E
	20
	54
	68
	69
	73
	20
	63
	6F
	6D
	6D

	
	61
	6E
	64
	20
	69
	6E
	73
	74
	72
	75
	63
	74

	
	73
	20
	74
	68
	65
	20
	4D
	45
	20
	74
	6F
	20

	
	64
	69
	73
	70
	6C
	61
	79
	20
	74
	65
	78
	74

	
	2C
	20
	61
	6E
	64
	20
	74
	6F
	20
	65
	78
	70

	
	65
	63
	74
	20
	74
	68
	65
	20
	75
	73
	65
	72

	
	20
	74
	6F
	20
	65
	6E
	74
	65
	72
	20
	61
	20

	
	73
	69
	6E
	67
	6C
	65
	20
	63
	68
	61
	72
	61

	
	63
	74
	65
	72
	2E
	20
	41
	6E
	79
	20
	72
	65

	
	73
	70
	6F
	6E
	73
	65
	20
	65
	6E
	74
	65
	72

	
	65
	64
	20
	62
	79
	20
	74
	68
	65
	20
	75
	73

	
	65
	72
	20
	73
	68
	61
	6C
	6C
	20
	62
	65
	20

	
	70
	61
	73
	73
	65
	64
	20
	74
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