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The rough RTD value, that is included to the E-OTD assistance data, is targeted to assist MS when making E-OTD measurements. However, the Rough RTD value alone is not, in practice, usable for MS. The problem is that the MS's location is not known.  An unknown MS's location makes it possible for the OTDs (to be measured in the MS's current location) to differ for several bit periods (up to ten bit periods or so) of the reported RTD value.  Unfortunately, the amount of this uncertainty is unknown. This makes the RTD values not usable, because the correlation properties of normal and dummy bursts are so poor that this kind of uncertainty can not be allowed. However, this can be compensated for if the distance between the reference BTS and the BTS to be measured on is know. Therefore, this CR proposes to add text indicating that the reference BTS position and the relative position of the measured BTS “should” always be sent, both for MS based and MS assisted OTD.
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The CR adds text suggesting the inclusion of the reference BTS position and the relative position of the measured BTS “should” always be sent with E-OTD assistance data, both for MS based and MS assisted OTD.
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Elements of Components

5.1
ASN.1 Description

The following ASN.1 code defines the elements of components. See the Annex A for further description of the contents of components and their elements.

-- add these defintions to RRLP-Components module

-- Position instructions

PositionInstruct ::= SEQUENCE {


-- Method type 


methodType



MethodType,



positionMethod


PositionMethod,


measureResponseTime

MeasureResponseTime,




useMultipleSets


UseMultipleSets,




environmentCharacter
EnvironmentCharacter
OPTIONAL


}



--

MethodType ::= CHOICE {


msAssisted

AccuracyOpt,


-- accuracy is optional


msBased


Accuracy,



-- accuracy is mandatory


msBasedPref

Accuracy,



-- accuracy is mandatory


msAssistedPref
Accuracy



–- accuracy is mandatory

}



-- Accuracy of the location estimation

AccuracyOpt ::= SEQUENCE {


Accuracy

Accuracy 
OPTIONAL

}



-- The values of this field are defined in 3GPP TS 03.32 (Uncertainty code)

Accuracy ::= INTEGER (0..127)



-- Position Method

PositionMethod ::= ENUMERATED {


eotd (0),


gps (1),


gpsOrEOTD (2)

}



-- Measurement request response time 

MeasureResponseTime ::= INTEGER (0..7)



-- useMultiple Sets, FFS!

UseMultipleSets ::= ENUMERATED {


multipleSets (0),

-- multiple sets are allowed


oneSet (1)



-- sending of multiple is not allowed

}



-- Environment characterization

EnvironmentCharacter ::= ENUMERATED {


badArea (0),

-- bad urban or suburban, heavy multipath and NLOS


notBadArea (1),

-- light multipath and NLOS


mixedArea (2),

-- not defined or mixed environment


...

}



-- E-OTD reference BTS for Assitance data IE

ReferenceAssistData ::= SEQUENCE {


bcchCarrier


BCCHCarrier,





-- BCCH carrier


bsic



BSIC,







-- BSIC


timeSlotScheme

TimeSlotScheme, 




-- Timeslot scheme

-- btsPosition should always be included, parameter is optional for protocol


-- backwards compatibility reasons

btsPosition


BTSPosition


OPTIONAL

}



-- ellipsis point and 

-- ellipsoid point with altitude shapes are supported 

BTSPosition ::= Ext-GeographicalInformation 



-- RF channel number of BCCH

BCCHCarrier ::= INTEGER (0..1023)



-- Base station Identity Code

BSIC ::= INTEGER (0..63)



-- Timeslot scheme

TimeSlotScheme ::= ENUMERATED {


equalLength (0),


variousLength (1)

}



-- Time slot (modulo)

ModuloTimeSlot ::= INTEGER (0..3)



-- E-OTD measurement assistance data IE

-- The total number of neighbors in this element (MsrAssistData)

-- and in SystemInfoAssistData element (presented neighbors

-- can be at a maximum 15!)

MsrAssistData ::= SEQUENCE {


 msrAssistList SeqOfMsrAssistBTS

}

SeqOfMsrAssistBTS ::= SEQUENCE (SIZE(1..15)) OF MsrAssistBTS

MsrAssistBTS ::= SEQUENCE {


bcchCarrier


BCCHCarrier,

-- BCCH carrier


bsic



BSIC,



-- BSIC


multiFrameOffset
MultiFrameOffset,
-- multiframe offset


timeSlotScheme

TimeSlotScheme,

-- Timeslot scheme


roughRTD


RoughRTD,


-- rough RTD value


-- Location Calculation Assistance data is moved here

-- calcAssistanceBTS should always be included, parameter is optional

-- for protocol backwards compatibility reasons

calcAssistanceBTS
CalcAssistanceBTS
OPTIONAL

}



-- Multiframe offset

MultiFrameOffset ::= INTEGER (0..51)



-- Rough RTD value between one base station and reference BTS

RoughRTD ::= INTEGER (0..1250)



-- E-OTD Measurement assistance data for system information List IE

-- The total number of base stations in this element (SystemInfoAssistData

-- presented neighbors) and in MsrAssistData element can be at a maximum 15.

SystemInfoAssistData ::= SEQUENCE {


systemInfoAssistList 
SeqOfSystemInfoAssistBTS

}

SeqOfSystemInfoAssistBTS::= SEQUENCE (SIZE(1..32)) OF SystemInfoAssistBTS



-- whether n.th is present or not ?

SystemInfoAssistBTS ::= CHOICE {


notPresent

NULL,


present

AssistBTSData

}



-- Actual assistance data for system information base station

AssistBTSData ::= SEQUENCE {


bsic



BSIC,



-- BSIC


multiFrameOffset
MultiFrameOffset,
-- multiframe offset


timeSlotScheme

TimeSlotScheme,

-- Timeslot scheme


roughRTD


RoughRTD,


-- rough RTD value


-- Location Calculation Assistance data

-- calcAssistanceBTS should always be included, parameter is optional


-- for protocol backwards compatibility reasons

calcAssistanceBTS
CalcAssistanceBTS
OPTIONAL

}



-- E-OTD Location calculation and expected OTD calculation assistance data,

-- CalcAssistanceBTS element is optional not subfields 

CalcAssistanceBTS ::= SEQUENCE {


fineRTD



FineRTD,

-- fine RTD value between base stations


referenceWGS84

ReferenceWGS84
-- reference coordinates

}



-- Coordinates of neighbour BTS, WGS-84 ellipsoid 

ReferenceWGS84 ::= SEQUENCE {


relativeNorth
RelDistance,



-- relative distance (south negative)


relativeEast
RelDistance,



-- relative distance (west negative)


-- Relative Altitude is not always known


relativeAlt

RelativeAlt

OPTIONAL
-- relative altitude

}



-- Fine RTD value between this BTS and the reference BTS


FineRTD ::= INTEGER (0..255)



-- Relative north/east distance

RelDistance ::= INTEGER (-200000..200000)



A.2.2.2
E-OTD Reference BTS for Assistance Data Element

The RTD and 51 multiframe offset values in the E-OTD Measurement Assistance Data element, and the E-OTD Measurement Assistance Data for System Information List element are calculated relative to the BTS indicated in this element. Also the E-OTD Measurement Assistance data for System Information List element, if present, refers to the System Information Neighbor List of this reference BTS.

Inclusion of this parameter is mandatory for E-OTD since it is not possible to reliably default to the current serving BTS for the target MS, as there is a small chance that the SMLC does not know this. If the E-OTD Measurement Assistance data for System Information List element is present, the current serving cell must be the same as reference BTS identified in this element.

BCCH Carrier
This field indicates the absolute RF channel number of BCCH of the reference BTS. This field is mandatory.

Range: 0 – 1023

BSIC
This field indicates the BSIC (Base  Station  Identity Code) of the reference BTS. This field is mandatory.

Range: 0 - 63

Time Slot Scheme
The Time Slot Scheme field indicates the type of transmission scheme the reference BTS is using. If the MS measures BTSs signals from time slots other than 0 or 4, and it is informed about the burst length schemes used by BTSs, then it can compensate for the possible error. (This is necessary if the MS averages bursts from different time slots, and the BTS uses varying lengths of bursts.) This field is mandatory.

'0' = all time slots are 156.25 bits long

'1' = time slots 0 and 4 are 157 bits long and other time slots are 156 bits long

BTS Position 

This field contains the BTS position in the format defined in 3GPP TS 03.32. This field is optional, but should be present for MS based E-OTD positioning. It should also be present for MS assisted E-OTD positioning to allow the MS to calculate the expected OTD based on the Rough RTD value together with the position of the reference BTS and the relative position of the BTS to be measured on. For MS assisted E-OTD, the accuracy of the position does not need to be high, an accuracy as low as 100 km is good enough. The allowed shapes are:

-
ellipsoid point;

-
ellipsoid point with altitude.

A.2.2.3
E-OTD Measurement Assistance Data Element

This element identifies BTSs that are used for E-OTD measurements. This element helps the MS to make measurements from neighbor BTS (even below decoding level). This element is optional in the Measure Position Request component. The presence of this element means that the MS should try to measure the E-OTD values between the reference BTS and the BTSs identified in this element.

This element is used to deliver E-OTD measurement assistance data for those BTSs, that are not included in the System Information Neighbor List of the reference BTS, if necessary. 

The RTD and 51 multiframe offset values are calculated relative to the BTS indicated in the E-OTD Reference BTS for Assistance Data element. This element contains the following fields.

Number of BTSs
This field indicates how many BTSs are included in this IE. This field is mandatory. The maximum number of BTSs in this message for whom the assistance data can be given is 16 (reference BTS and 15 neighbour BTSs). Thus the sum of Number of BTSs field in this IE and total amount of E-OTD Neighbour present bits with value '1' in E-OTD Measurement Assistance Data for System Information List IE can be at a maximum 15.

Range: 1 to 15.

The following fields are repeated for the number of BTSs included in the Number of BTSs field.

BCCH Carrier
This field indicates the absolute RF channel number of BCCH of the particular BTS. This field is mandatory.

Range: 0 – 1023

BSIC
This field indicates the BSIC (Base  Station  Identity Code) of the particular BTS. This field is mandatory.

Range: 0 - 63

Multiframe Offset 
This field indicates the frame difference between the start of the 51 multiframes frames arriving from this BTS and the reference BTS. The multiframe offset is defined as TBTS - TRef, where TBTS is the time of the start of the 51 multiframe in the BTS in question, and TRef  is the time of the start of the 51 multiframe in the reference BTS.  This field is mandatory.

Range: 0 - 51

Time Slot Scheme
The Time Slot Scheme field indicates the type of transmission scheme the particular BTS is using. If the MS measures BTSs signals from time slots other than 0 or 4, and it is informed about the burst length schemes used by BTSs, then it can compensate for the possible error. (This is necessary if the MS averages bursts from different time slots, and the BTS uses varying lengths of bursts.) This field is mandatory.

'0' = all time slots are 156.25 bits long

'1' = time slots 0 and 4 are 157 bits long and other time slots are 156 bits long

Rough RTD
This field indicates the rough RTD value between this BTS and reference BTS. The used resolution is 1 bits. This RTD value is the RTD value of TS0s (i.e. the difference in starting of TS0), not only the RTD between starts of bursts. The RTD is defined as TBTS - TRef, where TBTS is the time of the start of TS0 in the BTS in question, and TRef  is the time of the start of the TS0 in the reference BTS. This field is mandatory.

Range: 0 - 1250

NOTE:
Accurate RTD values are needed for MS based E-OTD, i.e. when the MS calculates its own position. 

The following fields tell the co-ordinates of neighbor BTSs that are used for E-OTD measurements, and also fine RTD values. This information allows the MS to calculate its own location and to calculate the expected OTD for the signal from the BTS. These fields (Fine RTD,  Relative north, Relative east and Relative altitude) are optional. All of Fine RTD,  Relative north, and Relative east fields must be present, if some of them are included. 

Fine RTD
This field indicates the fine RTD value between this BTS and reference BTS. It provides the 1/256 bit duration resolution to the value expressed in the corresponding Rough RTD field. This RTD value is the RTD value of TS0s (i.e. the difference in starting of TS0), not only the RTD between starts of bursts. The RTD is defined as TBTS - TRef, where TBTS is the time of the start of TS0 in the BTS in question, and TRef  is the time of the start of the TS0 in the reference BTS. This field is optional.

Range: 0 - 255

Relative North

This field indicates the distance of the neighbor BTS from the reference BTS in north- (negative values mean south) direction. This field is optional, but should be present for MS based E-OTD positioning. It should also be present for MS assisted E-OTD positioning to allow the MS to calculate the expected OTD based on the Rough RTD value together with the position of the reference BTS and the relative position of the BTS to be measured on. The units are  0.03 seconds. The used reference ellipsoid is WGS 84 ellipsoid.

Range: -200000…200000

Relative East

This field indicates the distance of the neighbor BTS from the reference BTS in east (negative values mean west) direction. This field is optional, but should be present for MS based E-OTD positioning. It should also be present for MS assisted E-OTD positioning to allow the MS to calculate the expected OTD based on the Rough RTD value together with the position of the reference BTS and the relative position of the BTS to be measured on. The units are  0.03 seconds. The used reference ellipsoid is WGS 84 ellipsoid.

Range: -200000 … 200000

Relative Altitude

This field indicates the altitude of the neighbor BTS relative to the reference BTS in meters. This field is optional. 

Range: -4000 .. 4000 meters

A.2.2.4
E-OTD Measurement Assistance Data for System Information List Element

This element identifies those BTSs in the System Information Neighbor List that are used for E-OTD measurements. The System Information Neighbor Lists, to which this assistance data is given, are System Information Neighbor Lists that are send in the dedicated mode. This element helps the MS to make measurements from those neighbor BTS (even below decoding level). This element is optional in the Measure Position Request component. The presence of this element means that the MS should use the BTSs identified here to the E-OTD measurements. 

The RTD and 51 multiframe offset values are calculated relative to the reference BTS. This element contains the following fields.

Number of Neighbors

This field indicates how many neighbors are included in this IE.

Range: 1-32

The following fields are repeated for the number indicated in the Number of Neighbors field. 

E-OTD Neighbor present
This field indicates whether the information concerning a certain  BTS  in the Neighbor List is present. Altogether no more than 15 BTS can have the indication "Neighbor is included". The maximum number of BTSs in this message for whom the assistance data can be given is 16 (reference BTS and 15 neigbour BTSs). Thus the sum of total amount of E-OTD Neighbor present bits with value '1' in this IE and Number of BTSs field in E-OTD Measurement Assistance Data IE can be at a maximum 15.

'0'
Neighbor not included 

'1'
Neighbor is included 

The following fields (BSIC, Multiframe Offset, Time Slot Sscheme and Rough RTD) are included if E-OTD neighbor present field is set to '1'.

BSIC
This field indicates the BSIC (Base Station  Identity Code) of the particular BTS. This field is mandatory.

Range: 0 - 63

Multiframe Offset 
This field indicates the frame difference between the start of the 51 multiframes frames arriving from this BTS and the reference BTS. The multiframe offset is defined as TBTS - TRef, where TBTS is the time of the start of the 51 multiframe in the BTS in question, and TRef  is the time of the start of the 51 multiframe in the reference BTS.   This field is mandatory.

Range: 0 - 51

Time Slot Scheme
The Time Slot Scheme field indicates the type of transmission scheme the particular BTS is using. If the MS measures BTSs signals from time slots other than 0 or 4, and it is informed about the burst length schemes used by BTSs, then it can compensate for the possible error. (This is necessary if the MS averages bursts from different time slots, and the BTS uses varying lengths of bursts.) This field is mandatory.

'0' = all time slots are 156.25 bits long

'1' = time slots 0 and 4 are 157 bits long and other time slots are 156 bits long

Rough RTD
This field indicates the RTD value between this BTS and the reference BTS. The used resolution is 1 bit. This RTD value is the RTD value of TS0s (i.e. the difference in starting of TS0), not only the RTD between starts of bursts. The RTD is defined as TBTS - TRef, where TBTS is the time of the start of TS0 in the BTS in question, and TRef  is the time of the start of the TS0 in the reference BTS. This field is mandatory.

Range: 0 - 1250

The following fields tell the coordinates of neighbor BTSs that are used for E-OTD measurements, and also fine RTD values. This information allows the MS to calculate its own location and to calculate the expected OTD for the signal from the BTS. These fields (Fine RTD,  Relative north, Relative east and Relative altitude) are optional. All of Fine RTD,  Relative north, and Relative east fields must be present, if some of them are included.

Fine RTD
This field indicates the fine RTD value between this BTS and reference BTS. It provides the 1/256 bit duration resolution to the value expressed in the corresponding Rough RTD field. This RTD value is the RTD value of TS0s (i.e. the difference in starting of TS0), not only the RTD between starts of bursts. The RTD is defined as TBTS - TRef, where TBTS is the time of the start of TS0 in the BTS in question, and TRef  is the time of the start of the TS0 in the reference BTS. This field is optional.

Range: 0 - 255

Relative North

This field indicates the distance of the neighbor BTS from the reference BTS in north- (negative values mean south) direction.  This field is optional, but should be present for MS based E-OTD positioning. It should also be present for MS assisted E-OTD positioning to allow the MS to calculate the expected OTD based on the Rough RTD value together with the position of the reference BTS and the relative position of the BTS to be measured on. The units are  0.03 seconds. The used reference ellipsoid is WGS 84 ellipsoid.

Range: -200000…200000

Relative East

This field indicates the distance of the neighbor BTS from the reference BTS in east (negative values mean west) direction. This field is optional, but should be present for MS based E-OTD positioning. It should also be present for MS assisted E-OTD positioning to allow the MS to calculate the expected OTD based on the Rough RTD value together with the position of the reference BTS and the relative position of the BTS to be measured on. The units are  0.03 seconds. The used reference ellipsoid is WGS 84 ellipsoid.

Range: -200000 … 200000

Relative Altitude

This field indicates the altitude of the neighbor BTS relative to the reference BTS in meters. This field is optional. 

Range: -4000 .. 4000 meters
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