Page 1



3GPP TSG-GERAN Meeting #5 
Tdoc GP-011315
Chicago, USA, May 28 – June 1, 2001
Agenda item 7.2.5.2
CR-Form-v3

CHANGE REQUEST




44.018
CR
058

rev
1

Current version:
4.3.0








Proposed change affects:

(U)SIM

ME/UE
x
Radio Access Network
x
Core Network




Title:

Correction of transparent information in Classmark Change




Source:

Ericsson




Work item code:

GSM-UMTS INTERWORKING

Date: 
2001-05-31







Category:

A

Release:

REL-44


Use one of the following categories:
F  (essential correction)
A  (corresponds to a correction in an earlier release)
B  (Addition of feature), 
C  (Functional modification of feature)
D  (Editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)




Reason for change:

The preconfiguration status information stored in the mobile is CSN.1 encoded when sent to the network. The target RNC requirers ASN.1 encoded data in RRC container. The preconfiguration status information shall be handled transparently by BSS, this also applies for UE Security Information and UE Capability Information.




Summary of change:

Transparent RRC information container is introduced in RR UTRAN Classmark Change message. Reference is made to 25.331 for ASN.1 encoding of RRC Information. START-CS is changed to UE Security Informatio.The Classmark Enquiry Mask is redefined.




Consequences if 

not approved:
If CSN.1 code is kept, the BSS has to make a translation to ASN.1 code. Future extension of RRC container would require a “synchronised” introduction of the same extensions on the GERAN radio interface. Future extension of UE security information may cause incompatibiliy.




Clauses affected:

10.5.2.7a, 10.5.2.7c




Other specs


 Other core specifications



affected:

 Test specifications




 O&M Specifications





Other comments:

Corresponding changes are required in 25.331 to provide optimsed ASN.1 coding of pre-defined configuration status information to avoid segmentation of UTRAN CLASSMARK CHANGE

10.5.2.7a
UTRAN predefined configuration status information / UE SECURITY INFORMATION / UE Capability information element

Only valid for a UTRAN capable mobile station. The UTRAN predefined configuration status information / UE SECURITY INFORMATION / UE Capability information element may give information to the network on:

-
The predefined configuration set stored in the mobile station; and/or

-
Security information to be used after handover to UTRAN, with the UE SECURITY INFORMATION parameter that is stored by the mobile station at handover from UTRAN to GSM, see 3GPP TS 31.102; and/or

-
The UTRAN Capabilities of the mobile station.

None, one, two or three of these three information may be present.

The UTRAN predefined configuration status information / UE SECURITY INFORMATION / UE Capability information element is a type 4 information element with a minimum length of 2 octets. No upper length limit is specified except for that given by the maximum number of octets in a L3 message (see 3GPP TS 04.06).
The value part of the UTRAN predefined configuration status information / UE SECURITY INFORMATION / UE Capability information element is the RRC information to Target RNC container as defined in 3GPP TS 25.331.












***   Next modified section   ***

10.5.2.7c
Classmark Enquiry Mask

The UE Classmark Request mask defines the capabilities to be returned to network. The bit mask defines the specific information to be returned, such as UE capability and/or information about UMTS RAB pre-configuration versions and/or UMTS security information and/or CDMA2000 capability and/or requests the sending of the CLASSMARK CHANGE message. The classmark change procedure is described in chapter 3.4.10.

The Classmark Enquiry Mask is a type 4 information element with 3 octets length.
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Classmark Enquiry Mask IEI
octet 1

Length of Classmark Enquiry Mask contents
octet 2

Classmark Enquiry Mask value part
octet 3

Figure 10.5.2.7c.1/3GPP TS 44.018: Classmark Enquiry Mask information element 

Table 10.5.2.7c.2/3GPP TS 44.018: Classmark Enquiry Mask value part.

Bit 8:
0
CLASSMARK CHANGE message requested
1
CLASSMARK CHANGE message not requested.

Bit 7
0
UTRAN CLASSMARK message requested
1
UTRAN CLASSMARK message requested

Bits 5 - 6 : spare(0).



Bit 4:
0
CDMA2000 CLASSMARK message requested
1
CDMA2000 CLASSMARK message not requested.

Bits 3 - 1: spare(0).
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