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Reason for change:
According to TSG GERAN decision, the support of extended uplink TBF shall be regarded as part of the mandatory requirements for a mobile station supporting GPRS and indicating a revision level of REL‑4 or later. Extended uplink TBF shall not be supported by mobile stations indicating a revision level earlier than REL‑4. A separate indicator of the support for extended uplink TBF is thus not needed.




Summary of change:
The parameter MS_EXT_UTBF indicating the MS support of the extended uplink TBF is removed and replaced by the applicable revision level indicator.




Consequences if not approved:
Ambiguous combination of classmark information would be possible.
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Other comments:


Comprehensive information and tips about how to create CRs can be found at: http://www.3gpp.org/3G_Specs/CRs.htm.

9.3.1b.1
Application

Network support of the extended uplink TBF mode shall be indicated by the NW_EXT_UTBF parameter that is broadcast on either BCCH or PBCCH, see sub-clause 12.24. If the NW_EXT_UTBF parameter is not present, the network does not support the extended uplink TBF mode.

A mobile station indicating ‘Release 4’ or later in the Revision Level Indicator2 shall support the extended uplink TBF mode. The Revision Level Indicator2 is included in the Mobile Station Classmark 3 IE and the MS Radio Access Capability IE, see 3GPP TS 44.018. If the Revision Level Indicator2 is not present, the mobile station does not support the extended uplink TBF mode.


The RLC/MAC entity, which has received the indication that the peer supports the extended uplink TBF mode, shall operate an open-ended uplink TBF in the extended uplink TBF mode.

NOTE:
The network might not receive the MS Radio Access Capability IE at one-phase packet access. In that case, the two entities may operate in different mode.
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