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	Proposed change affects:
(

	(U)SIM
	
	ME/UE
	x
	Radio Access Network
	
	Core Network
	

	

	Title:
(

	51.010-3 Alignment of TC_26_2_4_7& TC_26_2_4_8 with 51.010-1 section 26.2.4.7 & 26.2.4.8.

	
	

	Source:
(

	Anite Telecoms

	
	

	Work item code:
(

	TEI
	
	Date: (

	27/06/01

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	REL-4

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)

	
	

	Reason for change:
(

	51.010-1 clause 26.2.4, Test Precedure states that:

If the precedures are chained, the SS shall ensure that at the beginning of each procedure, the intial conditions are reached and that the MS had enough time to decode the broadcasted parameters.

In TC 26.2.4.7 & 8, since the NECI value changes during the test, the MS has  to refresh BCCH data for the cell it is camped on between the change.  According to 05.08 section 6.7.1, BCCH have to be confirmed in idle atleast every 30 seconds. So a delay of 30 seconds has to be added in between the two steps in the test.

This change request is to align 51.010-3 TC 26.2.4.7 & 8 with 51.010-1 clause 26.2.4.7 & 8

	
	

	Summary of change:
(

	A delay of 30 seconds has been added in between the NECI value change

	
	

	Consequences if 
(

not approved:
	The TTCN will not be in alignment with 51.010-1 which, may result in good mobiles failing this test case.

	
	

	Clauses affected:
(

	51.010-3 TC_26_2_4_7 and TC_26_2_4_8

	
	

	Other specs
(

	
	 Other core specifications
(

	

	affected:
	
	 Test specifications
	

	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	Changes affect Rel4_GSM_L3_MS_V420 ATS. Applicable to Ph2, R96, R97, R98, R99, REL-4


	PRIVATE
Test Case Dynamic Behaviour

	Test Case Name
	TC _26 _2 _4 _7

	Group
	Rel4 _GSM _L3 _MS _v420/InitialTest/

	Test Purpose
	To verify that the establishment cause sent by the MS in the Max-Retrans+1 CHANNEL REQUEST
messages is consistent with the requested service, with the capabilities of the MS and with the
indications of the network in the following case: 
        If the MS supports a non call related supplementary service operation: 
        when the NECI bit is set to 0 and a supplementary service operation is attempted at the MS. 
        when the NECI bit is set to 1 and a supplementary service operation is attempted at the MS . 

	Defaults
	OtherEventsFail

	Comments
	 

	Nr
	Label
	Behaviour
	Cref
	Verdict
	Comments

	 
	 
	ltree _main
	 
	 
	 

	5
	 
	+SysInfoSending _nfh ( C _SCH _A, C _BCCH _A _1, C _TxInt _5, C _Max _7, TCV _Cnt1, C _ATT _0, C _BABR _0, C _cch _1Comb, C _BPM _3, C _T3212 _0, C _ci _cellA, C _MCC _1, C _PLMN _1, C _LAC _1, CellOpt _01, C _CellReselectHys12, C _MaxPwrLvlG, C _MaxPwrLvlD, BcchFreqLst _45, BcchFreqLst _02, BcchFreqLst _03, BcchFreqLst _04, C _Restablishment, C _BCC, C _NCC, C _NCCP _2) 
	 
	 
	1 .


	6
	 
	 (TCV _Ccd0A : = TCV _Ccd0H, 
TCV _sysinfo5 : = TCV _sysinf5, TCV _sysinfo6 : = TCV _sysinf6) 
	 
	 
	 

	7
	 
	  +SysInfo _SacchSending ( TCV _sacch, TCV _sysinfo5, TCV _sysinfo6) 
	 
	 
	 

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	8
	
	   [TCV _Cnt1=0] 
	
	
	

	9
	body
	    +InitNonCallSupp
	
	
	2 . 

	10
	
	     (TCV _Cnt : =0) 
	
	
	

	11
	
	      REPEAT localtree UNTIL [TCV _Cnt=7] 
	
	
	

	12
	L _0086
	       L?DL _RacInChRq
(TCV _Rr : = DL _RacInChRq . msg .ecau _rrf, 
TCV _Fn : = DL _RacInChRq .fn) 
	ChReq ( ChRequest _04) 
	(P) 
	3 . 

	13
	
	        L!DL _UdatRqImmassRej
	ImmAssRej ( TCV _agch, ImmAsgnRej _01 ( TCV _Rr, TCV _Fn) ) 
	
	

	14
	
	         (TCV _Cnt1 : = TCV _Cnt1 +1 ) 
	
	
	

	15
	
	   [TCV _Cnt1=1] 
	
	
	

	16
	
	    START T _dly (30000) 
	
	
	5 . 

	17
	
	     ?TIMEOUT T _dly
	
	
	

	18
	body
	      +InitNonCallSupp
	
	
	

	19
	
	       (TCV _Cnt : =0) 
	
	
	

	20
	
	        REPEAT localtree UNTIL [TCV _Cnt=7] 
	
	
	

	21
	L _0087
	         L?DL _RacInChRq
(TCV _Rr : = DL _RacInChRq . msg .ecau _rrf, 
TCV _Fn : = DL _RacInChRq .fn) 
	ChReq ( ChRequest _03) 
	(P) 
	4 . 

	22
	
	          L!DL _UdatRqImmassRej
	ImmAssRej ( TCV _agch, ImmAsgnRej _01 ( TCV _Rr, TCV _Fn) ) 
	
	

	23
	
	           (TCV _Cnt1 : = TCV _Cnt1 +1 ) 
	
	
	

	 
	 
	localtree
	 
	 
	 

	19
	 
	[TCV _Cnt1=0] 
	 
	 
	 

	20
	 
	 L?DL _RacInChRq
	ChReq ( ChRequest _04) 
	 
	3 . 

	21
	 
	  (TCV _Cnt : = TCV _Cnt +1 ) 
	 
	 
	 

	22
	 
	[TCV _Cnt1=1] 
	 
	 
	 

	23
	 
	 L?DL _RacInChRq
	ChReq ( ChRequest _03) 
	 
	4 . 

	24
	 
	  (TCV _Cnt : = TCV _Cnt +1 ) 
	 
	 
	 

	Detailed Comments: 
	1 . The Max _retrans =7 . TCV _Cnt1 value stands for NECI bit value .
2 . To attempt a non call related supplementary service at the MS under test .
3 . The establishment cause shall be '111'B (NECI = 0) . 
4 . The establishment cause shall be '0001'B (NECI = 1) .                                        5 . The test system waits for 30 seconds . 


	PRIVATE
Test Case Dynamic Behaviour

	Test Case Name
	TC _26 _2 _4 _8

	Group
	Rel4 _GSM _L3 _MS _v420/InitialTest/

	Test Purpose
	To verify that the establishment cause sent by the MS in the Max-Retrans+1 CHANNEL REQUEST
messages is consistent with the requested service, with the capabilities of the MS and with the
indications of the network in the following case: 
        If the MS supports SMS/PP MO: 
        when the NECI bit is set to 0 and a mobile originated short message service transaction is
        attempted .
        when the NECI bit is set to 1 and a mobile originated short message service transaction is
        attempted . 

	Defaults
	OtherEventsFail

	Comments
	 

	Nr
	Label
	Behaviour
	Cref
	Verdict
	Comments

	 
	 
	ltree _main
	 
	 
	 

	5
	 
	+SysInfoSending _nfh ( C _SCH _A, C _BCCH _A _1, C _TxInt _5, C _Max _7, TCV _Cnt1, C _ATT _0, C _BABR _0, C _cch _1Comb, C _BPM _3, C _T3212 _0, C _ci _cellA, C _MCC _1, C _PLMN _1, C _LAC _1, CellOpt _01, C _CellReselectHys12, C _MaxPwrLvlG, C _MaxPwrLvlD, BcchFreqLst _45, BcchFreqLst _02, BcchFreqLst _03, BcchFreqLst _04, C _Restablishment, C _BCC, C _NCC, C _NCCP _2) 
	 
	 
	1 .


	6
	 
	 (TCV _Ccd0A : = TCV _Ccd0H, 
TCV _sysinfo5 : = TCV _sysinf5, TCV _sysinfo6 : = TCV _sysinf6) 
	 
	 
	 

	7
	 
	  +SysInfo _SacchSending ( TCV _sacch, TCV _sysinfo5, TCV _sysinfo6) 
	 
	 
	 

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	8
	 
	   [TCV _Cnt1=0] 
	 
	 
	 

	9
	body
	    +AtmpShortMsg
	 
	 
	2 . 

	10
	 
	     (TCV _Cnt : =0) 
	 
	 
	 

	11
	 
	      REPEAT localtree UNTIL [TCV _Cnt=7] 
	 
	 
	 

	12
	L _0088
	       L?DL _RacInChRq
(TCV _Rr : = DL _RacInChRq . msg .ecau _rrf, 
TCV _Fn : = DL _RacInChRq .fn) 
	ChReq ( ChRequest _04) 
	(P) 
	3 . 

	13
	 
	        L!DL _UdatRqImmassRej
	ImmAssRej ( TCV _agch, ImmAsgnRej _01 ( TCV _Rr, TCV _Fn) ) 
	 
	 

	14
	 
	         (TCV _Cnt1 : = TCV _Cnt1 +1 ) 
	 
	 
	 

	15
	 
	   [TCV _Cnt1=1] 
	 
	 
	 

	16
	 
	    START T _dly (30000) 
	 
	 
	5 .

	17
	 
	     ?TIMEOUT T _dly
	 
	 
	 

	18
	body
	      +AtmpShortMsg
	 
	 
	2 .

	19
	 
	       (TCV _Cnt : =0) 
	 
	 
	 

	20
	 
	        REPEAT localtree UNTIL [TCV _Cnt=7] 
	 
	 
	 

	21
	L _0089
	       L?DL _RacInChRq
(TCV _Rr : = DL _RacInChRq . msg .ecau _rrf, 
TCV _Fn : = DL _RacInChRq .fn) 
	ChReq ( ChRequest _03) 
	(P) 
	4 . 

	22
	 
	        L!DL _UdatRqImmassRej
	ImmAssRej ( TCV _agch, ImmAsgnRej _01 ( TCV _Rr, TCV _Fn) ) 
	 
	 

	23
	 
	         (TCV _Cnt1 : = TCV _Cnt1 +1 ) 
	 
	 
	 

	 
	 
	localtree
	 
	 
	 

	24
	 
	[TCV _Cnt1=0] 
	 
	 
	 

	25
	 
	 L?DL _RacInChRq
	ChReq ( ChRequest _04) 
	 
	3 . 

	26
	 
	  (TCV _Cnt : = TCV _Cnt +1 ) 
	 
	 
	 

	27
	 
	[TCV _Cnt1=1] 
	 
	 
	 

	28
	 
	 L?DL _RacInChRq
	ChReq ( ChRequest _03) 
	 
	4 . 

	29
	 
	  (TCV _Cnt : = TCV _Cnt +1 ) 
	 
	 
	 

	Detailed Comments: 
	1 . The Max _retrans =7. TCV _Cnt1 value stands for NECI bit value.
2 . To attempt a mobile originated short message service transaction at the MS under test. 
3 . The establishment cause shall be '111'B (NECI = 0). 
4 . The establishment cause shall be '0001'B (NECI = 1).                                      5 . The test system waits for 30 seconds .
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