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41.2.3.3
Packet uplink assignment / Polling bit set

41.2.3.3.1
Conformance requirement

If the Polling bit is set to 1, MS shall send a PACKET CONTROL ACKNOWLEDGEMENT message (see 04.60) on the assigned PDCH, in the uplink block specified by the TBF Starting Time. In this case the TBF Starting Time is used both to indicate when the assigned PDCH becomes valid and to specify the uplink block. 

Reference

GSM 04.08 subclause 3.5.2.1.3.2

41.2.3.3.2
Test purpose 

To verify that the MS sends a PACKET CONTROL ACKNOWLEDGEMENT message in the correct uplink block if the Polling bit is set in packet uplink assignment construction.

41.2.3.3.3
Method of test

Initial conditions

System Simulator: 1 cell, CCCH combined with SDCCH.

Mobile Station: MS is switched off.

Related PICS/PIXIT statement

MS operation mode B Yes/No
Automatic GPRS attach procedure at switch on or power on Yes/No
Test procedure

The MS is triggered to initiate the GPRS attach procedure. The SS assigns packet uplink resources in an IMMEDIATE ASSIGNMENT message indicating one phase packet access and with the Polling bit set. The MS shall send a PACKET CONTROL ACKNOWLEDGMENT on the assigned uplink block and then complete the GPRS attach procedure.

Maximum duration of the test

-

Expected sequence

	Step
	Direction
	Message
	Comments

	1
	MS
	
	The MS is powered up or switched on.

	2
	
	{Location Update Procedure}
	This step is for class B non auto attach mobiles only. Macro. Location Update Procedure initiated from the MS. Parameter mobile identity is IMSI.

	3
	MS
	 
	MS is triggered to initiate GPRS attach. 

	4
	MS -> SS
	CHANNEL REQUEST
	

	5
	SS -> MS
	IMMEDIATE ASSIGNMENT 
	for uplink TBF, one phase access and Polling bit set, and arbitrarily chosen TBF starting time in the future.

	6
	MS -> SS
	PACKET CONTROL ACKNOWLEDGEMENT
	sent on the block indicated by TBF starting time in step 3.

	7
	SS<->MS
	Completion of macro {GPRS attach procedure}
	SS allows MS to complete GPRS attach.
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